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 REDWELL MANUFAKTUR GMBH

Am Ökopark 3 
A-8230 Hartberg 

+43 (0)3332/611 05 
office@redwell.com 

The easy  
way  to  

heat you!

Naturally. 
Efficient. 
Modern.



Healthy heat and unique design: 
Like no other heating system, Redwell combines  

the pleasant with the beautiful and combines  
quality and smart functionality. The  

Basic-Line looks beautiful in your home with a  
modern discreet look and is a cost-effective  

introduction into the wonderful world of Redwell.

TECHNICAL SPECIFICATIONS: 
. 
Surface: galvanised sheet metal, powder-coated,  
white (RAL9016) 
Backside: galvanised sheet metal 
Voltage: 230 Volt, 50 Hz
Electromagnetic compatibility: low electrosmog (IGEF)
Protection: IP 40 (power plug), IP 65 (installation)
Installation: Wall and ceiling mounting possible* 
*Bracket for ceiling mounting available as an accessory..

IEC 60675-
3:2020  
certified

Model Wattage Weight Size

BL300 320 Watt ca. 6 kg 592 x 592 x 18 mm

BL500 510 Watt ca. 11 kg 1000 x 592 x 18 mm

BL700 700 Watt ca. 14 kg 1192 x 592 x 18 mm

BL1000 1000 Watt ca. 19 kg 1192 x 850 x 18 mm
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