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In compliance with: 
CE 

ISO11600-F-20LM 

EN15651-1: 2012: TYPE F-EXT-INT: CLASS 

20LM 

EN 15651-2: 2012 TYPE G: CLASS 20LM 

EN 15651-3: 2012 TYPE S: CLASS S1 

 

Silicone Sealant N60 is high quality one component, neutral room temperature curing sealant. This sealant 

has anti-fungus agent and it is perfect for high humidity areas. It effectively seals most building material: 

glass, coated aluminum, wood, glazed ceramic tiles, fiberglass, vitreous enamel, and most laminated 

surfaces. Ideal for glazing, ceramic tile grouting and sealing around bathtubs, shower stalls, wall fixtures, 

rimless sinks, kitchen, and bathroom fixtures. 

 

                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                                

SANITARY SILICONE 

SEALANT N60 

RECOMMENDED USES 
BATHROOM AREAS, SHOWERS & BATHS 

 Glass shower sealing and fixing. 

 Waterproof seal for the basin and vanity. 

 Sealing all joints for shower and bath 
enclosures. Fixing and sealing of toilets, bidets, 
and other fittings. 

FLOORING AREAS 

 Ceramic tile grouting. Elastic waterproof seal of 
vinyl and laminated flooring 

KITCHEN, LAUNDRIES AREAS, SINKS & SPLASHBACK 

 Creating waterproof seal between sinks and 
benchtops. Joints between benchtops and 
splashbacks or tiles. Sealing between cabinetry 
and walls or floors.  

OUTSIDE SPAS & SWIMMING POOL AREA 

 Waterproofing of joints between spa and 
substrates. Sealing joints or seams for pools 
above waterline. 

PLUMBING FIXTURES 

 Waterproofing plumbing fittings for bathroom, 
kitchen, and laundry. Sealing traps, wastes, PVC 
pipes, incinerators, filters, etc. 

 

Characteristics: 

 No smell or odor 

 Fungus, bacteria, and mildew 

resistant 

 Excellent adhesion to 

sanitary surfaces 

 Good sealing, bonding, and 

high elasticity 

 Resistant to chemical agents 
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PROPERTIES 

ITEM DATA 

Type Neutral 

Density (g/cm3) 1.2±0.02 

Skinning time 10 

Drying (2mm/h) 10-15 

Curing rate (4mm/h) 25-28 

Capacity Movement ±20% 

Max. Tensile Strength 1.5 

Elongation at break (%) ≥600 

Hardness Shore A 35±2 

Application Temperature -20oC to +40oC 

Temperature resistance Up to 150oC 
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SANITARY SILICONE 

SEALANT N60 

APPLICATION 
 The base material need to be free of dust and grease or 

loose material. If needed clean up with a turpentine wet rag 

or cloth and let it dry. Complete adhesion test before use 

and make sure good compatibility and viscosity of the 

sealant with base materials. 

 Cut off the top of cartridge, position the threaded adaptor to 

the cartridge. Cut the threaded adaptor on an angle 

corresponding to the joint width. For a perfect join finish use 

our STAERKS GENERAL PURPOSE MASKING TAPE by applying 

tape the full length of the joint on both sides leaving the 

desired gap you require. 

 Place the cartridge into gun and inject the joint with the 

sealant. Apply sufficient pressure to the sealant to ensure 

good penetration and adhesion to the joint sides. The 

applied sealant should be smoothed immediately with a wet 

spatula or jointer to clean off excess sealant. Remove the 

masking tape gently and if needed clean up the excess 

sealant one more time. 

 Clean while uncured with a turpentine cloth. After 

hardening, remove the silicone sealant mechanically or with 

the silicone remover. 

 Staerk Silicone Sealant N60 is not suitable to be used as a 

structural glazing sealant or material such as copper, lead, 

zinc. 

 Non-Toxicity when cured. If medical advice is needed, have 

product container and label at hand. 

HEALTH & SAFETY 
 Read label before use. 

 Gloves and google must be worn 

during application. 

 If skin contact occurs, remove the 

sealant with cloth and wash skin 

thoroughly with water and 

detergent for minimum 15 mins. 

 Avoid eye contact before curing. If 

this occurs, rinse opened eye for 

several minutes under running 

water, then consult a doctor. 

 Ensure proper ventilation at 

workplace or curing area. 

 Keep away from children. 

PACKAGING & STORAGE 
 Staerk Sanitary Silicone Sealant N60 - Box of 24 x 310ml 

cartridge. 

 Protect from freezing, store in a cool dry place at room 

temperature. 

 Product must be used within 24 months of purchase. 

Moggens DK Hammerholmen 44. 2650. Kobenhaven, Denmark E-mail: info.dk@moggens-international.com 


