COVENTRY Deck Mount Bidet Fitting

BRASS WORKS LIMITED

Universal
PLEASE INSPECT YOUR PRODUCT PRIOR TO INSTALLING.

Carefully review all pre-assembled parts. It will be necessary for the various parts 1o be
reassembled exactly as shown.

Bidet Top Cap

Bidet Top Screw
88.09.017 88.09.016

Pop-up Knob \ Bidet Trim Cap
88.11.201 < 88.09.018
\ : Bidet Escutcheon

Pop-up Guide ¥ 88.09.019
88.09.004 !

Metal Washer

Lav Valve
<«<—COLD

88.30.001.20 Standard Drain

Valve with Actuator Rod Complete
Vacuum Breaker 88.11.041
88.09.020 <
Clip |
‘ Spray
= Coupling ®<—Aerator Assembly
Lav Valve <= <«——Rubber'Washer —Complete
HOT Actuator = «—Steel Washer 88.09.003
88.30.002.20 Supply Hose Nut = <—Locknut
1/2"x1/2" Actuator Tailpiece
88.09.021 Rod
Opening t
NOTE:
Spray Hose
REPLACEMENT CARTRIDGES piebivs Certified to comply with
HOT Cartridge Part # 88.30.036 88.09.022 CAN/CSAB125-M89

COLD Cartridge Part # 88.30.035

NOTICE: These instructions do not represent step-by-step directions. They are a product supplement only to be
used by a qudlified/licensed plumber. We recommend all plumbing fixtures be installed by a professional.
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