
1. Open the original fuel door and remove the 2 bolts on the left side holding the original fuel 
door on. (Fig. 1) 
2. Remove the original fuel door assembly. This can be done easier by loosening the screws 
holding the plastic shroud to the body. Be sure to tighten these screws after you remove the 
original door assembly.  
3. Remove the rubber door stops on the right side by gently twisting and pulling. (Fig. 1) 
4. Remove the nuts, flat washers and lock washers from the two 8-32 studs leaving 1 nut on each 
stud. 
5. Set the fuel door on the truck by inserting the 2 studs in the original fuel door holes. (Fig. 2) 
6. Center the door in the opening and make a pencil mark on the body in the center of the 2 right 
hand holes at the 3 o’clock position. 
7. Remove the new door and center the threaded holes in the aluminum adapter over the 2 pencil 
marks you just made.  Use the 2 sheet metal screws to mount the adapter in the holes where you 
removed the rubber stops. (Fig. 2) 
8. If the door is a non-locking lay the new fuel door face down on a soft towel and install 
the opener assembly where the 2 screws in the ring are. (at approx 12:00 looking from the 
face). DO NOT INSTALL AT 3:00 WHERE THE CUTOUT AREA IS OR YOU 
WILL NOT BE ABLE TO REMOVE YOUR GAS CAP  
8. Install the fuel door on the truck. Adjust the fuel door to fit flush by moving the 2 nuts on the 
studs in or out as needed. (You may need to remove these nuts on some trucks) ( Fig. 2)  
9. Install the two ¼ x ½ bolts on the right into the aluminum adapter and install the nuts, flat 
washers and lock washers on the 2 studs. (Fig. 2) 
10. Open and close door to make sure everything works freely. 

TROUBLE WITH INSTALL CALL 916-933-0236 
AMI ,5121 HILLSDALE CIRCLE, EL DORADO HILLS, CA. 95762
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