
INSTALLATION COVERS
PART # RBP-511-SP

FOR APPLICATIONS:
2020-2022 JEEP GLADIATOR
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Hexagon Head Bolt x 8
M8 x 35mm

Hexagon Head Bolt x 6
M8 x 25mm

Hexagon Head Bolt x 2
M10 x 35mm

M10 Treaded Insert Block x 2

Front Motor Fender Washer x 2

Wire Tie x 25

M8 T-bolt x 2 M10 x 70 T-bolt x 2

Disable Switch Harness





Step 1: Disconnect the battery. Begin with the negative battery terminal, followed 
by the positive terminal.

Step 2: Using the template provided, drill a 21/64” hole on the pinch seam for the 
passenger side front motor.  The new hole shall be 4.96” or 126mm from the 
reference factory hole shown below. 



Step 3: Slip the M8 T-bolt into the factory rocker panel slots as shown below.



Step4: Install the front passenger side motor using M8 hex bolts, flat washers, split 
lock washers on the two pinch seam mounting holes. Install the front motor fender 
washer behind the hole drilled in Step 2.  Leave all of the hardware snug and hand 
tight.



Step 5: Slide the M10 threaded insert into the slot on the side of the frame rail. Align 
treaded hole with the slot on the bottom of the frame rail.

Step 6: Install the passenger side front motor protective plate using the M10 Hex Head 
bolt.



Step 7: Install the M10 T-bolt, flat washer, lock washer and hex nut onto the Front 
Motor Protective plate. Next, slip the body of the T-bolt into the slot on the chassis 
and rotate 90-degrees to lock it in place.  Tighten the nut and the bolt from Step 6.



Step 8: Install the rear passenger side motor using M8 hex bolts, flat washers, split 
lock washers on the two pinch seam mounting holes. Install the spacer between the 
pinch seam and the motor assembly with the thicker part of the wedge towards the 
front of the vehicle as shown. Leave all of the hardware snug and hand tight.



Step 8: Install the driver side running board.

8a. Begin by propping up the running board on the front and rear motor assembly bases.

8b. Next align the sliding T-Nut assemblies on the running board with the slots on the front
and rear motor bases.

8c. Once the T-nuts are aligned, rotate the running board so that the T-nuts drop into the 
slots on the base of the arms.

8d. Secure the running board to the arms using the M6 x 25 socket head cap screw using a 
torque wrench, tighten to 9 ft-lbs.



Step 9: Now that the running board is installed, go back and tighten the hardware on the 
passenger side front and rear motor assemblies. Using a torque wrench, tighten the mounting 
hardware to 18 ft-lbs.

Step 10: Repeat steps 2-9 to install the motor linkage assemblies and running board on 
the driver side.



Step 11: Locate two holes on the pinch seam below the passenger side front door. Using 
two M8 hex head bolts, flat washers and split lock washers, install the controller 
mounting bracket. Using a torque wrench, tighten to 18 ft-lb.



Step 12: Locate the electrical pigtail with the female socket connector on the passenger 
side front and rear motors. Route the electrical harness from the controller along the 
frame rail of the Jeep. Connect the male plug connector on the wire harness into the 
female socket on the motor. The harness is labeled Front Right for the front passenger 
motor and Rear Right for the rear passenger side motor.



Step 13: Align the arrows on the small round connectors and plug the passenger side 
front and passenger side rear LED lights. Prepare the surface by cleaning with a 50/50 
mix of isopropyl alcohol and water or equivalent. Once the surface is completely dry, 
peel the backing from the double-sided tape and stick the LEDs to the bottom side of 
the rocker panel. Stick the LED lights at
the center of the front and rear driver side doors.



Step 14: Route the motor and LED wire harness from the controller on the passenger side of the 
vehicle to the driver side frame rail of the Jeep. When routing the harness keep clear from any 
moving parts and avoid direct contact with the exhaust system.

Step 15: Locate the electrical pigtail with the female socket connector on the driver side front and 
rear motors. Route the electrical harness from the controller along the frame rail of the Jeep. 
Connect the male plug connector on the wire harness into the female socket on the motor. The 
harness is labeled Front Let for the front driver motor and Rear Left for the rear driver side motor.

Step 16: Align the arrows on the small round connectors and plug the driver side front and driver 
side rear LED lights. Prepare the surface by cleaning with a 50/50 mix of isopropyl alcohol and 
water or equivalent. Once the surface is completely dry, peel the backing from the double-sided 
tape and stick the LEDs to the bottom side of the rocker panel. Stick the LED lights at the center 
of the front and rear driver side doors.



Step 17: On the passenger side, remove the front kick panel, front door sill trim panel and b-pillar 
trim panel. Go under the passenger seat and locate the split in the carpet. Pull the rear half of the 
carpet back to expose the oval rubber drain plug.
Pull the drain plug and drill a 7/16” hole as shown.



Step 18: Go under the vehicle and feed the door trigger signal wires (white and brown) 
and the disable switch wires (two black wires) into the cab. Feed the wires thru the 
hole in the rubber drain plug. Pop the drain plug back into the slot. Seal around the 
wires using RTV silicone adhesive to
prevent water intrusion.



Step 19: Route the passenger side door trigger wire (brown) towards the driver side b-pillar. Route 
the passenger side door trigger wire (white) under the carpet along the firewall and over to the 
passenger side b-pillar. Route the black disable switch wires to the driver side floorboard.

Step 20: The door trigger sensor harness will need a ground connection to the vehicle. 
Locate the vehicle ground stud near the base of the rear passenger seat and install 
the ground wire as shown.

Step 21: . Connect the snap in bullet connector to the brown wire on the passenger side.



Step 22: Apply a vertically oriented strip of masking tape on the front Passenger side 
door using the deepest part of the latch as a reference point. Make a mark 1.5” below 
the center line of the latch. Prepare the surface by cleaning with a 50/50 mix of 
isopropyl alcohol and water or equivalent. Once the surface is completely dry, peel the 
backing from the double-sided tape and stick the magnet to the door. Align the top of 
the magnet with the 1.5” mark as shown.

Step 23: Apply a vertically oriented strip of masking tape on the door jamb using the outer edge of 
the front passenger side door striker as a reference point. Make a mark 1.5” below the center line 
of the striker. Prepare the surface by cleaning with a 50/50 mix of isopropyl alcohol and water or 
equivalent. Once the surface is completely dry, peel the backing from the double-sided tape and 
stick the sensor to the door jamb. Align the top of the sensor with the 1.5” mark as shown.
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Step 24: Apply a vertically oriented strip of masking tape on the rear Passenger side 
door using the deepest part of the latch as a reference point. Make a mark 1.5” below 
the center line of the latch. Prepare the surface by cleaning with a 50/50 mix of 
isopropyl alcohol and water or equivalent. Once the surface is completely dry, peel the 
backing from the double-sided tape and stick the magnet to the door. Align the top of 
the magnet with the 1.5” mark as shown.
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Step 25: . Apply a vertically oriented strip of masking tape on the door jamb using the outer edge 
of the rear passenger side door striker as a reference point. Make a mark 1.5” below the center 
line of the striker.  Prepare the surface by cleaning with a 50/50 mix of isopropyl alcohol and 
water or equivalent. Once the surface is completely dry, peel the backing from the double-sided 
tape and stick the sensor to the door jamb. Align the top of the sensor with the 1.5” mark as 
shown.
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Step 26: Repeat steps 20-25 to install the passenger side door trigger sensors and magnets. The 
driver side door trigger harness is connected to the white wire that was routed under the carpet to 
the driver side b-pillar in step 19.

Step 27: Plug the disable switch connector into the black wire harness that was routed 
under the carpet to the driver side floorboard.



Step 29: Remove the 20 Amp fuses from the main positive and negative 12V power leads on the 
main harness. Route the power wires over the passenger side wheel well and into the engine 
compartment. Connect the ring terminals to the battery positive and negative posts.

Step 30: Install the 20 Amp fuses back on the main negative and positive 12V power 
leads of the main power harness.

Step 31: Open and close all four doors to test the operation of your new Stealth Power 
Running boards. Please note that there is a 4 second delay for the running boards to 
retract after the doors are closed.



Step 32: Open the driver side door and keep the door open.  Flip the disable switch to 
the “O” or Off position. This will signal the running boards to retract to the stowed 
position and it will disable any further operation until the switch is flipped to the “I” or 
On position

Thank you for choosing RBP! We hope you enjoy your new Stealth Power Running 
Boards. We would love to hear about your experience and see your vehicle decked out 
with our products. To share simply tag us using #Rollingbigpower, #RBP or 
#RBPStealthPower or DM us on Facebook and Instagram and visit us on YouTube!
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