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Easy Cover®

Installation Directory
Item Step Page
Tools Required  

Installing Tarp Housing with Trailer Mounting Brackets 1 4

Installing Electric Motor (Tarp Housing) 2 5-6

Install Interior Cab Rocker Switch for Semi-trailer Truck 3 7

Installing 10 Spring Flange Mounted Assembly 4 8

Instaling the Swing Arm on 10 Spring 5 9-10

Installing Upper Swing Arms and Cross Arm 6 11-12

Attach Tarp to Roll-up Bar

 Installing Tarp to Roll-up Bar, Roll Under (Standard) 7a 13

 Installing Tarp to Roll-up Bar, Roll Over (Optional) 7b 13

Accessories

 Installing Body Guard 8 14

How to Operate and Maintain Easy Cover  15

Marker or Felt Pen

Tape Measure 

Black Electrical Tape 

Awl 

Hammer 

1 1/8" hole saw

Drill Bits: .257" (F drill), 9/32", .316" (O drill), 13/32", 17/32"

Sockets: 7/16", 9/16"

Open End or Box Wrenches: 7/16", 9/16", 3/4"

Vice Grip Pliers (2 pair)

Electric or Air Drill

Tools Required for Installation
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* Refer to Maintenance 
sheet or website.

* Repairs must ONLY be 
made after proper 
instruction.

* Spring tension must be 
properly released before 
repairs.

* Replace damaged or 
broken parts.

* Keep path of arms clear.

* Refer to Operations 
sheet or website.

* Face vehicle into 
the wind.

* Only drive with tarp 
in fully covered or 
uncovered position.

* Routinely inspect 
tarp and arms and 
replace if damaged.

Label part# 0920-039001
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Installation Instructions

Step 1
Installing Tarp Housing with Trailer Mounting Bracket



Index Description Qty

1 Tarp Housing 1

2 Mounting Bracket Trailer 2

3 Rubber Bushing 4

Index Description Qty

4 1/2-13 x 2 Hex Bolt GR5 8

5 1/2 Flat Washer 8

6 1/2 Nylon Hex Nut 8

4

5

6

4

5

6

2

3

3/8" - 1/2"

1

1) Turn tarp housing (1) upside down and position mounting bracket trailer (2) 12" in from each end and fl ush 

with the back of the tarp housing (1) (not the end plates). Keeping brackets straight and parallel with end 

plates, mark holes through brackets 

2) Drill marked holes using 17/32" drill bit.

3)  Attach mounting brackets with rubber bushings (3), 1/2-13 x 2 hex bolt (4), 1/2 fl at washer (5), and 

1/2 - 13 nylon hex nut (6). Tighten until bushings compress to approximately 3/8" to 1/2".

4) Hold housing up to trailer fi rmly, center on trailer and trace holes in mounting brackets. Drill marked holes 

using 17/32" drill bit.

5) Attach with 1/2-13 x 2 hex bolt (4), 1/2 fl at washer (5), and 1/2-13 nylon hex nut (6).
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Installation Instructions

Step 2
Installing Electric Motor (Tarp Housing)



Index Description Qty

1 MOTOR AND COVER 1

2 PLATE, MTR COVER 2

3 SCREW M4 X 2.0 MM PHILLIP 2

4 SCREW #10 X 1 SELF DRILLING 2

5 5/16-18 x 5/8 FHCS 3

Index Description Qty

6 CLAMP METAL LOOM PLASTIC 10

7 WIRE END #6 X 1/4 RING 2

8 #6 DUPLEX WIRE VARIES

9 PLUG; Q/D ASSY; FEMALE 1

1

5

1) Remove Shoulder bolt and nut 

from the end of the roll-up bar.

2) Align motor shaft with end of roll-up bar.  Attach motor (1) 

to the tarp housing with three 5/16-18 x 5/8 FHCS (5).

3) Secure the motor shaft to the 

roll-up bar with the nut and 

bolt removed in step 1.
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Installation Instructions

8) Attach the Motor Cover Plate (2) with two 

Screw #10 x 1 Self-drilling Pan Head (4).

Run wire and secure 

with clamps

4) Using Wire End #6 x 1/4 Ring (7) attach #6 Wire (8) to 

Motor (1) as shown.

5) Run #6 Wire (8) to pivot 

point and back to front and 

secure  with Clamps (6).

7) With screws provide with the motor attach 

the cover to the motor.

6) Attach the Female Quick Disconnect Plug (9) 

to the end of the #6 Wire (8).

Terminal 1 

Black Wire

Terminal 2 

Red Wire

Motor

Motor Cover

Screw 2 mm x 2.0

Female Quick 

Disconnect Plug

Screw #10 X 1

Motor Cover Plate
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Installation Instructions

Step 3
Install Interior Cab Rocker Switch for Semi-trailer Truck



1) Find a convenient place on the 

driver's side under the dashboard 

to mount the rocker switch with 

1/4-20 x 1" hex bolts

Locate Operation/Maintenance Sheet and keep near switch.

2) Mount reversing contactor 

outside of cab near back of 

cab with 1/4-20 x 2" hex bolts.

4) Connect breaker to battery and secure with zip ties.

3) Run #14 GA gray wire from switch to reversing contactor. Run #6 wire 

from battery to reversing contactor. Secure all wire with clamps.

5) Connect receptacle to reversing 

contactor. Make sure to have enough 

wire to be able to plug into trailer.
6) Place cover 

on reversing 

contactor.

Cover Uncover

7) Test switch to see if system operates correct direction. If not reverse the wires on the motor and retest.

POS NEG

+ -

FWD REV

#6 Red wire to FWD
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Installation Instructions

Step 4
Installing 10 Spring Flange Mounted Assembly



Index Description Qty

1 10 Spring Flange Mount (driver side) 1

2 10 Spring Flange Mount (passenger side) 1

3 3/8-16 x 1-1/4 Hex Bolt 8

4 3/8 Flat Washer 16

5 3/8-16 Nylon Hex Nut 8









3) Drill four 13/32" holes using the mounting 

plate as a guide.

4) Bolt the 10 spring fl ange mount assembly 

to the box or rail with 3/8-16 x 1-1/4 hex 

bolts (3), 3/8 fl at washers (4), and 3/8-16 

nylon hex nut (5).

5) Repeat Steps 4 - 6 for passenger's side.

1) Locate the pivot point (B) for the arm assembly. The point (A) is at the back of the tarp housing and point 

(C) is where the cross arm rests on the tailgate. The distance from (A) to (B) must be the same length as 

from (C) to (B).

Point (B) for D.S.

Point (B) for P.S.




2) Position the driver's side 10 spring fl ange mount assembly (1) so that the shaft towards the front of the box 

is aligned with point marked on the driver's side as (B). Position the spring up against the bottom rail and 

clamp the spring assembly into position.

5.00

16.50
21.50

1.00

1.25

9.00

24.00

15.00

3.81

5.85

8.88
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Installation Instructions

Step 5
Installing the Swing Arm on 10 Spring



Index Description Qty

1 Swing Arm Assembly 2

2 Helper Arm Assembly 2

3 1/4" Spring Pins 8

4 Linkage 15.50 2

Index Description Qty

5 Clevis Pin 1/2 x 1-1/2 4

6 1/2 Flat Washer 12

7 Cotter Pin 1/8 x 1-1/2 4

4

5

6

7

3

26

1) Place helper arm (2) onto rear shaft so that 

it is pointing towards the rear of the trailer 

with the bracket on top and secure with 1/4" 

spring pins (3).

2) Attach linkage 15.50 (4) to bracket on helper 

arm assembly with clevis pin 1/2 x 1-1/2 (5), 

two 1/2 fl at washers (6), and cotter pin 1/8 x 

1-1/2 (7). The two fl at washers should be on the 

inside of the bracket and  one on either side of 

the linkage to keep it centered in bracket.

3) Loosen the two bolts and remove the upper swing arm.

Loosen bolts and 

remove Upper Arm
Upper Arm

66

5
7
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Installation Instructions

1

3

4

5

6

7









4) Place a end fi tting of swing arm assembly (1) on 

the front shaft so it is pointing towards the rear 

of the trailer with the bracket on the bottom and 

secure with 1/4" spring pins (3).

7) Attach linkage 15.50 (4) to bracket on swing arm assembly 

with clevis pin 1/2 x 1 1/2 (5), four 1/2 fl at washers (6), and 

cotter pin 1/8 x 1 1/2 (7). The two fl at washers should be on 

the inside of the bracket and two on either side of the linkage 

to keep it centered in bracket.

8) Repeat for opposite side.

66

5
7
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Installation Instructions

Step 6
Installing Upper Swing Arms and Cross Arm (Over 40')



Index Description Qty

1 Tarp 1

2 Cross Arm 1

3 Rubber Bumper 4

4 1/4-20 x 1 Hex Bolt 4

5 1/4-20 Nylon Hex Nut 6

Index Description Qty

6 3/8-16 x 2 1/2 Hex Bolt 4

7 3/8-16 x 3 Hex Bolt GR5 2

8 3/8-16 Nylon Nut 4

9 #14 x 3/4 Self Drilling Pan 2

10 Plug End 2

1/2" - 3/4"

8) Adjust cross tube (2) on one side to extend 1/2"-3/4" beyond arm casting.

9) With the cross arm (2) resting on the tail gate drill a 3/8" hole through the 

tube using the hole in the arm casting as a guide. Secure with 3/8-16 x 3" 

hex bolt (7) and 3/8-16 nylon hex nut (8).

10) Insert plug (10) into end of cross arm.

3) Slide 2 rubber bumpers (3) onto each side of the cross arm (2).

4) Insert 1/4-20 x 1 hex bolt (4) into each rubber bumper and 

secure with 1/4-20 Nylon hex jam nut (5).

5) Secure cross arm to tailgate to prevent tipping for next step.

1) Roll out tarp (1) in bed of truck with the pocket at the rear of the truck.

2) Insert cross arm (2) through the pocket in the tarp (1) and center. Place cross arm on bed near the tail gate.

35

42

6) Slide upper swing arm into lower swing arm. Lift swing arm 

up to and slide onto cross arm (2) into arm casting. Lightly 

tighten the two 5/16-18 x 3/4 bolts that hold the upper 

swing arm.

7) Repeat on opposite side.

Lower Arm

Upper Arm

7

8

10
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Installation Instructions

11) Position both swing arms to be parallel with the bed and 90 degrees to the ground.

12) Cut excess cross arm (2) which extends 1/2"-3/4" beyond arm casting (4).

1/2” - 3/4”  Cut
Off

90° 90°

2

6

8

15) Center and secure tarp (1) to cross arm (2) with 2 #14 x 3/4 self drilling pan head screws (9).

16) Loosen the two bolts that hold the upper swing arm on both sides and adjust the cross arm so that it is on 

top of the tailgate and tighten bolts.

17) Reposition rubber bumpers (3) to sit on tailgate and tighten bolts.

13) Drill a 3/8" hole through the tube using the hole in the arm 

casting as a guide. Secure with 3/8-16 x 3" hex bolt (7) and 

3/8-16 nylon hex nut (8).

14) Insert plug (10) into end of cross arm.

7

8

10

18) Using the two holes in the lower arms as a guide, drill 

through upper swing arm with a .377" (V drill) on each 

arm.

19) Secure arms with 5/16-18 x 2 1/2 hex bolts (7) and 

5/16-18 nylon hex nuts (8).



13

Easy Cover®

Installation Instructions

Step 7a
Installing the Tarp to the Roll Up Bar, Roll Under (Standard)



1) See Figure 56. Pull the loose end of the tarp (1) under the 

roll up bar, winding from the underside. Make sure the tarp is 

centered from side to side.

2) Mark the tarp roll up bar for fastener placement using the 

grommets in the tarp as a guide.

3) Secure tarp (1) with 1/4-20 pan head Phillips (2), 1/4-20 

square nuts (3), and 1/4 split lock washers (4).

Step 7b
Installing the Tarp to Roll Up Bar, Roll Over (Optional)



1) See Figure 57. Pull the loose end of the tarp (1) over the roll up bar, winding from the topside. Make sure 

the tarp is centered from side to side.

2) Mark the tarp roll up bar for fastener placement using the 

grommets in the tarp as a guide.

3) Secure tarp (1) with 1/4-20 pan head Phillips (2), 1/4-20 

square nuts (3), and 1/4 split lock washers (4).

Index Description Qty

1 Tarp 1

2 1/4-20 x 1/2 Pan Head 6

Index Description Qty

3 1/4 Square Nut 6

4 1/4 Split Lock Washer 6

Index Description Qty

1 Tarp 1

2 1/4 Pan Head 6

Index Description Qty

3 1/4 Square Nut 6

4 1/4 Split Lock Washer 6

Winding

Direction

Tarp Eyelet

Tarp Roll-up Bar

Driver’s Side End View

4

2

3

1

Winding

Direction

Tarp Eyelet

Tarp Roll-up Bar

Driver’s Side End View

4

2

3

1
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Installation Instructions

Step 8
Installing Body Guard



1) See Figure 58. Find a surface to mount the body guard (1), preferably close to the top of the bed. It may be 

necessary to add a plate or build up an area so that the swing arms will hit the body guard. Make sure the 

body guard is perpendicular to the swing arms and are not to tight to interfere with the operation of the tarp.

2) Once the body guards (1) location is found secure them with #14 x 1 1/2 HWH TEK (2).

3) Repeat for opposite side.

Index Description Qty

1 Body Guard Plastic 2

2 #14 x 1 1/2 HWH TEK 4

1

2

Build up if needed
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Installation Instructions

Direction switch operates depends on how it is wired.

Operation Instructions







Push to cover unit and release 

when fully covered.

Push to uncover unit and release 

when fully uncovered.

Aero Industries recommends a weekly inspection of the following items:

  Replace all worn or broken parts immediately.

  Repairs must ONLY be made after proper instruction.

 Inspect Tarp for wear and tears.

 Inspect Arms for damage (cracked, dented or bent).

 Nuts & Bolts: Make sure all mounting bolts and nuts are in place and tight and that no parts are worn or damaged.

 Bearings: Pull the shafts from side to side and in and out. If there is excessive play, replace the bearings. Apply 

penetrating oil lightly as needed.

 Springs: Examine springs for breakage or distortion. Apply a light coat of penetrating oil to tension springs as needed.

 Electrical Connections: Check all electrical connections and tighten any loose connections.

 Safety Labels: Clean labels with soap and water. Replace if damaged and/or diffi cult to read.

Replacement Parts and instructions may be obtained from your Aero dealer or by contacting Aero Industries.

Maintenance Recommendations

Easy Cover® Electric Model
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