
Semi-Automatic Toy 
RubberBand Gun

Assembly Instructions

WARNING: Wear eye protection when using this product, and 
never point at eyes. By using using this product, you accept re-

sponsibility for all possible injuries incurred as a result of using the 
product. Happy hunting!

Applicable to:
-Mark1
-LT Acrylic 
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Kit Contents - Continued

Note: If there seems to be a problem with your kit, feel free to use the con-
tact information included to resolve the issue. 
 -Email: seanwmurph@gmail.com

Note: Excercise caution when removing the pieces from the supplied sheet. 
If necessary, use a utility knife or x-acto tool to free stubborn parts.

Tools Required
- No. 1 Phillips screwdriver
- Optional: Modelling knife to help free parts from sheet
- Parafin wax - Included
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NOTE: Loop 1x Rubber Band 
here twice so it is captured, 
See photo below.
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Note: Apply wax/lubricant to the top of the trig-
ger and top/bottom of carrier plate.



Note: Hook the clip-release button through 
the rubber-band placed in step 3
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Use two rubberbands

For the Acrylic model, omit the 
outer spacers



Over tightening may cause jamming
Under tightening may cause jamming

Apply the muzzle stickers

Note: It is reccomended that you either fully paint 
the model a bright color, or at least the rest of the 
exposed muzzle a bright orange color. Check your 
state’s laws for more complete information



1

2

3

45

When loading, be sure to load 
bottom up in the order shown.

Warning! US Federal law 15 CFR 272 regulates the appearance of immi-
tation firearms to prevent the misidentification of such imitation firearms 
as real weapons. In order to comply with federal regulations, you need to 
include at least one of the following:
1. A blaze orange (Fed-Std-595B 12199) or orange color brighter than that 
specified by the Federal Standard color number, marking permanently af-
fixed to the exterior surface of the barrel, covering the circumference of the 
barrel from the muzzle end for a depth of at least 6 millimeters.
2. Coloration of the entire exterior surface of the device in white, bright 
red, bright orange, bright yellow, bright green, bright blue, bright pink, or 
bright purple, either singly or as the predominant color in combination 
with other colors in any pattern.




