
Except for the Type-C port and
microswitch on the front, other 
areas prohibit the placement of
components. PCBA thickness is 1.6mm
double-sided RF-4 board.

2-stage toggle switch positions: The 
white toggle position corresponds to 
the Windowssystem, and the pink 
toggle position corresponds to the 
MACsystem.The toggle switch has 
a maximum height limit of 1.5mm 
and a travel distance of 1.5-1.6mm.

The white shaded area is 
the soldering pad area for
detachable sockets

The green lines represent the outline 
of the removable socket, please silk-
screen it on the PCBA

The yellow shaded area is the 
avoidance hole for the LED 
reverse mounting light.

Pink represents through-holes.

The red shaded area is the caps 
position area (below which 2 LEDs
 are to be placed, one is a CAPS 
indicator light, red, and the other
is a RGB or white LED for 
lighting effects)

The height limit of the unmarked
area on the back of PCBA is 3.0mm

Arrange a touch reset
 switch in the yellow
 shaded area, with a 
height limit of 3.0mm

The exposed copper in the pink shaded
area marks the keychron Q1 logo.

Except for the Type-C port and
 microswitch on the front,
other areas prohibit the 
placement of components. PCBA 
thickness is 1.6mm double-
sided RF-4 board.

The pink shaded area is the exposed copper area used for securing
the satellite axis screw head.

The white shaded area is 
the soldering pad area for
detachable sockets

The green lines represent the outline of
the detachable socket. Please silk-screen
this on the PCBA.

The yellow shaded area is the 
avoidance hole for the LED 
reverse mounting light.

Pink represents through-holes
The red shaded area is the caps 
position area (below which 2 LEDs
 are to be placed, one is a CAPS 
indicator light, red, and the other
is a RGB or white LED for 
lighting effects)

The height limit of the unmarked area on 
the back of PCBA is 3.0mm

Arrange a touch 
reset switch in the
 yellow shaded
area, with a height 
limit of 3.0mm

The exposed copper in the 
pink shaded area marks the 
keychron Q1 logo.

Six new screw holes were added and
changed to 2.3mm

There are six pink marked holes in total,
and the diameter is changed from 3.2mm
to 3.05mm.

There are six pink marked holes
in total, and the diameter is
changed from 3.2mm to 3.05mm.

There are a total of six pink-marked holes, 
with adiameter changed from3.2mm to 3.05mm

Change position of this hole
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