
Your safety depends upon the integrity of your equipment. 
Recommends a detailed inspection by a competent person at 
least once every 6 months . WARNING: your intensity of use may 
cause you to inspect your PPE more frequently.  (depending on 
current regulations in your country, and your conditions of usage).

Before each use
Verify the absence of any cracks, deformation, corrosion or wear 
on the frame, rivet, gate, and locking sleeve. Verify that the gate 

opens, and that it closes automatically and completely. The 
Keylock hole must not be blocked or plugged. Check that the 
locking sleeve locks and unlocks.

When to retire your equipment:
WARNING: an exceptional event can lead you to retire a product 
after only one use, depending on the type and intensity of usage 
and the environment of usage (harsh environments, marine 
environments, sharp edges, extreme temperatures, chemicals...). 
A product must be retired when: 
- It has exceeded its lifespan.
- It has been subjected to a major fall or load. 
- It fails to pass inspection. You have any doubt as to its reliability. 
- You do not know its full usage history (e.g. an illegible product 
marking). 
- When it becomes obsolete due to changes in legislation, 
standards, technique or incompatibility with other equipment... 
Destroy these products to prevent further use.
The determination of the product's service life must be regularly 
inspected by quali�ed and licensed inspectors, and it can only be 
continued to be used after obtaining permission.

The lifespan of gear is measured from the date of manufacture, 
not the date of sale. Refer to the Markings section of these 
instructions in order to determine the date of manufacture of this 
equipment.
Carabiners and metal products: These products are have an 
umlimited lifetime abut should be retired anytime from regular 
inspection and or inspection from a competent person.

Important Note: Even within the life span or service period, 
unexpected events or conditions of use can necessitate earlier 
product retirement, therefore, even one time use could render the 
product to be changed out due to variety of reasons. These 
reasons could include and not limited to the following: exposure 
to harsh environments, extreme temperatures, chemicals, or 
signi�cant force.


