
     Waffle Maker - WB-04A
 
Quick Overview
  

Waffle makerÂ 

Cast aluminum plate with Teflon coating
Inner plate can be changed with a screw driver
An output of 20 Belgian waffle in one hour
Stainless steel structure
Temperature range is 124-230â&#x84;&#x83;
Time Range: 0 to 99min59sec
Waffle thickness can be 1 inch
18cm diameter plate
Rotating plate for better batter distribution
Stainless steel heating element on both sides
Rock on/off switch with illuminator
PCB control with precise temperature and time setting
Buzzer would beep after time is up
Anti slippery rubber foot
Stainless steel crumb collector
Bakelite handle on both sides, cool to touch

 
  Description

  

Waffle maker 

Cast aluminum plate with Teflon coating
Inner plate can be changed with a screw driver
An output of 20 Belgian waffle in one hour
Stainless steel structure
Temperature range is 124-230℃
Time Range: 0 to 99min59sec
Waffle thickness can be 1 inch
18cm diameter plate
Rotating plate for better batter distribution
Stainless steel heating element on both sides
Rock on/off switch with illuminator
PCB control with precise temperature and time setting
Buzzer would beep after time is up
Anti slippery rubber foot
Stainless steel crumb collector
Bakelite handle on both sides, cool to touch
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https://www.foodequipment.com.au/waffle-maker-wb-04a.html


1 Year Parts and Labour Warranty
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Your Shipping Specifications
 

Net Weight (Kg) 11

Width (mm) 255

Depth (mm) 600

Height (mm) 305

Packing Width (mm) 280

Packing Depth (mm) 320

Packing Height (mm) 620

Power 1.4KW, 220-240V

Warranty 1 Year Return to Base
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