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    IBEX Growing Bench Assembly & Instructions 
 
   Instructions for the following Part Numbers:  

 

 

• Basic 12 ft. Bench:  SBS-12 
• Deluxe 12 ft. Bench System: DBS-12 
• Bench Drip Irrigation System: DIS-12 
• Misting/Frost Protection System:  FMS-12 

 

 

   

  
 
 









 

Congratulations on the purchase of your new IBEX Growing Bench! 
 
We’re sure you are anxious to get started using your new system, but please take a few 
moments to get familiar with and organize the provided components, gather the tools needed to 
put them together, and choose a location to assemble the system. 
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IBEX Growing Bench 
Assembly and Installation 

Instructions 

Components included in your kit: 
Part a. Bench frames (4) 
Part b. Support braces (6) 
Part c. Arched hoops (not pictured, see section 

on weather shield assembly) 
Part d. End caps (21, including a spare) 
Part e. ¼-inch x 2½-inch bolts (9, incl. a spare) 
Part f. ¼-inch x 3½-inch bolts (9, incl. a spare) 
Part g. ¼-inch washers (18, incl. two spares) 
Part h. ¼-inch nyloc nuts (18, incl. two spares) 
Part i. Support cables (8) 
Part j. Gripple connectors (8) 
Part k. Cable stays (50, see section on using 

grow bags) 
Part l. Grow bags (not pictured, see section on 

using grow bags) 
Part m.Gripple release key (1) 

 

 

Tools needed for assembly: 
● Socket wrench or Power Drill with 7⁄16-inch socket 
● 7⁄16-inch box end or open end wrench, or adjustable wrench 
● Rubber mallet 



 
To ensure a successful assembly, it is highly recommended that you choose a flat, solid surface 
upon which to build your system--such as a garage floor or paved driveway. This will make sure 
everything goes together squarely and helps prevent losing small parts if they are accidentally 
dropped. After assembly is complete, move the structure to your desired growing location. 
 
This would also be a good time to call a friend and invite them over. While it is certainly possible 
to assemble the bench system by yourself, it will be much easier--and a lot more fun--with a 
buddy! 
 
The base system should take around 30 minutes to assemble. 

Assembly 

Frame assembly 
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Step 1. Insert end caps (Part d) into the open ends of all 
bench frames (Part a) and support braces (Part 
b). Tap the caps with a rubber mallet until fully 
seated. 

 
Step 2. Identify the two bench frames (Part a) that have 

an extra hole on the top and an extra hole on the 
side of the horizontal part of the frame. It is 
important that these two bench frames are used 
on the ends of the bench--with the extra hole on 
the side facing outwards. 
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Step 3. Note that each of the support braces (Part b) has
a hole on one side near the top. It is important 
that the bench is assembled with all of the holes 
facing inwards. 

Step 4. Position one of the support braces with the extra 
holes  (Part b) at a right angle to a bench frame 
(Part a), aligning the holes in the lower part of 
the pieces as shown. Make sure the hole on the 
side of the bench frame is on the side away from 
the support brace, and make sure the hole at the 
top of the support brace is facing 
inwards--towards the bench frame. 

 
Step 5. Insert a 2½-inch bolt (Part e) through the upper 

of the two lower holes in the bench frame (Part 
a) and through the corresponding hole in the 
support brace (Part b). 

 
Step 6. Secure with a washer (Part g) and nyloc nut 

(Part h) by finger-tightening only. Repeat for the 
lower holes. 
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Step 7. Position another support brace (Part b) at the 
other corner on the same side of the bench 
frame (Part a) as you did in the previous step. 
Make sure the hole at the top of the support 
brace is facing inwards. Attach using two 
2½-inch bolts (Part e), two washers (Part g) and 
two nyloc nuts (Part h) by finger-tightening.  

 
Step 8. Position a bench frame without the extra holes 

(Part a) and a support brace (Part b) beside the 
support braces that were attached in the 
previous steps. Make sure the hole at the top of 
the support brace is facing inwards. Secure 
using two 3½-inch bolts (Part f), along with two 
washers (Part g) and two nyloc nuts (Part h) by 
finger-tightening only. 

Step 9. Attach another support brace (Part b) to the 
other side of the bench frame (Part a) using two 
3½-inch bolts (Part f), two washers (Part g), and 
two nyloc nuts (Part h) by finger-tightening only. 
Make sure the hole at the top of the support 
brace is facing inwards. 

 

Step 10. Repeat the previous two steps to attach another 
bench frame without the extra holes (Part a) and 
the last two support braces (Part b) using 
3½-inch bolts (Part f), washers (Part g), and 
nyloc nuts (Part h) by finger-tightening only. 
Make sure the hole at the top of the support 
braces are facing inwards. 

 
Step 11. Position the final bench frame with the extra 

holes  (Part a) at the end of the bench. Make 
sure the hole on the side of the bench frame is 
facing outwards--away from the rest of the 
bench. Attach using 2½-inch bolts (Part e), 
washers (Part g), and nyloc nuts (Part h) by 
finger-tightening only. Insert the bolts starting 
from the outside of the frame so the exposed 
ends are less likely to become snagged on 
clothing or scrape your ankle. 

 



 

Support cable installation 
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Step 12. After all of the bench frame and support 
branches are connected, carefully align the sides
to be straight. 

 
Step 13. Working through one side at a time, snug all of 

the nuts using wrenches. It is important that you 
do this step while working on a flat surface to 
make sure everything is properly aligned. Be 
careful to avoid over-tightening the nuts which 
would crush the frame! 

 
Congratulations—your bench is assembled! 

 

Step 1. Completely uncoil the bundle of support cables 
(Part i). 

Step 2. Locate the leftmost hole on the upper section of 
a bench frame (Part a) at one end of your bench. 

Step 3. Starting from the outside, feed the end of a 
support cable through the located hole. 
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Step 4. Pull the end of the cable to the second bench 
frame and feed it through the leftmost hole. Stop 
after pulling about 16 inches of cable through the 
second bench frame. 

 
Step 5. Repeat the previous two steps to feed the other 

end of the support cable through the sets of 
holes adjacent to those just used. Be careful to 
avoid tangles. You should be left with a large 
loop of cable without twists or tangles dangling 
at the end of the bench. 

 
Step 6. Bring the two ends of the cable together. Then, 

pull both ends at the same time, slowly, until the 
loop of cable is snug against the end of the 
frame. 

 
Step 7. Repeat the above process to insert a 

corresponding support cable starting at the 
opposite end of the bench. 
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Step 8. Bring the opposite ends of the corresponding 
cables together in the center of the bench. 

 
Step 9. Loosely connect the ends of the corresponding 

cables together using Gripple connectors (Part 
j). To use the connectors, push a loose cable 
end into one of the larger holes that is not 
surrounded by blue plastic. Push only about 3 to 
4 inches of cable through the connector at this 
time. Repeat by pushing the end of the opposite 
cable into the opposite end of the connector. 

 
Note: If you wish to remove, reposition, or re-tension a 

support cable (Part i), use the provided Gripple 
key (Part m) to release the cable from the 
Gripple connector (Part j). Do so by inserting the 
key into the small round hole next to the desired 
cable and pushing the key firmly into the 
connector until the cable releases. If it’s being 
stubborn, gently tap the key into the connector 
with a rubber mallet.  

Step 10. Carefully pull the free ends of the support cables 
slowly and equally while keeping the Gripple 
connectors centered between the bench 
supports. Pull only until the cables are gently 
taut.  

 



 
 

Using grow bags 
Use IBEX 1-Gallon Grow Bags with your IBEX Growing Bench. The grow bags need to be filled 
and firm prior to being suspended between the cables on the bench. 

Preparing the potting mix to use in the Grow Bags 
For best results, use a quality potting mix rather than top soil in your grow bags. 
 
Potting mix purchased in a compressed bale will typically be very dry and need to be broken up 
and moistened. This can be done in a wheelbarrow, garden cart, or on a tarp on the ground to 
keep everything contained. Mist the potting mix with water and toss by hand or tool to distribute 
the moisture well. The mix will readily absorb the water, but it shouldn’t take much. Repeat until 
the potting mix is moderately saturated--similar to a damp sponge such that squeezing a 
handful of the mix results in a small amount of water seeping out. 

Filling the Grow Bags 
You are now ready to fill your Grow Bags with moistened potting mix. Fill each bag 
approximately half way and tamp on the ground to compact. If you are planting a larger plant, 
you can add it to the bag now. Finish filling the bag to the desired level and tamp well. The bag 
will be firm and will sit well between the cables of the growing bench. 
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Step 11. Repeat the above steps to install support cables 
in the remaining three pairs of holes in the bench 
frames. 

 
Congratulations—you have completed installation of the 
support cables in your bench! 

 



Planting in the Grow Bags 
Depending on what you are planting, you can add larger plants at the half-way point when filling 
the grow bag as described earlier. However, if you are planting small plants or seeds, it is best 
to plant in the fully filled grow bag. For example, if you are planting a strawberry plant with bare 
roots, simply use a finger or stick to make a hole in the filled bag large enough to accommodate 
the plant roots, insert the plant in the hole, and firmly pack. The plant should be deep enough so 
the top of the crown is at the surface. If plants are not packed firmly, they can rise a bit and 
expose the top of the roots. If this happens, add a little more potting mix and firmly pack. 

Hanging the Grow Bags 
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Part l. IBEX 1-Gallon Grow Bag 
Part k. Cable stays (50) 

Step 1. Fully expand the desired number of grow bags 
(Part l), fill, and plant as described above. 

 
Step 2. Attach a cable stay (Part k) across a pair of 

cables adjacent to where you want to hang a 
grow bag. 
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Step 3. Lift the grow bag from below with your hand and 
slide it between a pair of support cables--with the
bottom of the bag positioned about 1-½ inches 
below the cables--until it is about one inch away 
from the cable stay attached in the previous 
step. 

 
Step 4. Using your free hand, attach another cable stay 

about one inch from the opposite side of the 
grow bag. 

 
Step 5. Continue hanging additional grow bags next to 

the one you just hung. 

 



Weather Guard accessory assembly 
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Weather Guard components: 
Part aa. Arched hoops (4) 
Part ab. 46-inch mister support tubes with 

attached 2-inch retention bracket (2) 
Part ac. 44-inch mister support tube with 

attached 3-inch retention brackets 
Part ad. Reinforced poly shield 
Part ae. 38-inch roll up tubes, swedged (6) 
Part af. 36-inch roll up tubes, straight (2) 
Part ag. Velcro straps (3) 
Part ah. Rubber spacers (4) 
Part ai. ¼-inch x 2½-inch bolts (9, incl. a spare) 
Part aj. ¼-inch washers (13, incl. 2 spares) 
Part ak. ¼-inch nyloc nuts (9, incl. a spare) 
Part al. #10-32 x ½-inch hex head sheet metal 

screws (9, incl. 2 spares) 
Part am. ¼-20, flat speed nut (4) 
Part an.  ¼-inch x 1 3/4-inch bolts (5, incl. a 

spare) 
Part ao.  Tube support bracket for roll up (4) 

      Part ap.  Tube Support Bracket vinyl cover (4) 
Part aq.  Tube Tensioning Clips (4) 

 

 

 

Tools needed for assembly: 
● Socket wrench with 7⁄16-inch socket 
● 7⁄16-inch box end or open end wrench, or adjustable wrench 
● 5⁄16-inch hex head screwdriver or 5⁄16-inch flathead 

screwdriver 
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Step 1. Locate the hole marked with a red dot on each of 
the arched hoops (Part aa). It is important to attach 
the arched hoops to the bench frames with all of 
the red dots on the same side of the bench. 

Step 2. Identify the two arched hoops (Part aa) that have 
two holes per leg. It is important to attach the 
arched hoops to the outside ends of the bench 
while also keeping the red dots on the same side. 

Step 3. Insert a 2½-inch bolt (Part ai) through the upper 
hole on the right side of one of the end bench 
frames (Part a) starting from the outer side of the 
frame. 

Step 4. Insert a 2½-inch bolt (Part ai) through the upper 
hole on the right side of one of the end bench 
frames (Part a) starting from the outer side of the 
frame. 

Step 5. Select one of the arched hoops (Part aa) with two 
holes per leg and locate the hole with a red dot. 
Slide the red dotted hole over the bolt inserted in 
the previous step. The arched hoop should be on 
the inner side of the bench frame. Secure with a 
washer (Part aj) and nyloc nut (Part ak) by 
finger-tightening only. (Disregard black Velcro in 
pictures--it is no longer needed) 

Step 6. Use another 2½-inch bolt (Part ai), washer (Part 
aj), and nyloc nut (Part ak) to attach the other end 
of the arched hoop to the upper hole on the left 
side of the bench frame. Again, insert the bolt 
starting from the outside of the frame. 

 

 

Step 7. Select one of the arched hoops with one hole only 
per leg (Part aa). Repeat the previous steps to 
attach this second arched hoop to the inner side of 
the second bench frame--making sure the red dot 
is on the same side of the bench as the first arch. 
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Step 8. Select the remaining arched hoop with one hole 
only per leg (Part aa). Repeat the previous steps to
attach this third arched hoop to the inner side of 
the third bench frame--making sure the red dot is 
on the same side of the bench as the previous 
arches. 
Note: the inner side of the third bench frame is 
opposite from the inner side of the second bench 
frame.  

Step 9. Select the remaining arched hoop (Part aa) with 
two holes per leg. Repeat the previous steps to 
attach this fourth arched hoop to the inner side of 
the last bench frame--making sure the red dot is on
the same side of the bench as all of the other 
arches. 

 
Step 10. Now we will attach the roll up tube support 

brackets and cover hardware. Remove bolt from 
end arched hoop and rest hoop leg against the 
bench frame. Attach the vinyl cover (Part ap) to the 
bracket (Part ao) by inserting through one side of 
the bracket. Position hoop frame leg to align with 
the hole in the bench and attach support bracket. 
Before placing the nut on the bolt, push the bolt 
through the hole on the vinyl cover and then place 
the nut and finger-tighten. 

Step 11. Repeat the previous step on the opposite side of 
the bench. 

Step 12. Repeat the previous two steps on the opposite end 
of the bench. 

 
 

Step 13. Snug the nuts on both sides of the arched hoop 
using wrenches. 
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Step 14. Attach tensioning clip (Part aq) to each corner of 
the bench. There are 2 - right and 2 - left 
tensioning clip assemblies. When facing the bench 
from the side, the tensioning clip assembly marked 
“right” goes on your right side and the one marked 
“left” goes on your left. Repeat on the opposite 
side of the bench. The bolt is pre assembled to the 
tensioning clip. Insert threaded end of the bolt in 
the bottom hole on the end frame legs with the 
hook portion of the clip facing out or away from the 
bench. Insert a flat spring nut (Part am) inside the 
tube and hold it in place while threading the bolt 
into the nut. Finger-tighten the bolt. Repeat on all 
the other corners. Snug the bolt. DO NOT 
OVERTIGHTEN. Part should swing freely. 

Step 15. All of the hooped arches are now attached. Next, 
the mister support tubes (Parts ab, ac) will be 
attached to the arches. 
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Step 16. Locate the 44-inch mister support tube with 
attached 3-inch tensioning clip brackets (Part ac). 
It will be attached between the middle two arched 
hoops. 

 
 

Step 17. Insert a hex head sheet metal screw (Part al) 
through the center hole on the inner side of a 
tensioning clip bracket. Carefully press a rubber 
spacer (Part ah) over the tip of the screw to hold it 
in place. 

Step 18. Repeat with another screw and rubber spacer 
through the tensioning clip bracket at the opposite 
end of the mister support tube. 

 
Step 19. Position the mister support tube with attached 

3-inch tensioning clip brackets (Part ac) between 
the middle two arched hoops, slightly below the 
peak of the arches. Align the tip of a screw with the 
small hole at the inner top of the arch. 

Step 20. Start tightening the screw, but just until it is tight 
enough to hold up the end of the mister support 
tube. 

Step 21. Repeat the previous step and start to tighten the 
screw at the other end of the mister support tube. 

 

Step 22. Square up the rubber spacer (Part ah) that is 
between the mister support tube tensioning clip 
bracket and the arched hoop so that it is aligned 
with the arched hoop. Hold the spacer in position 
with a finger to keep it aligned while you finish 
tightening the screw. 
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Step 23. Repeat the previous step to finish tightening the 
screw at the opposite end of the mister support 
tube. 

 
Step 24. Locate one of the 46-inch mister support tubes 

with attached 2-inch tensioning clip bracket (Part 
ab). Insert a hex head sheet metal screw (Part al) 
through the open hole on the inner side of the 
tensioning clip bracket. Carefully press a rubber 
spacer (Part ah) over the tip of the screw to hold it 
in place. 

 
Step 25. Position the end of the mister support tube with the 

tensioning clip bracket (Part ab) slightly below the 
peak of an arch located at the end of the bench. 
Align the tip of the screw with the small hole at the 
inner top of the arch. Rest the other end of the 
mister support tube on top of the 3-inch tensioning 
clip bracket attached to the 44-inch mister support 
tube (Part ac) attached earlier. 

Step 26. Start tightening the screw, but just until it is tight 
enough to hold up the end of the mister support 
tube. 

 

Step 27. Working at the inner end of the mister support 
tube, insert a hex head sheet metal screw (Part al) 
through the open hole on the inner side of the 
tensioning clip bracket it is resting on. Carefully 
press a rubber spacer (Part ah) over the tip of the 
screw to hold it in place. Align the tip of the screw 
with the small hole at the end of the mister tube. 
Square up the rubber spacer (Part ah) with the 
mister support tube and hold the spacer in position 
with a finger to keep it aligned while you fully 
tighten the screw. 

Step 28. Returning to the outer end of the mister support 
tube, square up the rubber spacer (Part ah) so that 
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it is aligned with the arched hoop. Hold the spacer 
in position with a finger to keep it aligned while you 
finish tightening the screw. 

Step 29. Repeat the previous steps to attach the remaining 
46-inch mister support tube with attached 2-inch 
tensioning clip bracket (Part ab) at the other end of 
the bench. 

 
Step 30. Locate the hole at one end of a Velcro strap (Part 

ag). Slide a ¼-inch washer (Part aj) over the tip of 
a hex head sheet metal screw (Part al) and then 
insert the screw through the hole on the hook 
(rough, scratchy) side of the Velcro strap. 

Step 31. Screw the Velcro strap assembly to the hole at the 
top inside of a support brace (Part b). The loop 
(fuzzy) side of the Velcro strap should be against 
the support brace. Hold the strap against the lower 
side of the support brace with your fingers while 
tightening the screw to keep the strap from 
spinning. 

 

Step 32. Repeat the previous steps to attach Velcro straps 
to the other two support braces on the same side 
of the bench. 
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Step 33. Locate the reinforced poly weather guard (Part ad) 
and unfold and place on top of the bench hoop 
frames. 

Step 34. Select the roll up tube without the swedged end 
(Part af) and insert in pocket with the capped end 
first. Slide into pocket and connect to the second 
tube with a swedged end (Part ae) with no cap. 
Repeat this step with a third tube. Locate the final 
tube with capped end and repeat process. 

 

 
Step 35. Select the roll up tube without the swedged end 

(Part af) and insert in pocket with the capped end 
first. Slide into pocket and connect to the second 
tube with a swedged end (Part ae) with no cap. 
Repeat this step with a third tube. Locate the final 
tube with capped end and repeat process. Rest the
roll up  tube assembly into the tube support 
brackets. 

Step 36. Repeat the previous step on the opposite side of 
the bench. 
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Step 37. On one side of the bench, rotate the tension clips 
upward to hold the roll up tube into the bracket. 

Step 38. On the opposite side, push the roll up tube down 
into the bracket and rotate the tension clip up to 
hold Poly Weather Guard in place. This step will 
tension the Poly Weather Guard across the hoops 
of the bench. 

 
Step 39. To uncover, push down on the roll up tube on the 

side opposite the Velcro straps, and release the 
two tensioning clips. 

Step 40. Standing at the center of the bench, tightly roll the 
tube and weather guard poly to the top of the 
arched hoops. 

Step 41. Move to the opposite side and continue to roll the 
tube and weather guard poly, tightly and 
downward, and rest on top of the other roll-up 
tube. 
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Step 42. Secure both tubes with the center velcro strap and 
repeat at both ends. 

 
 

 
 

Congratulations—you have completed installation of the 
Weather Guard accessory! 
 

 



Bench Drip Irrigation System accessory assembly 
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Irrigation system components: 
Part ba. Irrigation filter assembly 
Part bb. Irrigation supply tubing (4) 
Part bc. Irrigation tensioning clip bracket (2) 
Part bd. Rubber spacers (2) 
Part be. #10-32 x ½-inch hex head sheet metal 

screws (4, incl. a spare) 
Part bf. Detent pins (2) 
Part bg. Drip stake assemblies (25) 
Part bh. Punch tool 
Part bi. Goof plugs 

 

 

Step 1. Insert a hex head sheet metal screw (Part be) 
through the hole on the inner side of an irrigation 
retention bracket (Part bc). Carefully press a 
rubber spacer (Part bd) over the tip of the screw 
to hold it in place. 
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Step 2. Start screwing the irrigation retention bracket 
assembly to the hole at the top center of one of 
the end bench frames (Part a). Orient the 
channel in the bracket so it runs parallel to the 
length of the bench. Square up and align the 
rubber spacer with the bracket and bench frame. 
Use your fingers to keep everything aligned 
while fully tightening the screw. 

 
Step 3. Repeat the previous steps to attach the second 

irrigation retention bracket (Part bc) to the bench 
frame at the other end using a hex head sheet 
metal screw (Part be) and rubber spacer (Part 
bd). 

 
Step 4. While holding the filter assembly (Part ba) with 

the brass fitting to the left, carefully rotate the 
lower arm of the filter assembly away from you 
90° so it is at a right angle. 

 
Step 5. Recall which end of your bench is the “filter end” 

from the Weather Guard installation. This will be 
the end such that the reinforced poly shield is 
rolled up towards the right side when standing at 
the end.. 

Step 6. Position the filter assembly (Part ba) such that 
the lower arm rests in the irrigation retention 
bracket (Part bc) and the mounting hole aligns 
with the extra hole on the side of the bench 
frame (Part a). Secure the bracket to the frame 
using a hex head sheet metal screw (Part be). 
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Step 7. Fully loosen the collar of the compression fitting 
on the lower arm of the filter assembly. 

Step 8. Uncoil the irrigation tubing (Part bb) and firmly 
push the open end of the tubing over the 
compression fitting while keeping the blue line 
on the tubing oriented straight up. 

 
Step 9. Tighten the collar of the compression fitting to 

securely lock the irrigation tubing in place. 

 
Step 10. Position the tubing in the irrigation retention 

bracket so the pre-attached clamp is just beyond 
the outside edge of the bracket. Insert a detent 
pin (Part bf) through the holes in the irrigation 
retention bracket to hold the tubing in place. It 
will be tight. You may have to wiggle the pin 
around and slightly compress the tubing to get it 
to go all the way through the bracket. 

 
Step 11. Unroll the irrigation tubing down the middle of 

the bench, keeping it on top of the bench frames.
Pull the tubing tight--aligning the blue line so it is 
oriented straight up for the entire length--such 
that the end plug and pre-attached clamp at the 
very end of the tubing fall just beyond the 
outside edge of the irrigation retention bracket at 
the other end of the bench. Insert a detent pin 
(Part bf) through the irrigation retention bracket 
to hold the tubing in place. 

 
 



 
Notes: 

● Turn the valves on the filter assembly to the “off” position before attaching a water supply 
to avoid surprises! 

● If you live in an area that experiences freezing conditions in the winter, disconnect the 
water supply, remove the filter cover and filter, and open the valves to let the water drain 
from the system before cold temperatures arrive. 

Installing drip irrigation stakes 
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Congratulations—you have completed installation of the 
irrigation system accessory! 

 

Step 1. Decide where you want to install drip irrigation 
stakes. For each irrigation stake, a hole needs to 
be punched in the irrigation tubing 45° to either 
side of the top. Use the punch tool (Part bh) to 
make the hole by holding the tubing near the 
desired location, and carefully pushing on the 
punch tool while slightly twisting it. Remove the 
tool again by pulling and twisting it. 

 
Step 2. Insert the barb of the emitter of a drip stake 

assembly (Part bg) in the punched hole by 
pushing and twisting while holding and 
squeezing the irrigation tubing with your other 
hand. 
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Step 3. If you decide to remove or relocate a drip stake, 

remove the emitter from the irrigation tubing by 
pulling and twisting it. Plug the hole in the tubing 
with the small end of a goof plug (Part bi). Use 
the hole in the handle of the punch tool (Part bh) 
to help insert the goof plug. 

 
Tip: If you want to “turn off” a drip stake without 

removing it from the irrigation tubing, disconnect 
the thin tubing from the inlet connector and plug 
the open end of the thin tubing with the tip of the 
drip stake. 

 



Misting/Frost Protection System accessory assembly 
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Mister system components: 
Part ca. Misters and supply tubing assembly 
Part cb. Detent pins (4) 

Step 1. Fully loosen the collar of the compression fitting 
on the upper arm of the filter assembly (Part ba). 

Step 2. Uncoil the mister supply tubing (Part ca) and 
extend it down the length of the bench. While 
holding the elbow in the mister supply tubing 
near the peak of the hooped arch, push the open 
end of the tubing over the compression fitting. 

 
Step 3. Position the tubing in the mister support tube 

bracket so the pre-attached clamp is just beyond 
the outside edge of the bracket.  
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Step 4. Insert a detent pin (Part cb) through the holes in 
the bracket to hold the tubing in place. It will be 
tight. 

 
Step 5. Pull the supply tubing down the length of the first 

mister support tube so it’s not sagging, with the 
blue line on the tubing and the misters oriented 
straight down. Insert a detent pin (Part cb) 
through the mister support tube bracket attached 
to the second hooped arch.  

 
Step 6. Extend the mister supply tubing the full length of 

the bench by repeating the previous step two 
more times for the brackets attached to the third 
and final arched hoops. 

 
Step 7. Go back and tighten the collar of the 

compression fitting on the upper arm of the filter 
assembly to securely lock the mister supply 
tubing in place. 

 



 

If it grows, it grows better on IBEX. Happy growing! 
 
Thank you for your purchase!  If you have any questions or concerns with your system, please 
contact IBEX Growing Systems at hello@ibexgrows.com or call at 800-506-6615.  To learn 
more about other great items from IBEX check out our website at www.ibexgrows.com or follow 
us on Facebook. 
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Congratulations—you have completed installation of the 
mister system accessory! 
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