
 
 

 

 

 

Item# SML222010 

Chandelier  

Fixture Dimension: L33" x W11.75" x H13.25"- 62.25" 

Wire/Chain/Rod Length: 8ft. (2.5m) /12" (30cm) / 36" (90cm) x 2 sets 

Fixture Color: Ebony Bronze  

Fixture Weight: 12.54Lbs. (5.7Kg) 

Bulbs: 8x 60W E26 Base - NOT INCLUDED 

Maximum Wattage: 60W 

Voltage: 120V 

Approved Location: Dry Location 

Safety Certification: CETL 

 



 
 

Wire Connections 

 

ATTENTION 
FIXTURE INSTALLATION MUST BE DONE BY A LICENSED ELECTRICIAN 

SHUT OFF POWER SUPPLY AT FUSE OR CIRCUIT BREAKER 

USE ONLY THE SPECIFIED BULBS & DON’T EXCEED THE MAXIMUM WATTAGE 

 

 

 

 

Use standard wire connectors to make all wire connections. Twist connectors 

until wires are tightly joined together. Wrap each connection with approved 

electrical tape and carefully stuff all the connected wires into outlet box. 

 
  



 
 

Assembly Instructions 

Item# SML222010 
 

Parts List:  

1. Fixture  

2. Canopy with mounting bracket, screws and cap nuts(x2) 

3. Support wire and support hook 

4. Small loops(x4) and chain x 2 sets 12"(30cm) 

5. Rods 4 x 6"(15cm) and 4 x 12"(30cm) 

6. Wire nuts x 3 

7. Instruction manual 

 



 
 

1. Choose the desired hanging length for your fixture. Use a combination of rods 

and chain provided to meet desired length. Assemble rods and attach to 

fixture. The supply wire and ground are fed through one set of rods. Install 

small loops on top of each set of rods. Attach loops to canopy. Ensure to 

include support wire at this stage.  

2. Install support hook provided by twisting into wood that supports the 

electrical box. Install mounting bracket with screws provided. Hang fixture on 

support hook using support cable.  

3. Connect the ground wire(Bare copper) to   grounding screw in electrical box. 

Use wire nuts provided to connect the Neutral (N) to white wire in box. 

Connect the Load wire (L) to black wire in electrical box. Ensure all 

connections are secure and tuck wires into electrical box 

4. Place canopy over mounting screws and secure with Cap nuts provided. 

Ensure no wires are pinched between edge of canopy and ceiling. 

5. Install the bulbs. Bulbs are not included. DO NOT EXCEED THE MAXIMUM 

WATTAGE. 


