
The T14 is a semi-automated tumbling blast cabinet. The parts
basket is welded steel and has arms that help tumble parts equally
during the process.

The parts basket has a weight capacity of 24 pounds and easily
loads and unloads. The 14 CFM blast system is activated when the
window is closed and the timer is turned on.

The baset features ridges that help turn the parts over as they are
blasted. It also has small perforations that lets media and debris fall
out, but not parts!

Our headquarters is in Michigan and we proudly label our products
Made in the USA. Our customer service is ready to help you before
or after a purchase.

Made in the USA

Overall Dimensions 50” (h) x 30” (w) x 20” (d)
Working Dimensions 27” (h) x 52.5” (w) x 29.5” (d)
Window Dimensions 25” (w) x 10” (h)”
Construction Welded 16Gauge Steel
Blast System 14CFM @ 70-90PSI
Blaster Operation Timer Operated
Motor 6.9 RPM
Electrical 110Volts
Dust Collector Sold Separate: 90 or 400 CFM
Weight 250 Pounds

Cabinet Details

Light Duty Tumbling Blast Cabinet

PO BOX 815Dowagiac, Michigan 49047 —269-782-9670—
With budgets in mind,we produce quality that wonʼt hit your bottom line.

www.cycloneblasters.com

MODEL T-14

Scan the code to see
the unit in action!


