
Dimensions:   32” x 48 x48   •  Weight: 680 lbs.  •    Pallet Quantity: 1   

*Product style and configuration may vary          

AIR COMPRESSOR

30 Gallon - Cast Iron Oil Lubricated Belt Drive

FEATURES & BENEFITS

• Cast iron, V cylinder with Head Unloader, oil 
lubricated  pump features

• One-piece cast iron crankcase
• Thermally stable cast iron cylinder body
• Aluminum head & machined cast iron

valve plate
• Automotive style ball bearings
• Durable stainless steel reed valves
• Oil level sight glass
• Easily accessible oil fill
• Ball Valves included 

• Heavy duty Honda GX390 13 HP Electric Key Start 
Engine

• 30 gallon Horizontal Tank

• Low RPM High Performance Output

• 250 Amp Max Welding Power / 5.5KW Generator 
Output 

• Shipped with 100% full synthetic air compressor oil for 
optimum performance and long life

• Build In USA 

MODEL SPECIFICATIONS

Tank Size: 30 Gallon 
Maximum Pressure: 175 PSI

CFM @ 90 PSI: 35
CFM @ 175 PSI: 28

Pump RPM: 880 
Running HP: 13        

Warranty: 1 Year Limited
Model: MP-13030HWH-250
AMP:   250

Generator:   5.5 KW


