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Sonora Tower Bracket Install Notes 

 

Congratulations on choosing the lightest, strongest 

tower available for your build! 

Installing your Sonora is very simple, and can be done by anyone with basic 

mechanical ability. The Sonora is designed to be a universal fit tower. Every 

bike is a little bit different, and we can’t foresee all of the details of your 

particular install, so the notes below are intended as suggestions to help 

you make good decisions in fitting it to your bike.  

Any modifications that you make to your bike are at your own risk. 

Give us a call (01-604-374-5943) or send us an email 

(store@rallymotoshop.com) if you have any questions, or if there is any 

way we can help. 

Tools and Supplies Recommended: 

 RTV or gasket sealant 

 Drill and 5/16” sharp bit 

 Ft/lbs or nm torque wrench 

 Sharpie 

 Clamps to hold bracket to moto frame 

 Basic hand tools for servicing your bike 
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Installation Tips: 

 First, secure your bike well upon a stand so that the forks and front 

wheel can be lowered out of the frame. Remember that this can cause 

the bike to tip backwards on the stand. 

 Remove the headlight mask and secure the wiring out of the way. 

 Next, remove the upper triple clamp from the bike and lower the 

bottom triple clamp, forks, and front wheel out of the headstock.  

 Take note of the position of the bearing races inside the headstock. 

The inner plate of the Sonora bracket must be positioned so that it 

does not hit either the upper or lower bearing race. Also take note of 

the positioning of any damper pin 

mounts that may interfere with the 

bracket. Generally speaking, the 

centre bolt on the Sonora bracket 

sits in the vertical centre of the 

headstock. 

 After determining the vertical 

positioning of the bracket, determine 

the horizontal positioning to ensure 

that the tower will face straight 

ahead in line with the frame. On many 

bikes, the VIN decal can be a good 

reference for this. There may be marks 

or welds on your frame that you can 

use for reference. We recommend 

clamping the bracket in position and 

visually checking the alignment 

before drilling.  
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 Once you are happy with the positioning of your bracket, we 

recommend marking its position on the frame with a sharpie so that you 

have a visual reference if it moves during the drilling process. 

 With the bracket clamped in place, aligned vertically and horizontally, 

you can use it as a guide to drill 

your mount holes in the headstock. 

Using a 5/16” bit, drill the centre 

hole. Insert a mounting bolt 

through the centre hole to ensure 

that the bracket does not move 

during additional drilling. 

 Using the bracket as a guide, drill 

the upper and lower mounting 

holes. 

 Remove the bracket from the bike, 

and clean out any drill shavings 

from inside the headstock.  apply a 

layer of RTV or gasket seal to bike-

side of the bracket. This will ensure 

that there will be no water ingress 

into the headstock during high-

pressure washing or other wet 

adventures. Apply red locktite to 

the mounting bolts.  

 Place the bracket back in position 

on the headstock, the inner plate in position on the inside of the 

headstock, and thread in the three mounting bolts.  
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 Sequentially tighten the 

mounting bolts, alternating 

between them, to a final torque 

of 30nm (22 ft/lbs). Note: The 

inner plate is designed to 

deform to the exact shape of 

the inside of your headstock. 

This is normal and intentional 

to spread any loads evenly. 

 Re-install your triple clamps 

and associated parts per the 

manufacturer’s service manual. 

 The Sonora mounts onto its 

bracket using the steel mounting bolts, the nylon breakaway bolts, or 

a combination of the two. We generally recommend a steel bolt on the 

lower hole and a nylon one on the top. 

 Most customers remove the stock odometer from their bikes, but if you 

want to keep it, it is simple to fabricate a small aluminum bracket to 

attach to the handlebar clamps for this purpose.  

 Ensure that all wiring is secured, and protected from chafe through 

the full swing of the handlebars. 

 

Now Go Racing! 


