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MNC360 PoC Mobile Radio 

The MNC360 is a compact and easy-to-operate Push-to-Talk over 
Cellular (PoC) Mobile Radio that supports nationwide instant group 
calling, dispatching, and location tracking. The Hytera MNC360 
provides safe and reliable in-vehicle fleet communications. 

Part Number  
MNC360 

Specifications 
Cellular Standards FDD-LTE, TDD-LTE, WCDMA, GSM 
Built-in Wi-Fi Built-in Wi-Fi 2.4GHz 802.11 b/g/n 

Bluetooth Bluetooth 4.2 
GPS GPS (A-GPS)/BDS 
Audio Built-in Microphone and Handheld Mic and digital 

noise cancellation. High-volume forward-facing 
loudspeaker with 4W Rated Audio Power Output. 

Display 2” LCD 320x240 
Card Slots 2x Micro-SIM, 1x MicroSD TF 
Ports 2x LTE Antenna Ports, SMA GPS Antenna Port, 

MicroUSB 2.0 connector, 3.5mm audio accessory 
port, secure 10-pin aviation port for handheld 
mic, power connector 

Standard Accessories (Included with MNC360) 
Part Number Description 
MNC360 PoC Mobile Radio 
SM16A1 Handheld Mic with Mounting Bracket 
AN1700W01 2x LTE Paddle Antenna 
BRK33 Mounting Bracket and Screws 
GPS04 GPS Antenna 
PWC34 Power Cord 

Warranty 
Standard 2 Years 
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MNC360 PoC Mobile Radio Accessories 
Part # Image Technical Specification 

SM16A1 
Handheld Mic 

VOX:  N/A 
PTT Key: Yes 
Emergency Key:  N/A 
Connector Type: 10 Pin Connector 
IP Rating:  IP54 

AN1700W01 
LTE Paddle 
Antennas 

Dimensions: 156.8 X 16mm 
Frequency Range: 700-2700MHz
Certification: RoHS, REACH 

GPS04 
GPS Antenna 

Frequency Range: 1575MHz 
Connector Type:  SMA 
Cable Length:  3000mm 
Certification:  RoHS, REACH 

PWC34 
Power cable 

Cable Length: 3000mm 
Certification:  RoHS, REACH 

BRK33 
Mounting 

Bracket and 
Screws 

Dimensions: 125 x 53 x 65mm 
Operating Temperature:   -20℃～60℃ 
Certification: RoHS, REACH 

SEC1223 
External  

Desktop Power 
Supply  

Dimensions: 7.28 x 8.19 x 2.40 (in) 
Weight: 1.6 kg 
Input: 100-130 VAC
Output: 13.8 VDC
Amps: 23 Amps
Certification: UL, FCC

SM27W2 
Bluetooth  

Speaker Mic 
and Mounting 

Bracket 

Effective Range: 10m 
Operation per Charge: 20h 
Speaker power: 2W (rated) 3W (max) 
Control buttons: PTT, Nav, Programmable 
Clip Mount: Surface mount and belt clip 
Certified: FCC, IC  

EHW08 
Bluetooth 

Earpiece with 
Microphone 

Dimensions: 101 X 62 X 28mm 
PTT Key: Yes 
Bluetooth:    V4.1 
Certification: RoHS, REACH 


