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PNC360S PoC Device 

The PNC360s is an ultra-compact, rugged, and easy-to-operate Push-to-
Talk over Cellular (PoC) and Wi-Fi device that supports nationwide 
instant group calling, dispatching, and location tracking. 

Part Number  
PNC360S 

Specifications 
Cellular Standards FDD-LTE, TDD-LTE, WCDMA, GSM 
Built-in Wi-Fi 2.4GHz 802.11 b/g/n 
Bluetooth Bluetooth 4.2 
GPS GPS/Galileo/AGPS 
Audio Digital Noise suppression, high-volume speaker, speaker 

power 2W (rated) 3W (max)  
Keypad Partial Keypad 
Display 1 ¾'' 160×128  TFT LCD Non-touch 
Camera N/A 
Ruggedized 
Compliance 

MIL-STD-810 H, IP67, ESD IEC 61000-4-2, 
-4 to +140 F Operating Temperature

Texting Receive and view text messages sent from dispatcher and 
other Hytera PoC devices 

Safety Emergency (programmable) button, Stun and Revive 
Battery 3100mAh Li-ion, ≥18h (5-5-90 working cycle) 
SIM Card Slot Nano SIM 
Ports USB Type C Charging Port, 3.5mm Audio Interface 
Memory 1GB RAM, 8GB ROM 

Standard Accessories (Included with PNC360S) 
Part Number Description 
PNC360S PoC Device 
BP4008 Lithium Polymer Battery 
PS2023 Power Adapter 
PC143 USB Charging Cable 
RO03 Carrying strap 
BC51 Belt Clip 

Warranty 
Standard 2 Years 
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PNC360S PoC Device Accessories 
Part # Image Technical Specification 

BP4008 
Lithium 
Polymer 
Battery 

Nominal Capacity: 4000mAh 
Nominal Voltage: 3.85V 
Working Time (10/10/80): 48h 

PS2023 
Power 

Adapter (US) 

Operating Voltage: 90–264VAC 
Input:  100-120VAC
Output: 5VDC/2A
Certification:  UL

PC143 
Charging 

Cable 

Interface: USB to USB Type C 
Plug Type: US standard 
Cable Length: 1.0m 

BC51 
Belt Clip 

Applicable To Belts: 45 mm or less 
Material: Polycarbonate 
Swivel:            No 

RO03 
Carrying Strap 

Length:     25cm 
Material:  Nylon 

EAS07 
Earpiece with 
in-line PTT & 
Transparent 

Acoustic Tube 

VOX:  N/A 
PTT Key: Yes 
Emergency Key:  N/A 
Connector Type: 3.5mm plug 
Speaker Power:  20mW rated; 30mW max 

EHS24 
C-Style

Earpiece with 
in-line Mic 

VOX:  N/A 
PTT Key: Yes 
Connector Type: 3.5mm Jack 
Speaker Power:  5mW rated; 10mW max 

POA121 
Wireless PTT 
and Charging 

Cable 

For use with EHS24 Earpiece 
Connection Distance: 8~10m 
Certification: CE, FCC, IC 
Working Time (5/5/90):  ≥100H 
Charging Time: ＜2H 
IP Rating:  IP67 

SM27W2 
Bluetooth 

Speaker Mic 
with Clip 

Effective Range: 10m 
Operation per Charge: 20h 
Speaker power: 2W (rated) 3W (max) 
Control buttons: PTT, Nav, Programmable 
Clip Mount: Surface mount and belt clip 
Certified: FCC, IC  

EHW08 
Bluetooth 

Earpiece with 
Microphone 

Dimensions: 101 X 62 X 28mm 
PTT Key: Yes 
Bluetooth:    V4.1 
Certification: RoHS, REACH 

EHS30 
C-Style Earset

with in-line
PTT 

VOX:  N/A 
PTT Key: Yes 
Connector Type: 3.5mm Jack 
Speaker Power:  10mW max 
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PNC370 PoC Device Accessories 

Part # Image Technical Specification 

BL3101 
Li-ion Battery 
(3100 mAh) 

Nominal Capacity: 3100mAh 
Nominal Voltage:  3.6V 
Working Time (5/5/90):  ＞18h 
Battery Life Cycle:            500 charges 

PS2023 
Power 

Adapter (US) 

Operating Voltage: 90–264VAC 
Input:  100-120VAC
Output: 5VDC/2A
Certification:  UL

PC80 
Programming 
and Charging 

Cable 

Connectors: USB to Micro USB 
Length:            1 m 
Connector Type:  USB to Micro USB 

BC08 
Belt Clip 

Dimensions (L×W):  81.82mm x 37.10 mm 
Applicable To Belts: 45 mm or less 
Swivel:            No 

CH20L16 
Single-Unit 

Charger 

Supported Battery Type:  Li-ion and Li-polymer batteries 
Charging Pockets:                2 
Input:      5 VAC, 2 A 
Charging Current:             2000 mA (total) 
Certification: CE 

MCL23 
Multi-unit 
Charger 

Supported Battery Type:  Li-ion and Li-polymer batteries 
Charging Pockets:                6 batteries and 6 devices 
Input:                                   100-240VAC or 12VDC/7A
Charging Current:             1400 mA (per pocket) 
Charger Type:             Smart 
Certification: CE 

RO01 
Nylon Strap 

Length:     47.5cm 
Material:  Nylon 

EHS16 
C-Style

Earpiece
with in-line 

MIC 

VOX: N/A 
PTT Key: Yes 
Connector Type: 2.5 mm 
Speaker Power: 10mW (rated); 30mW (max.) 


