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IMPORTANT SAFETY INSTRUCTIONS
This portable luminaire has a polarized plug (one blade is wider than the other) as a feature to reduce the risk of electric shock. This plug will fit in a 
polarized outlet only one way. If the plug does not fit fully in the outlet, reverse the plug. If it still does not fit, contact a qualified electrician. Never use with 
an extension cord unless plug can be fully inserted. Do not alter the plug.

CONSIGNES DE SÉCURITÉ IMPORTANTES
Ce luminaire portable a une fiche polarisée (une lame est plus large que l’autre) permettant de réduire les risques de choc électrique. Cette fiche ne peut 
être insérée dans une prise polarisée. Si la fiche ne s’insère pas complètement dans la prise, inversez-la. Si le problème persiste, contactez un électricien 
qualifié. Ne jamais utiliser avec une rallonge à moins que la fiche puisse être complètement insérée. Ne modifiez pas la fiche

Drawing: 762321ENG     Revision: A     Updated: 071719



ARI portable wall sconce

page 2/4 ArcioLighting.com

Parts Enclosed

A - Fixture
B - Screws
C - Wall Anchors

Tools needed (not included)

- Pencil
- Hammer
- Drill with 1/4 in drill bit
-Screwdriver 

Drawing: 762321ENG     Revision: A     Updated: 071719



page 3/4 ArcioLighting.com

desired distance
from floor

ARI portable wall sconce

1. Locate where on the wall you would like 
the fixture to be hung. 

2. Using a pencil mark hole location on 
wall, vertically 4” apart. 

4”

3. Predrill anchor hole with 1/4 in drill bit. 
Lightly hammer in (C) Wall Anchors until 
flush.

4. Install the (B) Screws provided, leaving 
enough space for the fixture to mount. 
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4. Align holes on back of fixture 
and install using keyholl slots.

4. Plug in and enjoy. 
To utilize dim to warm feature purchase Lutron Credenza 
TTCL-100 dimmer or compatible substitute.
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When using electrical equipment, basic safety precautions should always be followed, including the following:

Read all instructions carefully before installing and save for future use.

Make sure all connections are in accordance with the National Electrical Code and local regulations.

To avoid possible electric shock, be sure the power supply is turned off before servicing or installing the fixture.

Service should be performed by qualified personnel.

These instructions may not cover all details or variations. If additional information is needed, please contact Arcio.
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-Screwdriver 
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ARI wall sconce

1. Locate the junction box you would like to 
mount the fixture to.

2. Remove the Mounting Box on back of 
fixture by loosening the top and bottom 
screws with screwdriver. 

3. Connect the White, Black and Green wires per 
local and national codes (120VAC) and then push 
them into the junction box. 

4. Re-install the Fixture to the Mounting Box 
by tightening the top and bottom screws 
with screwdriver. 

5. Enjoy! 
To utilize dim to warm feature use with a 
standard phase wall dimmer

Loosen top and 
bottom screws 

3. Secure the Mounting Box to the Junction Box with 
Junction Box Screws (not provided)

Junction Box 
(not provided)

Mounting Box

Junction Box Screws 
(not provided)
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