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When using electrical equipment, basic safety precautions should always be followed, including the following:

Read all instructions carefully before installing and save for future use.

Make sure all connections are in accordance with the National Electrical Code and local regulations.

To avoid possible electric shock, be sure the power supply is turned off before servicing or installing the fixture.

Service should be performed by qualified personnel.

These instructions may not cover all details or variations. If additional information is needed, please contact Arcio.
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Tools needed (not included)

- Phillips screwdriver

Swivel Ball

Parts Enclosed

A - Light Fixture Body
B - Canopy
C - Stem with Swivel Ball
D - 5/64” Alan  wrench
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1. Place the Light Fixture Body (A) upside-
down on a soft surface (to prevent 
scratching). Pull the power cord through 
the canopy (B). 

2. Pull power cord through (C) Stem with 
Swivel Ball. Tighten stem to (A) Fixture 
Body. 

OLLIE pendant
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OLLIE pendant

Canopy Parts

Ba - Spun Cover
Bb - Spun Cover Screw
Bc - Swivel Ball Retainer
Bd - Canopy Kit

3. Remove the Spun Cover Screw (Bb)
holding the Spun Cover (Ba). Save for later. 

4. Loosen, but don’t remove , the two 
screws holding the Swivel Ball Retainer. 
Remove the (Bc) Swivel Ball Retainer. 

5. Fasten the Canopy Kit (Bd) assembly to 
junction box (screws provided by others). 

6. Connect the White, Black and Green 
wired per local and national codes 
(120VAC) and then push them into the 
junction box. 

Junction Box

Junction Box screws 
(provided by others)
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7. Lift swivel ball through slot in the cast 
swivel plate and drop into center hub, 
aligning anti-rotation groove with tab. 

8. Re-install the (Bc) Swivel Ball Retainer 
and tighten the two screws the were 
loosened in step 4.  

9. Plug the power cord from the light into 
the matching socket connected to the 
power supply. DO NOT CUT THE CORD. 
Bundle extra cord inside of the canopy in 
the space opposite the power supply. 

slot for swivel ball

Swivel Ball

10. Lift (Ba) Spun Cover in place and re-
install the screw (Bb) that was removed in 
step 1 with included (D) Alan Wrench. 


