
Choose the relevant driver setup when printing. 

Setting up the Epson WF-8090 Printer Driver for Sublisplash Ink 

1. Go to your devices and right click on the WF-

8090 and choose ‘Printing Preferences’

2. Choose your document size and orientation.

3. Choose ‘Epson Matte’ paper type. (it will default

to the Rear Paper Feed for this paper setting).

4. Choose ‘High’ Quality

5. Click on the ‘More

Options’ tab

6. Click on ‘Custom’ and

‘Advanced’

7. Click on ‘No Color

Adjustment’

Click ‘Ok’

8. Turn off ‘High Speed’

9. Turn on ‘Mirror Image’ if required.

Click on ‘Ok’ 

Go back to the ‘Main’ tab 

Click on ‘Add/Remove Presets’ 

Give your configuration a name and click on the ‘Save’ 

button (not the ‘Close’ first button otherwise the save 

will be lost’). Now click the ‘Close’ button. 

This example set up a Landscape config. Perform the 

same steps with a different orientation for a ‘Portrait’ 

version. 
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Use this printer only with Sublisplash ink, do not use original ink!



Alternative Photo Setup the Epson WF-8090 Printer Driver for Sublisplash Ink 

1. Go to your devices and right click on the WF-

8090 and choose ‘Printing Preferences’ 

2. Choose your document size and orientation. 

3. Choose Epson Matte paper type. 

4. Choose High Quality 

5. Click on the ‘More Options’ tab 

6. Click on ‘Custom’ and 

‘Advanced’ 

7. Click on ‘No Color 

Adjustment’ 

 Click ‘Ok’ 

Choose the relevant driver setup 

when printing. 

 

Note: Take care if choosing a 

custom paper size as the ‘High’ 

quality option is not available. 

 

 

8. Turn off ‘High Speed’ 

9. Turn on ‘Mirror Image’ if required. 

10. Click on the ‘Maintenance’ tab 

11. Click on ‘Extended Settings’ 

12. Set the ‘Print Density’ to –10% (minus 10 percent, this 

helps to reduce the intensity in photographs making 

them more natural) 

Click on ‘Ok’ 

Go back to the ‘Main’ tab 

Click on ‘Add/Remove Presets’ 

Give your configuration a name and click on the ‘Save’ 

button (not the ‘Close’ button other-

wise the save will be lost’) 

This example set up a Landscape 

config. Perform the same steps with 

a different orientation for a 

‘Portrait’ version. 
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Alternative Setup for user defined mug paper with the  

Epson WF-8090 Printer Driver for Sublisplash Ink 

1. Go to your devices and right click on the WF-8090 and choose ‘Printing 

Preferences’. 

2. Click on ‘Document Size’ and scroll down to ‘User-Defined’. 

3. Create your mug paper size (in this 

case it is the 240mm x 100mm). 

4. Type in the name you want for this 

paper. 

5. Click on ‘Save’ 

6. Click ‘OK’ 

7. Choose your preferred orientation. 

8. Choose ‘Paper Type’ as Epson Matte. 

9. *Note—The quality is now greyed out. 

10. Check ‘Print Preview’ if you prefer to check the output before printing. 

11. Click on the ‘More Options’ tab. 

Choose the relevant driver setup when printing. 

This setup requires the printer menu to be setup for custom paper in the rear 

paper feed. See instructions on following page. 

If you do not wish to setup the printer to accept custom paper sizes then you can 

leave the Rear Paper Feed setting to ’A4 Matte’. When you 

send a custom size paper to the printer it will tell you that 

the paper does not match and you will have to press the 

’UP’ arrow to allow the printer to continue. It will then print 

onto your custom mug paper as normal.  

* Note :- In this configuration the printer defaults to ‘Standard’ print setting but with the High Speed button turned off the 

print quality is more than sufficient for sublimation. If the slightly higher resolution is required you will have to use the A4-

A3 paper setting as on page 1 where you can choose ‘High’ quality. You will have to cut down your paper to fit on your mug 

for pressing. 

12. Click the ‘Custom’ button, then ‘Advanced’. 

13. Check the ‘No Color Adjustment’ button, 

then click ‘OK’. 

14. Turn off the ‘High Speed’ option. 

15. Choose ‘Mirror Image’. 

16. Click on ‘Add/Remove Presets…’ 

17. Give this mug paper setting a name you can access from your list of pre-

sets later, and click ‘Save’. 



Setting up a user defined paper setting on the Epson WF-8090 printer. 

There may be times when you want to set up some user defined paper in the printer menu. This guide shows how to set up a 

typical mug paper size. 

Press the paper setup button or choose 

paper setup from the menu. 

Press the down arrow until it shows 

‘Rear Paper Feed’. Press OK. 

Press the up arrow until it shows ‘User-

Defined’. Press OK. 

Move the cursor using the arrows until 

you have set the correct Portrait size (in 

this case 240mm). Press OK. 

Move the cursor using the arrows until 

you have set the correct Landscape size 

(in this case 100mm). Press OK. 

Use the arrows to choose the ’Matte’ 

paper setting. Press OK. 

The menu should now read ‘Rear Paper 

Feed’ - User-Defined/Matte. 

Press the ‘Back’ button to return to the 

Menu screen. 

When you load the corresponding sized paper into the printer and use the correct printer driver setup 

for mug paper, the printer will no longer throw up an error message and will not require you to press 

the up arrow to continue printing. 


