
MEETS ANSI B30.21

MODEL 25-i WEB STRAP HOISTS

Lug-All 25-i web strap hoists 
have an eyebolt that makes 
hooking to the frame much 
easier when wearing thick 
lineman’s gloves.

HOOKS TO  
ITSELF FASTER
Linemen had a great suggestion for our popular 1-1/2-ton small 
frame hoists: make them easier to hook to themselves. 

So we added a frame-mounted eyebolt 
to our Model 25 hoist that does just 
that: hooks to itself easier. Our Lug-All 
25-i web strap ratchet winch hoist is 
great for fast double-line pull set ups, 
piggybacking, and even storage. 

The new eyebolt makes 
the set-up for double-line 
pulls easier and faster! 



Lug-All web strap hoists are not insulating live-line tools. When the strap is clean and 
dry, it may have dielectric properties typical of nylon or polyester fibers. However, when 
the strap becomes wet and/or dirty, it loses these dielectric properties. Use appropriate 
insulating hot sticks in series with the web strap hoist to achieve proper working distance 
per OSHA Regulation Subpart V, 1926.950 or company work practices. When the handle 
swings closer to an energized conductor than OSHA working distances or company work 
practices permit, use rubber gloves rated for appropriate voltage.
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SAME DURABLE CONSTRUCTION 
WITH FASTER HOOKING
SMALL FRAMES WITH BIG FUNCTIONS
These compact, lightweight hoists function easily in almost any position 
because of their one-hand portability. Plus, the hoist’s small size gives you more 
elbowroom around live wires. Perfect for tight spots, these hoists have all of the 
same features as our medium frame hoists.

ENGINEERED FOR RELIABLE OPERATION
• One of two interlocking pawls is always engaged—the definition of positive 
 load holding. No load brakes to slip or fail

• Overload protection and warning via an easily replaceable stress link

• Reversible fiberglass handle

        NOTE: You should always have a downward pull

• Quick-release pulley block allows you to go from double-line to single-line  
 pull in seconds

• Super smooth frame is USA-made aluminum cast to Lug-All’s specifications

• Tested to 125 percent of the rated capacity

• Meets ANSI B30.21

EASY OPERATION
The open frame construction allows for cleaning and visual inspection.  
Self-lubricating bushings ensure smooth operation for years to come.

SINGLE LINE DOUBLE LINE

HOOK DESIGN
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(Pounds)PICTURE DESCRIPTION

Standard  
Latching Hooks

25-iA 3/4 1’-4-1/2” 7’-6” 1-1/2 1’-9” 3’-5” 8’ 20” 10.5

Hot-Stick Ring 
with Standard 
Latching Hook

25-iB 3/4 1’-4-1/2” 7’-6” 1-1/2 1’-9” 3’-5” 8’ 22” 11

Swivel Gate 
Hook

25-iU 3/4 1’-6” 7’-6” 1-1/2 2’-0” 3’-4” 8’ 20” 11

Swivel Gate 
Hook with  
Hot-Stick Ring

25-iUB 3/4 1’-6” 7’-6” 1-1/2 2’-0” 3’-4” 8’ 22” 11.25

Hot-Stick Ring 
with Hot-Stick 
Hook Latch

25-iHB 3/4 1’-6” 7’-6” 1-1/2 2’-0” 3’-4” 8’ 22” 11.25

NOTE: All models are equipped with quick-release pulley block.

Specifications are subject to change without notice.

Shown 

Here: the 
Lug-All® 

25-iHB.

The existing 
Lug-All model 
25 hoists are 
still available 
for linemen 
who prefer 
their slightly 
more compact 
design.


