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YSI

YSI 600XLM V2

The YSI 600XLM provides economical logging in a small 
package for both surface and groundwater. It measures 
a range of fundamental parameters, including oxygen, 
temperature, conductivity, pH, ORP, non-vented level and 
salinity. The log will capture parameters at varied intervals 
and can store 150,000 readings.

DESCRIPTION:

Pine Item #51626

• Can log up to 150000 readings
• Computer interface: RS232 SDI-12
• Meausres fresh sea or polluted water
• PC compatible
• Stirring-independent dissolved oxygen

FEATURES:



Product Specifications

www.pine-environmental.com

Dissolved Oxygen % Saturation Range 0 to 500% Resolution 0.1%

Dissolved Oxygen mg/L Range 0 to 50mg/L Resolution 0.01mg/L

Conductivity Range 0 to 100mS/cm Resolution 0.001 to 0.1mS/cm (range dependent)

Temperature Range -5 to 45 degrees C Resolution 0.01 degrees C

pH Range 0 to 14 units Resolution 0.01 units

User Programs 10 user-entered programs 12 data points each

Non-Vented Level Shallow Range 0 to 30ft Resolution 0.001ft

Non-Vented Level Medium Range 0 to 200ft Resolution 0.001ft

ORP Range -999 to +999mV Resolution 0.1mV

Salinity Range 0 to 70ppt Resolution 0.01ppt

Dimensions (W x L) US: 1.7 OD x 21.3\”\” 
Metric: 4.32 x 54.1cm

Weight US: 1.5lb 
Metric: 0.7kg

In-Stock Equipment Repair & CalibrationLocal Delivery Pick-up Rental Protection Plan


