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TECHNICAL SPECIFICATIONS

Product: 2208 Series
LED Power: 40W/50W/60W
Solar Panel Mono A grade )
Battery: Lithium battery
Solar Controller: MPPT
Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
Light source: CREE 5050
Luminous intensity class: Asymmetrical: G1
Charging Time: 6~8 hours
Lighting Time: 7~10 days Cloudy
Glare index class: D6
) Colour temperature: 2700K-6500K
Colour Rendering Index: CRI>80
System efficacy. 140-180 Im/w
LED Lifetime: MIN 50,000 hours

Housing material:

Die-cast aluminum+Stretch aluminum profile

Housing colour:

Light Grey,Dark Grey,Black(or specified color)

Wind resistance:

10W:0.0638M2 - 150W:0.0728M2

Protection class: P65
Shock protection: IK09
Corrosion resistance: C5 )
Mounting diameter option:  76mm
Suggested mounting height:  4-12m
] : = 697x361x209mm
Dimension (L :
ma{brackit :cﬁ::c:)_ i
(or specified :nlur}m TRSEpERS Bzt
s 698x352x75mm

Certificates:

CE/ROHS/FCC/EMC/ibration Test/Salt Spray
Test/C-tick/LVD

Warranty:

3 years
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IOT Control

Bluetooth APPControI

Infrared Control

Parameters 2208-40W 2203 50W HHHHHHH 2203-60W i ~ 21§§-30W e |
LED Power
- (5050 chips) - 40W o i 60W o 40W(3030chips)
R Lumens === ~140-200 Im/w . 140-200Imw _140200Imw 140-200 Im/w
.......... LED Color Temperature  2700K-6500K  2700K-6500K  2700K-6500K  2700K-8500K
..................... MonoSolarPanel =~~~ 40W =~ === oow.___ W 3OW
~__Solar Controller Type - MPPT .. .- . = . MPPT ) ) MPPT
Remote Controll Way App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) PIR PIR PIR PIR
IOT IOT IOT IOT
Higpos Eateny Lapachy 230WH 256Wh 320WH 230WH
......... ___(Specified)
............................... Cha"Q'nQT'WB"*BhﬂUfS B”Bhﬂl'fs 6~8hours ~~~~~~~~ ©6~8hours
IIIIIIIIIIIIIIIIIIIIIIIIIII Lighting Time 7~10 days - /~10days @ 7~10days 7~10 days
Operating Temperature —200*-65“@. -20C~65°C . -20C~65°C -20C~65°C
~ Lighting Mode 4 lighting modes+ODM 4 lighting mucles+ODM_ 4_@hgqg___modes+ODM
Pole Diameter 60~76mm ) 60~76mm e
Product Dimension(mm) 846x361x209 698x352x75

Smart timer + Sensor

S9l9S 80CC




TYD Series

A B

Street Urban
Industrial Sports
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TECHNICAL SPECIFICATIONS

» Product: TYD Series
) LED Power: 10W/20W/30W/40W/50W
- Solar Panel Mono A grade -
Battery: Lithiumbattery
- Solar Controller: MPPT -
Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
Light source: CREE 3030
~ Luminous intensity class: Asymmetrical: G1
Charging Time: 6~8 hours
Lighting Time:  7~10 days Cloudy
Glare index class: D6
Colour temperature: 2700K-6500K
Colour Rendering Index: CRI>80
System efficacy: 140-180 Im/w
LED Lifetime: MIN 50,000 hours
Housing material:  Die-cast aluminum+Stretch aluminum profile
Housing colour:  Light Grey,Dark Grey,Black(or specified color)
i Wind resistance: 10W:0.0638M2 - 150W:0.0728M2
Protection class: IP65
Shock protection: IK0S
Corrosion resistance: C5
Mounting diameter option:  76mm
‘Suggested mounting height:  4-12m -
Dimension (L x Wx H):
(brac Ir.:t eciuded} ) . EEI90 eHuta
= D665*200MM

Certificates:

CE/ROHS/FCC/EMC/Vibration Test/Salt Spray
Test/C-tick/LVD

Warragtj—

3 years




TECHNICAL SPECIFICATIONS

Product: 03G Series
LED Power: 40W/80W/120W/160W
Solar Panel Mono A grade
B Battery:  Lithium battery
Solar Controller.  MPPT
) Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
: Light source: CREE 3030
" Luminous intensity class: Asymmetrical: G1
03G Serles Charging Time: 6~8 hours
Lighting Time: 7~10 days Cloudy
Glare index class: D6
Colour temperature: 2700K-6500K
Colour Rendering Index: CRI>80
System efficacy: 140-180 Im/w
LED Lifetime: MIN 50,000 hours
Housing material: Die-cast aluminum+Stretch aluminum profile
Housing colour:  Light Grey,Dark Grey,Black(cr specified color)
Wind resistance: 10W:0.0638M2 - 150W:0.0728M2
Protection class: IP65
Shock protection: |K09
Corrosion resistance: C5
Sl HIban Mounting diameter option:  76mm
Suggested mounting height:  4-12m
— * *
Dimension (L x Wx H): S
(bracket ecluded) 1122*387*68mm
(or specified color) 13562*387*68mm
= 15622*387*68mm
. . CE/ROHS/FCC/EMC/Vibration Test/Salt Spray
Certificates  TestCick/LVD
Warranty: 3 years

4 www.nctled.com
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Parameters 03G-40W 03G-80W 03G-120W 03G-160W
LED Power
(Specified) o L 5 1 e — -
Lumens 140-200 Im/w - 140-200lmw 140-200 lmw 140-200 Imw
~ LED Color Temperature - 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K B
B Mono Solar Panel _—_— S0W - 6ow B - 80W B 9w
Solar Controller Type MPPT MPPT - MPPT ~ MPPT N
Remote Controll Way App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) PIR PIR PIR PIR
IOT IOT IOT IOT
B s 256WH 384Wh 512WH 640WH
(Specified) B H B
Charging Time 6~8 hours ) 6~8 hours 6~8 hours 6~8 hours
Lighting Time 7~10days 7~10 days 7~10 days 7~10 days
Operating Temperature -20C~65°C . -20C~65°C . ~ =20C~65°C » -20C~65*C
Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM
Pole Diameter 60~76mm ~ B60~76mm 60~76mm B 60~76mm
Product Dimension(mm) 872*387*68mm 1122*387*68mm 1352*387*68mm 1522*387*68mm

10T Co ﬁtm! | BIuetﬁﬂtﬁ}:Eﬁﬁ%ﬁntml InfraredCﬁntroi | Smart timer + Sensor

S9l9S DEOD



ncT 03G Series

Working Modes

@ 7TPM=-10PM, No Sensor @ 10PM~6AM, Sensor

t[‘.,i' ?30%

Smart timer + Sensor

Infrareg Cc;ntml

SR N
,f *

Bluetoc ’[hq A P _Cﬂ ntrol & Bluetooth

GPRS/3G/ 4G

Concentrator Remote Devices

6 www.nctled.com



03D Series

A B

Street Urban

Industrial

www.nctled.com

TECHNICAL SPECIFICATIONS

Product: 03D Series
LED Power. 40W/60W/80W/100W/120W
Solar Panel Mono A grade
Battery: Lithium battery
Solar Controller: MPPT
Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
Light source: CREE 3030
Luminous intensity class: Asymmetrical: G1
Charging Time: 6~8 hours
Lighting Time:  7~10 days Cloudy
Glare index class: D6
Colour temperature: 2700K-6500K
Colour Rendering Index: CRI>80
System efficacy. 140-180 Im/w
LED Lifetime: MIN 50,000 hours

Housing material:

Die-cast aluminum+Stretch aluminum profile

Housing colour:

Light Grey,Dark Grey,Black(or specified color)

Wind resistance: 40W:0.0638M2 - 120W:0.0728M2
Protection class: |P65
Shock protection: IK09
Corrosion resistance: C5b5
Mounting diameter option: 76mm
Suggested mounting height:  4-12m
4 Module:815*380*75mm
Dimension (L x Wx H): 6 Module:955*380*75mm
(bracket ecluded) 8 Module:1205*380*75mm
(or specified color) 10 Module:1435*380*75mm
12 Module:1605*380*75mm

Certificates:

CE/ROHS/FCC/EMC/Vibration Test/Salt Spray
Test/C-tick/LVD

Warranty:

3 years
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Parameters 03D-40W 03D-60W 03D-80W 03D-100W 03D-120W =
....................... LED Power N . S . BowW 80w 100w . 120W o
Lumens 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w
__LED Color Temperature 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6900K 2700K-6500K q
Mono Solar Panel 40W S0W 60W 80w 90W
......... Solar Controller Type ~~~~~~~ MPPT = w NIPET _MPPT P T JMERY
App Bluetooth App Bluetooth App Bluetooth App Bluetooth App Bluetooth
Remote Controll Way PIR PIR PIR PIR PIR =
10T IOT IOT 10T IOT w
Lifepod Battery 128WH © 192Wh  256WH 384WH 480WH O
......................... ChargingTime =~~~ ©6~8hours ~~~~~~~ 6~8hous =~~~ 6~8hows =~ 6~8hours 6~8hours W
Lighting Time 7~10 days 7~10 days 7~10 days 7~10 days 7~10 days M
Operating Temperature -20C~65°C . el -20C~65°C. B -20C~65°C =~ __=20C~65*C -20C~65°C =
Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM E
Pole Diameter ~ 60~76mm 60~76mm 60~76mm 60~76mm 60~76mm
Product Dimension 815*380*75mm 935*380*7/5mm 1205*380*75mm 1435*380*75mm 1605*380*75mm
= © & B | =
Mol | W . ¥ : : i\ )
{ y 5 ) \ ) & B G =
‘s =) ( e @ ) @ ==
L 81.5cm g L95.5cm  © L 120.5cm| o L 143.6cm © L 160.5cm g
¥ . {I : u-l ‘1 . El r- 1- -;.
¥ 7 3 |
S
B e {
|
W 38cm |
W 38cm
W 38cm !
W 38cm
W 38cm

Bluetooth APP Control Infrared Control

b

Smart timer + Sensor



ncT 03D Series

Working Modes

) 7PM~10PM, No Sensor @ 10PM~BAM, Sensor

/8 80%

Smart timer + Sensor
T £3 Bluetooth

Infrared Control

e o T e A :
g S B

Concentrator Remote Devices
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Housing colour:

TECHNICAL SPECIFICATIONS
Product: 03E Series
LED Power:  10W/20W/40W/60W/80W/100W/120W/150W
Solar Panel Mono A grade
Battery:  Lithium battery
) Solar Controller: MPPT -
Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
- Light source: CREE 3030
Luminous intensity class: Asymmetrical: G1
Charging Time: 6~8 hours
Lighting Time: 7~10 days Cloudy
Glare index class: D6 N
Colour temperature: 2700K-6500K
Colour Rendering Index: CRI>80
System efficacy: 140-180 Im/w
LED Lifetime: MIN 50,000 hours
Housing material: Die-cast aluminum+Stretch aluminum profile

Light Grey,Dark Grey,Black(or specified color)

Wind resistance:

10W:0.0638M2 - 150W:0.0728M2

Protection class: |P65
Shock protection: K09
Corrosion resistance: C5
Mounting diameter option:  76mm
Suggested mounting height:  4-12m
Dimension (L x Wx H): 433:300:50"'"'
(bracket ecluded) s ddbiodieninga
(or specified c:oinr}_ i b
i 1480*528*50mm
. ~ CE/ROHS/FCC/EMC/Vibration Test/Salt Spray
Certificates:  TestC-tick/LVD

] 0 www.nctled.com

Warranty: 3 years




= Parameters 03E-10W 03E-15W 03E-30W 03E-40W 03E-60W
: LED aner 10W 15W 30W 40W 60W
b e __(Specified) VOO . . —_—~
A ~ Lumens 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w
: LED Color Temperature 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K
Mono SolarPanel iw 6w 35W - 45W _ow-
Solar Controller Type MPPT MPPT B MPPT N ~ MPPT MPPT
Remote Controll Way App Bluetooth App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) PIR PIR PIR PIR PIR
IOT 10T IOT IOT IOT
HISRO DAty CopacHy 96WH 128Wh 160WH 224WH 384WH
(Specified)
Charging Time 6~8 hours ____6~8hours 6~8 hours 6~8 hours 6~8 hours
~ Lighting Time 7~10 days 7~10days 7~10 days 7~10 days N /~10days _
B Operatmg Temperature -20C~65°C . -20C~65°C . -20C~65°C -20C~65*C -20C~65°C
Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM
Pole Diameter 60~76mm 60~76mm 60~76mm 60~76mm 60~76mm
Product Dimension(mm) 438*300%43/50 688*300%43/50 828*300%43/50 ~ 1078*300%43/50 1078*426*43/50
Parameters 03E-70W 03E-100W 03E-120W 03E-130W 03E-150W
L EERIoweT 70W 100W 120W 130W 150W
.......................... (Specified) AT
Lumens 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w
LED Color Temperature 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K
Mono Solar Panel 75W gow B 110W s 120W 13w L
Solar Controller Type MPPT MPPT B MPPT NEeRyY 00 MPPT -
Remote Controll Way App Blj:letuuth App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) R PIR PIR PIR PIR
IOT IOT 10T 10T IOT
B e o 384WH 480Wh 576WH 640WH 704WH
- (Specified) )
__ Charging Time __6~8hours 6~8hours = 6~8 hours __6~8hours 6~8hours
B Lighting Time 7~10 days ~_7~10days 7~10 days 7~10 days 7~10 days )
~ Operating Temperature -20C~65°C . -20C~65°C . -20C~65°C -20C~65*C -20C~65°C )
llllllllllll Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM
F Pole Diameter 60~76mm 60~76mm 60~76mm 60~76mm 60~76mm )
Product Dimension(mm) 1250*359*43/50 1306*426*43/50 1250*528*43/50 1340*528*43/50 1480*528*43/50
|IOT Control Bluetooth APP Control Infrared Control Smart timer + Sensor

10U

S 3¢€0

CIIE



ncT O3E Series

Working Modes

@ 7PM~10PM, No Sensor @10PM~BAM, Sensor

Ve s 0
£ 80%

Smart timer + Sensor

Infrared Control

F lar

R R A

e e .
e

Blu ‘ DD’th P .3'Cuntr0| £ Bluetooth

Concentrator Remote Devices

1 2 www.nctled.com
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TECHNICAL SPECIFICATIONS
Product: 03H Series
LED Power: 10W/20W/40W/60W/80W/100W/120W/150W
Solar Panel Mono A grade
Battery:  Lithium battery )
Solar Controller: MPPT
Lighting Modes: 4 lighting modes+ ODM
Light guiding system: PC lenses
Light source: CREE 3030
. Luminous intensity class: Asymmetrical: G1
0 3 H S eries Charging Time: 6~8 hours
Lighting Time:  7~10 days Cloudy
Glare index class: D86
- Colour temperature:  2700K-6500K
Colour Rendering Index: CRI>80
System efficacy: 140-180 Im/w
LED Lifetime: MIN 50,000 hours

Housing material.

Die-cast aluminum+Stretch aluminum profile

Housing colour:

Light Grey,Dark Grey,Black(or specified color)

Wind resistance:

10W:0.0638M2 - 150W:0.0728M2

A N Protection class: IP65
th Shock protection:  IK09
Street Urban Corrosion resistance: C5
Mounting diameter option. 76mm
Suggested mounting height.  4-12m
Dimension (L x Wx H): i 433*300,%"1"1
Industrial (bracket ecluded) S e S
(or specified color) 4 12
s 1480*528*50mm
; . CE/ROHS/FCC/EMC/ibration Test/Salt Spray
Certiicates:  TestiCick/LVD

1 3 www.nctled.com Wﬂ"ﬂnty: 3 years




14}

LLOD P33 MAVLAY

Parameters

03H-10W

03H-15W 03H-30W 03H-40W 03H-60W =
L e 10W 15W 30W 40W BOW o
(Specifiedy 7 " _ L. < o
Lumens ~140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w
LED Color Temperature 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K q
Mono Solar Panel B 17W 26W oW 45W 70W N
Solar Controller Type MPPT N MPPT MPPT MPPT MPPT
Remote Controll Way App Bluetooth App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) PIR PIR PIR PIR PIR (-
IOT IOT 10T 10T 10T )
Lifepos Eatiery CapReily 96VWH 128Wh 160WH 224WH 384WH o
(Specified) N
~ Charging Time 6~8 hours 6~8 hours 6~8 hours 6~8 hours 6~8 hours r_[.':
............................... LightingTime ~~ 7~10days  7~10days  7~10days ~ 7~10days  7~10days &'
Operating Temperature -20C~65°C . -20C~65°C . -20C~65°C -20C~65*C -20C~65°C w
~__ Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM
Pole Diameter _60~76mm e0~/6mm e0~76mm e0~/6mm 60~7/6mm
Product Dimension(mm) 438*300*43/50 688*300*43/50 828*300*43/50 1078*300*43/50 1078*426*43/50
Parameters 03H-70W 03H-100W 03H-120W 03H-130W 03H-150W
SO F Vs 70W 100W 120W 130W 150W
(Specified) L S )
llllllllllllllllllll Lumens ~140-200 Imw 140-200 Im/w 140-200 Im/w 140-200 Im/w 140-200 Im/w
LED Color Temperature 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K 2700K-6500K
Mono Solar Panel 75W S0W 110W 120W 135W
............... SolarController Type  MPPT _ MPPT _ ___MPPT _ __MPPT __ MPPT
Refiiste Confiol Way App Bluetooth App Bluetooth App Bluetooth App Bluetooth App Bluetooth
(Specified) PIR PIR PIR PIR PIR
IOT IOT IOT IOT IOT
~icpo SHlcR L patn 384WH 480Wh 576WH 640WH 704WH
(Specified) B
Charging Time 6~8 hours 6~8 hours 6~8 hours 6~8 hours 6~8 hours
Lighting Time 7~10 days 7~10 days 7~10 days 7~10 days 7~10 days
~ Operating Temperature 20C~65°C. -20C~65°C. __ -20C~e5°Cc -20C~65*C ____-20C~65°C
Lighting Mode 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM 4 lighting modes+ODM
Pole Diameter 60~76mm 60~76mm 60~76mm 60~76mm 60~76mm
Product Dimension(mm) 1250°35943/50  1306*426°43/50 1250°528"43/50 1340°52843/50 1480°528°43/50
|OT Control Bluetooth APP Control Infrared Control Smart timer + Sensor




ncT 03H Series

Working Modes

&) 7PM~10PM, No Sensor @10PM~6AM, Sensor

/¥ 80%

£3 Bluetooth

1 5 www.nctled.com
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