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TECHNICAL SPECIFICATIONS

Product Name Turin
Power 150W-240W
Supply Voltage Range 100-305VAC
Temperature range -25 - +55 degree
Light guiding PC lens
Light source Luxeon/Philips/Cree 3030/5050
Luminous intensity class Asymmetrical:G1
s Glare index class D6
TU rn CCT 2700-6500K
CRI CRI>80
System efficiency >150
LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV
Housing Material Die-casting Aluminum
Cover material Tempered glass
Housing color Grey, Black or customized
Wind resistance 0.0617 m"2
A th Protection Glass P66
Street Urban Shock Protection glass IKO9
Corrosion resistance C5

I fij‘) Dimension(mm) 683x350x122MM
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Tkt Luminous flux of the it
Order Code | Ho.LED | Comnected load (W) i luminaire (1n)-4000k (T=851) CRI et 1K IP
color voltage
30 3900
T2301150 240 75 9750
100 13000
50 6500
100 13000
T2301200 320 2700-6500K >80 85-27TVAC 1FOS 1P66

150 19500
240 31200
50 7500
T2301240 480 120 18000
240 26000
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Conilux

A R

Straet Urban
Industrial Sports

TECHNICAL SPECIFICATIONS

Product Name Conilux

Power 40W-240W
Supply Voltage Range 100-305VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI=80
System efficiency =150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance 0.0617 m"2
Protection Glass IP66

Shock Protection glass IK09
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

498x180x115MM, 629x250x125MM
698x250x128MM, 798x280x138MM




Code. \ersion AXBXC(mm)
S2208115 SS 498x180x115
52208125 S 629x250x125
S2208128 M 698x280x128 f c
52208138 I 798x280x138 !
T 2 Luminous flux of the 1 g
Order Code |No.LED | Comected load (W) BMRETAIUTE 4, inaire(ln)-4000k (T=R5T) CRI P K 1P
color voltage
72 40 5200
52208115
96 65 8450
144 100 13000
52208125
216 120 15600
2700-6500K >80 B5-2TTVAC | IKOS IP66
256 120 15600
52208128
64 150 19500
320 200 26000
52208138
80 240 36000
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Sunlite

A B

Street Urban

Industrial Sports

TECHNICAL SPECIFICATIONS

Product Name: Sunlite

Power: Mini: 100w/mani: 200w

Supply voltage range: 100-305VAC

Temperature range: -25C +55T

Light guiding system: PC lenses

Light source: LUXEON 3030/CREE-XTE
Luminous intensity class: Symmetrical: G2/Asymmetrical:G1
Glare index class: D6

Colour temperature: 3000K-6500K

Colour Rendering Index: CRI=80

System efficacy: Luxeon:113Im/w Cree-XTE:119.8Im/w
LED Lifetime: MIN 50,000hours

Power Efficiency: 92%

Current Adjustment Range: 350mA-700mA

Lightning protection: 10KV

Housing material: Die-cast aluminum

Sealing material: Silicone rubber

Cover material: Tempered glass

Housing colour:

Light Grey.Dark Grey.Black{or specified color)

Wind resistance:

Mini:0.174m* Maxi:0.198m*

Protection class: P66
Shock protection: K09
Corrosion resistance: C5
Mounting angle adjustment: +-15
Mounting diameter option: @E0mm
Suggested mounting height: 5-12m
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LED chips: 3030
Luminous Flux of the
Ordercode | NoLED Current C°“"e(f,‘ﬁd oad | Temperature color juminaire(im) CRI
-4000k(T=85C )
350ma 25 2700K-6500K 22750 >80
1101 72 700ma 50 2700K-6500K 25500 =80
800ma 60 2700K-6500K 26600 =80
350ma 38 2700K-6500K 24180 >80
1102 108 700ma 75 2700K-6500K 28250 =80
800ma 90 2700K-6500K 29900 >80
’ Sunlite-maxi ] 20 _
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LED chips: 3030
Luminous Flux of the
Order code No.LED Current Conna(;t"e)d load Temperature color luminaire(im) CRI
-4000k(T=85C )
350ma a0 2700K-6500K 25500 >80
1103 144 700ma 100 2700K-6500K 211000 >80
800ma 120 2700K-6500K 213200 >80
350ma 63 2700K-6500K =6930 >80
1104 180 700ma 125 2T00K-6500K 213750 >80
800ma 150 2700K-6500K 216500 =80
350ma 84 2700K-6500K 29240 =80
1105 240 700ma 165 2700K-6500K 218150 >80
B800ma 200 2700K-6500K 222000 >80
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TECHNICAL SPECIFICATIONS

Product Name Sakhalin

Power 30W-300W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

A M

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance

0.11 m”2

Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

555*210*143MM, 645*257*147TMM
790*305*147MM, 880*361*163MM




Code. Version LXWXH(mm)
52208115 S5 555%210%143
52208125 5 64572577147
52208128 M T790*305*147
52208138 L 890%361163

Teaberature Lumineus flux of the Trput
Order Code |No.LED | Cornected load () B luninaire (1m)—4000k (T=8512) CRI o IE 1P
color voltage
30 3900
40 5200
SAZ209105 64
a0 G000
5[} 7800
20 10400
SAZ209110 144
100 13000
2700-6500K >80 85-277VAC IK0G IP66
144 120 15600
192 150 19500
SAZ209120
180 23400
240
200 26000
288 250 32500
SAZ2200130
384 300 39000
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TECHNICAL SPECIFICATIONS

Product Name Majora

Power 30wW-200W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency =150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

A M

Housing color

Grey, Black or customized

Wind resistance

0.11 m*2

Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

399*149*63MM, 469*168*63MM
508*237*76MM, 559*287*734MM




’ Mejora
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Code. Version LXWXH{mm)
M2021013 58 399*149*63
M2021015 S 469*168%63
M2021113 M 508*237*76
M2021115 L HE9*287*734
Tenperature Luminous flux of the Input
Order Code |No.LED | Connected load (W) luninaire (1m)-4000k (T=851) CRI IK IF
color voltage
48 30 3600
HZ021013
G4 50 GO00
T2 B0 7200
Nz021015
Bl an G600
144 100 12000
2700-8500K >80 BE-27TVAC IEDS IFG6
N2021113 144 120 14400
192 150 18000
192 150 18000
H2021115 240 180 21600
320 200 24000
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Acura

A M

Strest Urban
Industrial Sporte

TECHNICAL SPECIFICATIONS

Product Name: Acura

Power: Mini:100w/120w maxi: 150w
Supply voltage range: 100-305VAC
Temperature range: -25°C f +55°C
Light guiding system: PC lenses

Light source: LUXEON 3030
Luminous intensity class: Asymmetrical: G1
Glare index class: D6

Colour temperature: 2T00K-6500K
Colour Rendering Index: CRI=80

System efficacy: 2110 Im/w

LED Lifetime: MIN 50,000 hours
Power Efficiency: 202%

Lightning protection: 10KV

Housing material:

Die-cast aluminum

Sealing material:

Silicone rubber

Cover material:

Tempered glass

Housing colour:

Light Grey,Dark Grey,Black(or specified color)

Wind resistance:

Mini : 0.0617 " / Maxi : 0.0691 nf

Protection class: 1P&6
Shock protection: K10
Corrosion resistance: C5
Mounting diameter option: @E0mm
Suggested mounting height: 5-12m

Dimension (L x W x H):

Mini :700x301x152mm / Maxi :784x341x152mm

MNet weight:

Mini: 7.7kg  Maxi:9.3kg




’ Acura-mini
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Luxeon 3030
Temperature Luminous flux of the Input
Order code | No.LED | Connected load (W) i luminaire(Im) ~4000k(T}=85°C ) CRI voltage 1K IP
50 6250
75 9000
12001 144
100 11500
120 = i 13200 00- o=
= 2700-6500 BaTE =80 305Vac K10 66
100 12000
12002 192
120 13800
150 16500
- ' 784
’ Acura-maxi
flHtiy ——————
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Luxeon 3030
Temperature Luminous flux of the Input
Order code | No.LED Connected load (W) e luminaire(lm) ~4000k(Tj=85°C ) CRI voltage 1K P
100 12500
120 14400
12003 288
150 17250
=0 2700-6500K Ll 80 00- | k10 | 1Pe6
=
180 22500 305Vac
200 24000
12004 384
220 25300
250 27500
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TECHNICAL SPECIFICATIONS

Product Name Margistral
Power 30W-250W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

A M

Housing color

Grey, Black or customized

Wind resistance

0.11 m"2

Protection Glass P66
Shock Protection glass IK09
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

487*185*101MM, 577*232*103MM
627*271*103MM, 768*301*103MM
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Code. \ersion LXWXH(mm)
MAR2021013 S35 487185101
MAR2021015 S BTT7*232%103
MAR2021113 627*271%103
MAR2021115 L 768*301%103
ity Luninous flux of the Input
Order Code |No.LED| Cormected load (W) mp luminaire (1n) 4000k (T=85T) CRI AR 1K P
coler voltage
43 30 3900
MAR2021013
64 B0 7800
72 60 7800
MAR2021015 | ©5 80 10400
144 100 2700-6500K 13000 >80 85-2TTVAC | IK09 IP68
144 120 15600
MAR2021113
218 150 19500
240 200 26000
MAR2021115
320 250 32500
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A M

Strsat Urban
Industrinl Sports

TECHNICAL SPECIFICATIONS

Product Name NCTL

Power 40W-240W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI=80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance

0.12 m"2

Protection Glass IP66
Shock Protection glass IKOS
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

578*200*90MM, 612*233*90MM
664*256*90MM, 714*310*90MM
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Luminous flux of the

Order Code |No.LED | Connected load (W) | [eMPETatwTe |4 oinaire(ln)-4000k(T=857) | CRI Tt ¥ IF
color voltage
72 30 3900
HCTL SS
96 60 7800
72 60 7800
WCTL § | 108 80 10400
144 100 2700-6500K 13000 >80 | 85-277VAC | IK09 P66
192 120 15600
NCTL M
192 150 19500
240 200 26000
WCTL L
320 250 32500
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’ Superlux

A M

Strsat Urban

Industrinl Sports

TECHNICAL SPECIFICATIONS

Product Name Superlux

Power 150W- 250W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance

0.115 m"2

Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

600*300*100MM, 650*300*100MM
700*300*100MM
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Superlux

Code. Version LXWXH{mm)
SP150 ] 6007300100
SP200 M 650*300*100
SP250 L 7007300*100

P e Lumineus flux of the Irout
Order Code | No.LED | Comnected load (¥) e luninaire(lmn) -4000k (T=851) |  CRI P IK P
color voltage
SP150 216 150 21000
SP200 288 200 2700-6500K 28000 580 | 85-27TVAC |  IK0S 1P66
SP250 360 250 35000
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Strsat Urban

Industrinl Sports

TECHNICAL SPECIFICATIONS

Product Name Paladin

Power 30W- 300W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI=80
System efficiency =150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance 0.112 m"2
Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance CS
Mounting diameter option 60mm

Dimension(mm)

520*200*100MM, 620*272*108MM
720*271*108MM, 750*333*115MM
850*333*115MM




nceT

Paladin
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Code. \ersion LXWXH(mm)
Pa220301 Mini 520200%100
Pa220302 S 620*272*108
Paz220303 58 720%271*108
Pa220304 '} 750%333*1158
Pa220305 L 850%333%115
Temperature Luninous flux of the Input
Order Code |No.LED| Cormected load (W) . luminaire {1n) -4000k (T=8572) CRI v IK IF
color voltage
Paz220301 64 G0 B400
Pa220302 96 a0 11200
144 120 16200
Paz220303
192 180 21000
2700-6500K >80 100-277TVAC IKO0S IP6G&
192 150 21000
Pa220304
206 200 28000
288 240 33600
Pa220305
3684 300 42000
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TECHNICAL SPECIFICATIONS

Product Name Lark

Power S0W- 300w
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI=80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

A M

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance 0.162 m"2
Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

555*350*135mm, 638*350*135mm
721*350*135mm, 804*350*135mm
887*350*135mm, 970*350*135mm
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Code. Version LXWXH(mm)
LR2019050 M1 555*3507135
LR2019100 M2 63873507135
LR2018150 M3 721*350%135
LR2019200 M4 80473507135
LR2018250 M5 887*3507135
LR2019300 M6 970*350%135
Temperature _Lum_inous flux of the Input
Order Code | No.LED | Connected load (W) pachal luninaire{1n) -4000k (T=85T) CRI elthey IE IP
LR2019050 G4 50 B0O0O
LR2019100 | 128 100 16000
LR2019150 | 192 150 24000
Y R2019200 | 256 ooy 2T00-6500K Py >80 100-2TTVAC IK09 IPG6
LR2019250 | 320 250 40000
LR2019300 | 384 300 483000
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TECHNICAL SPECIFICATIONS

Product Name Carina

Power S50W- 350W
Supply Voltage Range 100-277VAC
Temperature range -25 - +50 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI=80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance

0.162 m*2

A M

Protection Glass P66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

407*300*78mm, 485*300*78mm
563*300*78mm, 641*300*78mm
719*300*78mm, 875*300*78mm
797*300*78mm
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Code. Version LXWXH({mm)
CA2019050 M1 407*300%78
CA2019100 M2 485*300778
CA2019150 M3 563*300778
CA2019200 M4 641*300%78
CA2019250 Ma 719*300%78
CA2019300 Me 875*300%78
CA2019350 M7 797300778
Temperature LLu.mL'lnous flux of the Input
Order Code | No.LED | Cormected load (W) color luninaire(ln) -4000k (T=85T) CRI voltage IK IP
CA2019050 B4 a0 8000
CA2019100 128 100 16000
CA2019150 | 192 150 24000
CA2019200 | 256 200 2700-8500K 32000 380 |100-277VAC| K09 IP&6
CA2019250 | 320 250 40000
CA2019300 384 300 48000
CA2019350 443 380 56000
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TECHNICAL SPECIFICATIONS

Product Name: MINI MIDI MAXI
LED Power G0W-90W 100W~150W 180W-300W
Light Souroe Philips,Cree 3030

Supply voltage range 100~305VAC

Frequency Range 50~60Hz

Power Factor >0.95

LED Junction Temperature <60°C (Ta=25°C)

Lamp Boby Temperature <50°C (Ta=25"C)

Color Temperature 2700-6500k

Color Rendeing Index CRI>70

Lamp Luminous Flux 120Im/w

System Efficiency >90%

Work Temperature -25°C ~50°C

Light guiding system PC Lemses

Housing material Die-cast aluminum

Safety class Class Il

Shock protection IK10

Life >50000H

IP Rating IP65

N.G(kg) 36 4.4 8.0
W.Gikg) 4.1 5.0 88
Carton Size{mm) 530*275*155 530*360*155 900*360*155
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APPLICATION AREAS

Urban main roads,secondary roads,commercial squares,industrial areas,large and
medium-sized palygrounds. i i
Highway and other outdoor road,station,pier and other places lighting !

)
|
!

- 0 n -
o M O B - 1
a m a [ ] - | R
o | N O ] = | =
l.| | B d B - [
a B il 1) L B |
l‘ 1 L B - [ 5
u 1 [ I . ]
| 1 L B =) =
.| B L] | - -
i | | 2 | | ] -
L3 1 H I — —
& 1 L B = -
(] ] L [l = =
2 = a - =
MINI MIDI| MAXI
492 B70
492
- [ T 3
| 86 86
4 | |86 et _u_%-=r-_l
o vl ;
[
1
] 210 o o] ES e °| § % 295
[3 = mymp ey " R @ -
i I 1

PRODUCT DESCRIPTION

High strength aluminum alloy die casting shell,impact level can reach IK0S;High-performance patent potical lens,light transmittance was 95%,
no glare A full set of stainless steel fasteners,convenient installation free maintenance;
Adopted quick plug type eleclrical connection in the design,maintenance more convenient and safe.
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TECHNICAL SPECIFICATIONS

Model A B Cc D E
LED Power 30W~100W  100W~150W  150W~180W  180W~240W  240W~400W
Light Souroe Philips,Cree 3030

Supply voltage range 100~305VAC

Frequency Range 50~60Hz

Power Factor >0.95

LED Junction Temperature <60°C (Ta=25°C)

Lamp Boby Temperature <50°C (Ta=25°C)

Color Temperature 2700-6500k

Color Rendeing Index CRI>70

Lamp Luminous Flux 120Imiw

System Efficiency >90%

Wark Temperature -25°C ~50°C

Light guiding system PC Lemses

Housing material Die-cast aluminum

Safety class Class Il

Shock protection IK10

Life >50000H

IP Rating IPE5

N.G(kg) 5.0 6.2 57 7.0 11.0
W.Glkg) 55 6.8 6.3 7.6 12.0
Carton Size(mm) 440*335*180  550*335*180  620*335*180  720"335*180  880°335"180
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SIZE L W H
A 422 320 140
B 522 320 140
C 600 320 140
D 700 320 140
E 853 320 140

APPLICATION AREAS

Urban main roads,secondary roads,commercial squares,industrial areas large and
medium-sized palygrounds.
Highway and other outdoor road,station,pier and other places lighting

PRODUCT DESCRIPTION

High strength aluminum alloy die casting shell,impact level can reach IK09;High-
performance patent potical lens,light transmittance was 95%,no glare.A full set of stainless
steel fasteners,convenient installation free maintenance;Adopted quick plug type electrical
connection in the design,maintenance more convenient and safe.



ncT

TECHNICAL SPECIFICATIONS

Product Name Fregat

Power 30W- 240W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

A M

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance 0.182 m"2
Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

515*190*98mm, 575*242*109mm
615*262*110mm, 685*287*110mm
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Code. Version LXWXH(mm)
FR2020901 55 515%190798
FR2020902 S 575%242%109
FR2020903 [ 615*262%110
FR2020904 L 685287110
T Luninous flux of the 1
Order Cods |No.LED | Cormected load (W) EMPETATUTE |y, s paive (1n)-4000k (T=85T) |  CRI nput X 1P
coler woltage
FR2020001 | 96 60 7800
FR2020002 | 144 120 15600
2700-6500K >80 |100-277VAC| K09 P86
FR2020903 | 192 160 20800
FR2020004 | 240 240 31200
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TECHNICAL SPECIFICATIONS

Product Name Trilux

Power 40W- 200W
Supply Voltage Range 100-277VAC
Temperature range -25 - +55 degree
Light guiding PC lens

Light source

Luxeon/Philips/Cree 3030/5050

Luminous intensity class

Asymmetrical:G1

Glare index class D6

CCT 2700-6500K
CRI CRI>80
System efficiency >150

LED Lifetime Min 50,000 hrs
Lightning protection 10KV/20KV

Housing Material

Die-casting Aluminum

Cover material

Tempered glass

Housing color

Grey, Black or customized

Wind resistance

0.102 m"2

A M

Protection Glass IP66
Shock Protection glass IKO9
Corrosion resistance C5
Mounting diameter option 60mm

Dimension(mm)

572*195*93mm, 640*240*93mm
718*285*99mm




}Trilux

Code. Version LXWXH(mm)
TR203013 S 572%195%93
TR203015 M 640*240*93
TR203018 L 718%285%99

Luminous flux of the

Order Code |No.LED | Cormected load (¥) Ta“:j{:‘;““ luninaire(In)-4000k (T=857) |  cRI vi‘;ﬁ:;g IK 1P
72 40 6400

TR203013 | 96 60 9600
24 80 12800

I T 100 16000
= Fan 2700-6500K e 80  |100-277VAC| IK09 1P66
192 150 24000

TR203018 43 180 28800
288 200 32000




neT

www.nctled.com





