
Window Poppers
 simple push frees stubborn windows

Window Poppers are made of a machined alu-
minum shaft fitted at one end with a rubber cap, 
and at the other end with a plastic knob and 
release spring. 
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Please follow these step-by-step instructions to 
install your Window Poppers:

1) While the installation of Window Poppers 
can be performed single-handed, it is easier to 
have the aid of a helper.

2) Open the window to its most wide-open posi-
tion. 

3) Position your helper inside the trailer with a 
piece of scrap wood (a short length of 2˝x4˝ is 
ideal). Your helper’s job will be to hold the wood 
on the inside of the window frame, behind the 
area where you are drilling (from the outside) to 
act as a support for the drill.

Instructions

Replacement parts:
A: Window Popper shaft, $3.95 B: Knob, $2.25
C: “C” clip: $.50   D: Rubber cap: $.70
E: Release spring: $2.25
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Down the road...

Order information:
Order on-line at www.seeyoudowntheroad.com or call 
us at 805.801.8750. All items are carefully packaged, 
and we ship Priority Mail. PayPal (on-line), MasterCard, 
and Visa are accepted. You may also send a check with 
your order to our address below. For replacement parts 
or any questions, please call us.
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4) Mark a spot that is 1/2” down from the top 
of the frame and centered left to right. Using 
a 3/16” drill bit, drill a 3/16” hole through the 

window frame as shown in Fig. 2. If you are us-
ing a helper, he or she should place the wood 
block behind where you are drilling and push 
gently to support the frame as you drill into it, 
keeping hands clear of where your drill bit will 
be coming through. Once you drill through the 
aluminum, stop and retract the drill.

5) Unscrew the black knob and slide the spring 
off the shaft (leaving the rubber cap on the 
shaft). Holding the rubber cap, insert the shaft 
from the outside of the window frame until the 
C clip contacts the frame, and hold it in place 
while your helper reinserts the spring and 
threads on the knob from inside the trailer. 

6) Repeat the process for each additional win-
dow.

CAUTION: When using Window Poppers apply 
only as much pressure as needed to release 
the stubborn window. Never hit or force the 
knob. Ensure that your window latches (locks) 
are open before pushing the Window Popper.
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