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Omigo – Seat Installation
PRODUCT COMPONENTS
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OMIGO PARTS

PRODUCT INFORMATION (cont.)

1. Lid

2. IR Sensor

3. Stainless Steel Nozzles

4. Body (seat) Sensor

5. Seat

6. Power Cord

7. Water Hose

8. T-Valve

9. Drain Plug

10. Water Inlet

11. Quick Release Button

12. Mounting Plate

13. Deodorizer

14. Nightlight

15. Remote Control

 11

 9
 10

 1

 2

 3

 4

 5

 8 7

 6

 15

 13

 12

 14



Questions about installation? Call our customer service department at 800-863-1854 or visit www.myomigo.com/help

9

INSTALLING YOUR OMIGO

INSTALLATION PARTS

1. Mounting Bolt (2)

2. Rubber Cone Washer (2)

3. Flat Washer (2)

4. Barrel Nut (2)

5. Mounting Plate

6. Adjustable Bracket (2)

7. T-Valve Connector with Rubber Washer

 1  5

 2

 3  6

 4

8. Water Hose

9. Cable Clips (2)

10. Remote Control Wall Mount

11. Remote Screw (2)

12. Remote Anchor (2)

13. CR2032 Batteries (4)
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INSTALLATION
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WATCH OUR INSTALLATION VIDEO
Installation guides for your Omigo can be found online, at myomigo.com/help.

CHECK FOR TOP MOUNT INSTALLATION
If your fixture only has top-side access to the mounting bolts that hold the seat to 
the toilet, you will likely need a Top Mount Hardware Kit. Visit us at myomigo.com/
help for further assistance.

CHECK FOR A CONCEALED TOILET FILL VALVE
Many modern toilets have sleek designs intended to cover and camouflage plumbing 
connections, which makes a standard Omigo installation difficult or impossible.  
For this, we recommend using the Alternate T-Valve. Visit us at myomigo.com/help 
or contact us at 800-863-1854 for further assistance.

CHECK WATER SUPPLY LINE
Check the line that connects the toilet tank to the water shut off valve. If it is a rigid 
pipe, you may need to purchase a flexible hose to replace it before installing your 
Omigo. The length of the hose and the size of the connectors will vary.

RESIDUAL MOISTURE IS NORMAL
Every product is tested with pure water during production to ensure the highest 
quality and performance. It is normal to find a small amount of residual moisture on 
the product and in the reservoir and filter.

TOOLS
A Phillips head or standard screwdriver may be needed to remove the existing 
toilet seat and a standard wrench may be needed for tight water supply 
connections. Teflon tape can be helpful in creating a water-tight seal between 
plumbing connections.

BEFORE INSTALLATION

INSTALLING YOUR OMIGO (cont.)

INSTALLATION (cont.)
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3. Connect T-Valve to the Toilet Tank Fill Valve

a. Place the flat edge of the rubber washer into the 
T-Valve against the metal with the raised lip 
facing the toilet tank connection.

b. Install the T-Valve with the rubber washer to 
the incoming water connection on the bottom of 
your toilet tank.

4. Connect the water supply line coming from the 
wall to the bottom of the T-Valve.

NOTES:

The T-Valve connects to the fill valve directly 
under your toilet tank - it does not connect at the 
wall.

Only connect to the cold toilet water supply line.

If your water supply line is rigid you may need to 
replace it before continuing.

Step 3a

raised lip
(faces up)

NOTES:

You may wish to place a container under the tank 
to catch any excess water.

Do not continue without completing the above 
steps.

Failure to do so could result in flooding, leaking or 
damage to your Omigo.

2. Turn Off Water Supply Valve and Flush Toilet

a. Turn water valve off to stop the flow of water.

b. Flush toilet and hold down handle to completely 
empty tank.

c. Disconnect water supply hose from toilet tank.  
Do not disconnect from the water supply valve.

Step 2c

Steps 3-4

toilet tank

t-valve

cold water
supply line

INSTALLATION

1. Existing Toilet Seat Removal

a. Lift hinge covers and use a screwdriver to remove the mounting bolts.

b. Remove the toilet seat. Steps may vary by type of seat and toilet.

Please read these instructions carefully before installing your Omigo.  Failure to do 
so could result in flooding, leaking or damage to the product.

INSTALLATION (cont.)
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INSTALLING YOUR OMIGO (cont.)

INSTALLATION (cont.)

5. Install Mounting Plate

a. Place adjustable mounting plate over mounting 
holes on toilet, rubber side faces down, curved 
edge faces toward the toilet tank.

b. Place adjustable brackets flat side down in the 
center of the square opening in the mounting 
plate and insert mounting bolts through 
adjustable brackets and mounting holes. Be sure 
that the square mounting bolt head is even with 
sides of adjustable bracket.

c. Slide rubber cone washer, flat washer, and then 
barrel nut onto mounting bolts under the toilet 
bowl and tighten to keep mounting plate in 
place.

7. Attach your Omigo to the Mounting Plate

a. Set your Omigo flat on the toilet bowl in front 
of the mounting plate, and slide seat onto plate 
until it is secure and “clicks” into place.

b. If the seat appears too short or too long for the 
toilet, adjust the mounting plate accordingly. To 
adjust the mounting plate, loosen barrel nuts 
underneath the toilet and slide seat forward or 
backwards as needed. Once the seat is lined up 
properly, tighten barrel nuts to hold in place.

6. Connect the Water Hose to the Seat

a. Connect the Water Hose to the water inlet. 
Hand-tighten to secure. Take care not to twist 
the water hose, excessively bend it, or strip the 
plastic screw threads when screwing the hose 
onto your Omigo.

Steps 5b & 5c

Step 7b

Step 6a

INSTALLATION (cont.)
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NOTES:

Make sure to only use a grounded GFCI (ground 
fault circuit interrupter) electrical outlet. In the 
case of a short circuit, a grounded GFCI outlet may 
help prevent electric shock or injury.

If it is necessary to use an extension cord, only 
use those rated for a minimum of 15 amps with 
a three-wire extension cord with a three-blade 
grounding plug.

8. Connect the open end of the Water Hose to the 
T-Valve.

10. Connect Power

a. Plug the power cord into the electrical outlet.

b. If desired, use the included Cable Clips to con-
nect the power cord and Water Hose side-by-
side for a tidier appearance. 

9. Turn On Water Supply

a. Open the main water supply valve slowly and 
check for leaks.

b. Wait 5 minutes, check again and if there are no 
leaks continue.

Step 8

Step 10b

INSTALLATION (cont.)

INSTALLATION (cont.)
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INSTALLING YOUR OMIGO (cont.)

REMOTE CONTROL INSTALLATION

1. Battery Installation

a. Separate the remote control from the magnetic 
dock.

b. Turn remote over and open the child-proof 
battery compartment by popping off the battery 
cover with a flat-head screwdriver or small coin.  
Insert the four included CR2032 batteries “plus” 
side up and replace battery cover.

c. To confirm the batteries are installed correctly, 
press the Stop button and you should see the 
“Wide Spray” LED light turn on for a few seconds 
(NOTE: the 2 other LED lights may or may not 
turn on at this time depending on the current 
settings).

2. Mount Remote (optional)

a. Identify a location in the bathroom for the 
remote control that is visible and reachable from 
the toilet.

b. Depending on the wall type, you can install using 
the supplied screws and anchor mounts or use 
the provided double stick tape on the back of the 
remote wall mount.  
Make sure the remote mount is fully secure with 
either method so that it does not fall and damage 
the remote control.

c. Place the remote control into the mount as 
shown.

Step 2c

DANGER – Important Battery Information:

1. Remote contains “coin-style” batteries – keep away from children. If 
swallowed, seek medical attention immediately.

2. Ingestion of batteries may cause severe injury or death in just 2 hours.

3. Use only CR2032 batteries. Do not mix new and old batteries together. 

4. Double-check the + and – direction.

5. Take care when opening the battery compartment to replace the batteries - 
the batteries are spring-loaded.

6. Dispose of old batteries carefully.

Step 1b

For California Residents:  CR2032 batteries contain Perchlorate Material - 
special handling may apply.

Visit http://www.dtsc.ca.gov/hazardouswaste/perchlorate for more 
information.

INSTALLATION (cont.)
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EXTERNAL INLINE WATER FILTER INSTALLATION

1. Turn Off Water Supply Valve and Flush Toilet.

a. Turn water valve off to stop the flow of water.

b. Flush toilet and hold down handle to completely 
empty tank.

2. Disconnect the Water Hose from the T-Valve

3. Connect the female end of the Water Filter to the 
Open T-Valve Connection.

4. Connect the Water Hose to the male end of the 
Water Filter.

5. Turn the toilet water supply valve back on. 
FLOW

FLOW

Step 2

Step 3

Step 4

Customers with hard water, well water, and softened water can extend the life of 
their Omigo by purchasing and installing an external inline water filter. Visit us at 
myomigo.com/help for further assistance.

INSTALLATION (cont.)
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MAINTENANCE

Use a soft, damp cloth and mild cleanser (such as dish soap, Simple Green or Windex) 
to wipe down the seat. DO NOT scrub or use harsh, abrasive products to clean your 
Omigo. DO NOT use thinner, benzene, acidic chemicals, chloride, or hydrochloric 
acid detergent. This may result in corrosion to the metal parts or discoloration or 
scratches to your Omigo. 

For a more thorough cleaning, you may remove your Omigo. To remove the seat, 
press the Quick Release button (#11 on Page 8) and slide the seat forward off of the 
mounting plate and toilet.

Unplug your Omigo from the power source before cleaning or 
removing the seat.

1. Press the Nozzle Cleaning button on the Auxiliary 
Control panel on the side of the Omigo. The front 
wash nozzle will fully extend. Gently clean the 
nozzle with a soft cloth or toothbrush.

2. Press Nozzle Cleaning button again and the front 
wash nozzle will retract and rear wash nozzle will 
fully extend. Gently clean the nozzle with a soft 
cloth or toothbrush.

3. Press Nozzle Cleaning button a third time and 
the rear nozzle will retract back into the seat. 
Take care when cleaning the nozzles not to apply 
too much pressure to avoid damaging the nozzle 
system.

Step 1

SEAT CLEANING & REMOVAL

NOZZLE CLEANING

NOTE:

Be cautious of leaving home and beauty products in contact with your Omigo, 
the result of which can be irreversible discoloration.  Most stains can be removed 
using a 1:1 mix of rubbing alcohol and water and a soft cloth or towel.  However, 
some permanent stains are the result of substances left on the seat while the 
seat heater was activated.  Be cautious of home and beauty products (including 
but not limited to various hair and air freshener sprays, lotions, body wash, skin 
tanners, body butters, and oils) that come in contact with the seat.  Wash off any 
substances that come in contact with the seat as soon as possible.  If necessary, 
replacement seat parts can be purchased through the Omigo Help Center. Visit 
myomigo.com/help or contact us at 800-863-1854 for futher assistance.

MAINTENANCE
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Replacement Deodorizer Cartridges are available for purchase at myomigo.com.

1. Locate the Deodorizer Compartment at the rear of your Omigo. It is on the right-
hand side, if you are facing the toilet.

2. Pull the tab that extends from the compartment until the compartment is 
completely removed from your Omigo.

3. Pull the old Deodorizer Cartridge out from the compartment and replace it with 
the new one.

4. Push the Deodorizer Compartment back into the back of your Omigo.

REPLACING THE DEODORIZER CARTRIDGE

CLEANING THE MESH FILTER

Cleaning intervals will differ depending on use and 
water quality. It is recommended to check the filter 
at least once a year.

1. Turn off the water supply and hold the toilet’s 
flush lever down until all of the water has drained 
from the tank.

2. Unplug your Omigo, remove the seat from the 
toilet using the Quick Release button on the left 
side of the unit (see diagram on page 8), and 
disconnect the Water Hose. You may want to use a 
bucket to catch any dripping water from the Water 
Hose.

3. Remove the Mesh Filter from the water inlet with 
a pair of tweezers or needle-nosed pliers.

4. Clean the filter with a toothbrush while running 
under tap water to effectively remove any foreign 
substances or build-up.

5. Replace the Mesh Filter and carefully check that 
it is installed correctly. If improperly installed, it 
could result in the product leaking water.

6. Reconnect the Water Hose and place the seat back 
on the toilet. Plug the cord back in, and turn the 
water supply back on.

Step 3

MAINTENANCE (cont.)

MAINTENANCE (cont.)
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TROUBLESHOOTING

If your Omigo appears to be operating abnormally, please review the troubleshooting 
tips before calling the Omigo Service Center as most issues are easily resolved with a 
few simple steps. If you are unable to resolve the issue after checking the following 
items, please visit myomigo.com/help or contact us at 800-863-1854 for further 
assistance.

Check before continuing:

• Make sure your Omigo is connected to power and that the outlet is working 
properly.

• Make sure you check & test the reset button on the GFCI outlet (Standard 120V 
GFCI outlet).

• Make sure the Remote Control has fresh batteries and they are installed correctly

• Make sure main water supply valve is open.

• Make sure the seat is not in Eco Mode.

• Confirm there are no leaks from hoses or water supply.

• Make sure Mesh Filter is clean and free of build up or debris (see maintenance 
section).

After checking items above, refer to the following troubleshooting chart for 
additional solutions

PRODUCT STORAGE & USE

Short Term Non-Use

If the product will not be used for more than a few weeks, you can simply unplug it. 
You may also consider shutting the water supply off at the wall for extra precaution.

Long Term Non-Use

If the product will not be used for an extended time 
(longer than four months), you should unplug the 
unit, shut the water supply off at the wall, remove 
your Omigo from the toilet, and then drain the 
Hot Water Heater.  To drain the Hot Water Heater, 
remove the drain plug and the back of your Omigo 
by turning it counterclockwise by 90 degrees (Image 
“1”) and then pulling it forward (Image “2”) so that 
any residual water drains out.

PRODUCT STORAGE & USE | TROUBLESHOOTING
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TROUBLESHOOTING (cont.)

Problem Possible Cause(s) Solution(s)

Your Omigo 
is not working

1. Omigo not plugged in

2. No power to Omigo

3. There is power, but nothing 
happens when trying to use 
Omigo

4. The incoming water is too hot

5. Not activating Seat Sensor

1. Make sure Omigo is plugged in.

2. Check and reset GFCI outlet.

3. The Remote Control batteries may be 
dead. Replace them if necessary.

4. Ensure that your Omigo is connected 
to the cold water supply.

5. Adjust sitting position to fully cover 
the Seat Sensor. Override the Seat 
Sensor (refer to Special Mode Operation 
section to unlock the Seat Sensor).

Product shuts off 
during use

1. Washing time exceeded the 
cycle time

2. Power failure

3. Water supply too hot

1. Press the wash button during cycle to 
extend the time (see Operation section for 
more information about wash functions).

2. Check and reset GFCI outlet.

3. Ensure that your Omigo is connected to 
the cold water supply only.

Low water flow or 
spray pressure

1. Clogged filter

2. Water supply valve not opened 
fully

3. Nozzles dirty

4. External inline water filter

5. Pressure & wide spray settings

1. Remove, clean, and reinstall mesh 
filter (see Maintenance section).

2. Check that the water supply valve at 
wall is fully open.

3. Clean nozzles (see Maintenance 
section).

4. If you have an external inline water 
filter, check and replace if necessary.

5. Adjust the water pressure settings on 
the remote to increase and adjust the 
wide spray settings on the remote.

Nozzles do not 
function properly

1. Nozzles are dirty

2. Clogged filter

3. Water pressure is too low

4. External inline water filter

1. Clean nozzles (see Maintenance 
section).

2. Remove, clean, and reinstall mesh 
filter (see Maintenance section).

3. Check water supply valve at wall to 
fully open.

4. If you have an external inline water 
filter, check and replace if necessary.

TROUBLESHOOTING (cont.)
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Problem Possible Cause(s) Solution(s)

Seat is not heated 1. Seat temperature set to off 1. Make sure that the Seat temperature 
setting is on (Low- Blue light, Med- Pink 
light, High- Red light, Off- No light).

Wash feature does 
not work or 
fails to spray

1. Body sensor does not detect 
that you are sitting on your 
Omigo

1a. Adjust sitting position to fully cover 
the Body Sensor (see page 8). 

1b. Override the body sensor – refer to 
Special Mode Operation section on page 
25 to cancel the Seat Sensor Lock.

Water (wash spray) 
not heated

1. Water temperature set to off

2. Resettable fuse blown

1. Make sure that the Water tempera-
ture setting is on (Low- Blue light, Med- 
Pink light, High- Red light, Off- No light).

2. The bimetal resettable fuse may blow 
if the temperature exceeds over the 
normal level. Omigo will not work and 
show an error message until it cools 
down. The fuse will automatically reset.

Water flows before 
or after use

1. Water coming from nozzles 1a. The water that comes out between 
the nozzles before or after a wash 
cycle is the self-clean cycle and is not a 
malfunction.

1b. Residual water may drip into the 
bowl for several seconds after a wash 
cycle, self-clean cycle, or nozzle 
sterilization cycle and is not a 
malfunction.

Water leaks from 
areas other than 
the nozzles

1. Water leaking from the T-valve

2. Water leaking from the water 
hose connection

3. Water leaking from under the 
seat

4. Water leaking from behind the 
seat

1. Make sure that the rubber gasket is 
inserted correctly into the T-valve (flat 
side down with lip pointing up towards 
the toilet tank connection) and firmly 
tighten the connector.

2. Make sure that the water hose is cor-
rectly connected and tight. Check any 
rubber washers and do not over tighten.

3. Check if there is anything between 
the mesh filter and he seat. Remove, 
clean, and reinstall mesh filter.  Check if 
the filter is damaged (see Maintenance 
section).

4. Check the water tank plug in the back 
of your Omigo (see Maintenance section 
under product storage and use).

TROUBLESHOOTING (cont.)


