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Jema Autolifte Euro line Tyre changer  

DWB-10-E is a Automatic tyre changer with two helping 
arms for UHP and run-flat tyres. Column and arms are 
moved and blocked by pneumatic cylinder. Mounting 
and demounting are carried out with little effort and high 
accuracy without risk of damaging a tyre. Suitable for 
aluminum rims.

DWB-10-E has a  strong and solid design, self-centering 
four jaws turntable, tyre inflating gun with manometer

DWB-10-E is produced in Europe and is of course CE 
approved

Technical specifications
•	 Noise level 70db
•	 400V  power supply
•	 Motor power 0,75kW
•	 Air pressure 8-10bar
•	 Max. wheel diameter 42”
•	 Max. wheel width 15”
•	 Inner clamp 13-26”
•	 Outer clamp 10-23”
•	 Tyre changer weight: 300kg
•	 CE Approved 
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Jema Autolifte tyre changer ”Euro line” DWB-10-E is an amazing 
tyre changer made of the bst possible components.  
DWB-10-E is produced in Europe! The tyre changer have two 
helping arms which makes changing tyres a easy task.

DWB-10-E Handling  
Reinforced horizontal slide,  and  grub 
screws to eliminate the lateral plays on 
slide during machine operation. At the 
same time DWB-10-E has pneumatic cy-
linder to block and eliminate the plays 
on vertical slide

Construction 
Ergonomic inside  provides long and 
failureless functioning of the main 
components

Mounting head 
DWB-10-E has a strong and very precise 
mounting head, taking care of not 
damaging the Alu rims. 
 
Turntable
The tyre changer has a larger turntable 
which can work with up to 26” tyres.
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