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Jema Autolifts Euro line Tire changer

DWB-7-E is a semi-manual tyre changer. The tower are 
moved and locked manually. Mounting and dismounting 
is easy and fast with a very small risk to damage the tires. 
Can also be used for aluminum rims.

The DWB-7-E has a simple and solid design, self-centering 
four jaws turntable, tire pump gun with pressure gauge.

DWB-7-E is produced in Europe and of course
CE approved.

Technical specifications
• Noise level 70db
• 400V  power supply
• Motor power 0,75kW
• Air pressure 8-10bar
• Max. wheel diameter 42”
• Max. wheel width 15”
• Inner clamp 13-23”
• Outer clamp 10-20”
• Tyre changer weight: 180kg
• CE Approved 
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Jema Autolifte tyre changer ”Euro line” DWB-7-E is an amazing 
tyre changer made of the bst possible components. 
 
DWB-7-E is produced in Europe! 

DWB-7-E handling  
Side sliding tower that can be easily 
and quickly adjusted to the rim. 
Setting the mounting head takes place 
manually.

Structure
Extremely simple construction inside the 
appliance provides long and error-free 
operation of the main components. 
Large and precise turnplate.

Mounting Head
The DWB-7-E has a strong and very 
precise mounting head, which does not 
damage Alu rims.

Turntable
The deck has a large sturdy turntable 
that can handle up to 23 ”wheels. 
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