
1

Jema Autolifte Wheel balancer DWC

The basic Line balancer DWC is suitable for private or 
small workshops. 

The DWC Wheel balancer is easy to operate and comes 
with safety screens, hammer / pliers and 4 different cones 
as you can easily change to fit the wheel size.
 
Optional Extras motorcykelkit. 

Jema Wheel balancer DWC  has CE approval certificate!

Technical specifications
• Noise level 65db
• 220V  power supply
• Motor power 0.2 - 0.37kW
• Max.  Rim diameter 10” - 24”
• Max. Rim width 1.5” - 20”
• Max. Tyre diameter 45”
• Max. Wheel weight 65kg.
• Balancing accuracy +/- 1gr.
• Wheel balancer weight 104kg.
• CE Approved 
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DWC has high mechanical principal axis to make sure of a high 
accuracy when balancing the wheel.  
 
The Wheel balancer DWC is CE approved

Display 
DWC has LED numeric display screen 
with self-calibration and diagnosis.
Rim size available from 10” to 24”

Protection 
DWC comes with a protection hood to 
make sure it can be operated in a safety 
manner. 

Balancing programs  
DWC has different balancing  
programs for steel or Alu. rims to make 
sure of the best possible result. 

Accessories 
DWC comes with 4 different cones, 
wheel wide calliper, plastic lid, counter 
plier and quick release nut.
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