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Jema Autolifte Basic line jacking beam JA2000J-AIR

The jacking beam is our best-selling jack for our Basic line 
4 post lifts!

Here is a Danish designed jacking beam that can be 
mounted on our Basic line 4 lifts JA4000F, JA5500F and 
JA5501F. The jacking beam is for you who need a solid 
and extremely useful jack. The JA2000J-AIR is easy and 
fast to operate and has a maximum lifting capacity of 
2000 kg.

The lifting platforms are easily and quickly adjusted as 
needed, so it is easier to hit the lifting points on the car.
The Jema Autolifte jacking beam has a safety lock to 
ensure that safety is paramount.

Tekniska specifikationer
• Loading capacity 2000 kg.
• Rise time 15 sec. 
• Drop time 10 sec.
• Lifting height 450 mm 
• Working pressure 10 Mpa 
• Min./Max. wide 795-1470 mm
• Manually safety lock
• Weight 100 kg.
• CE Approved
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The obvious jack solution for our 4 Post models JA4000F, JA5500F 
and JA5501F or possibly as a budget-friendly jack number two 
on the Euro line lifts.

Adjustable platforms 
The JA2000J-AIR have easy 
adjustable screw platforms

Protection and safety 
The JA2000J-AIR jack has scissor front cover, 
to insure that the consumer can use the 
product in a safe 
manner. 

Safety lock 
All Jema Autolifte jacks has 
automatic safety lock system, which means, 
when the jack is raised it will 
automatically grip in to safety lock in  
various heights. The safety lock is manually 
released 
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