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Jema Autolifte Euro line low profile scissor lift JA3500S-E

JA3500S-E is a on ground installation low profile scissor lift 
with a minimum height of only 10,5 cm. 

JA3500S-E is produced in Europe therefore it is 
produced out of the best possible materiales - The scissor 
lift of course comes with rubber blocket included, which 
are easy and fast to placed under the lifting point of the 
cars. The JA35000S-E will fast reach the maximum height 
of 1950mm and take cars up to 3500 kg.

The scissor lift can be delivered both in 220v and 380V 
electric connection. The JA3500S-E is of course CE 
approved!

Technical specifications 
• Lifting capacity 3500 kg.
• Rise time 45 sec. 
• Lowering time 40 sec.
• Lifting height 1950 mm
• Control box 
• 380VPower supply 
• Motor power 2.2 Kw
• Noise level 65 db
• Safety valve
• Weight 900 kg.
• CE approved

Jema Autolifte A/S - Denmark

Euro line 
JA3500S-E 

Low profile scissor lift 
On ground installation



2

JA3500S-E is the perfect solution if you want a high quality 
scissor lift. With the JA3500S-E scissor lift, the user has the oppor-
tunity to work on even the lowest cars as it is only 10.5 cm. high. 

JA3500S-E is of course CE approved!

On-ground installation
JA3500S-E is made for on-ground 
installation so that the user can 
mount the lift easily and quickly.

Rubber blocks
JA3500S-E comes of course with
rubber blocks that can easily be 
placed under vehicle lifting points.

Access ramps  
The platforms are designed so that 
there are access ramps at both ends, 
the ramps can also be used as a 
lifting point so it can take both short 
and long vehicles

Power supply
JA3500S-E can both be delivered 
in 220V and 380V and have a full 
automatic control box, which makes 
it safe and easy to operate the lift. 
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