
72" 17-DRAWER TOOL CABINET

INSTRUCTION MANUAL

Fill in the following information and  
retain this manual for future reference:

MODEL(S) ______________________________

DATE OF PURCHASE ______________________

PLACE OF PURCHASE ____________________

RECEIPT NO ____________________________
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PARTS LIST

PART # DESCRIPTION QTY

11 253072 Drawer Liner 3

12 608001 Lock and Key  
(1301–1313)

1

13 608033 Work Top 1

14 263072 Top Mat 1

To order replacement parts, email service@qualitycraft.com or 
call 1-800-459-4409 (Monday–Friday, 8 a.m.–4:30 p.m., CST). 
Please have the part number and quantity ready.

Replacement keys may be ordered using the code that appears 
on the face of the lock.

Not all parts are covered under warranty. Those parts not 
covered can be purchased.

ATTENTION
To reduce the risk of injury, the user must read and understand this instruction manual before 
using this product for the first time. SAVE THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
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The keys are taped to the  
inside of the first drawer.

PART # DESCRIPTION QTY

1 603008 M6 x 30 mm  
Phillips Hex Bolt

8

2 204785 Cabinet Handle 2

3 608045 Swivel Caster 4

4 608060 Washer 24

5 606061 Spring Washer 24

6 103024 M10 x 30 mm Hex Bolt 24

7 273072 Slide Set 27

8 608002 Rigid Caster 2

9 233072 Drawer Liner 4

10 243072 Drawer Liner 10
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HANDLE INSTALLATION
NOTE: Assemble the handle first to make it 
easier to move the tool cabinet.

Simply position the handle over the holes in  
the cabinet and attach with the M6 x 30 mm 
Phillips hex bolts provided. Tighten securely.

RAISE AND RELEASE DRAWER FRONTS
These units are equipped with the raise and 
release drawer fronts.

To open, lift up on 
the drawer front while 
pulling towards you.

To close, shut the 
drawer firmly until the 
latch engages.

If the drawer does not stay closed, the hook may 
be bent, or it may be rubbing against the drawer 
slides. To fix this problem, lightly bend the hook 
until the drawer will engage in the slide.

DRAWER REMOVAL
Pull the drawer out so that it’s almost fully 
extended. Push up on the black release lever 
on one side, while pulling down on the black 
release lever on the other side.

While holding the levers in the positions as 
instructed above, pull the drawer outward until  
it is released from the drawer slide.

PUSH UP – ONE SIDE

PUSH DOWN – OTHER SIDE

DRAWER REPLACEMENT
Extend the drawer slides from the tool cabinet. 
Insert the brackets on each side of the drawer 
into the slots in the slides, being careful that 
they are properly positioned. Once properly 
inserted, completely close the drawer to set the 
slides in their proper positions.
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MAINTENANCE
Lubricate the casters with high quality bearing 
grease (annually/yearly).

Lubricate the slides (twice a year) with a product 
like WD40 or other quality lubricant. This is 
especially true as the temperature decreases, 
which can cause the bearing to become stiff.

Periodically clean the drawer fronts, drawer  
trim, and other surfaces with mild detergent  
and water.

Auto wax will preserve the storage unit’s luster 
finish. Apply the wax as you would to a car. 
The wax will also help protect the unit against 
scratches.

Grease and oil can be removed with most 
standard cleaning fluids. For safety, use a 
nonflammable cleaning fluid.

SAFETY
CAUTION:  The maximum weight for each 

drawer should be no more than 250 lbs.
CAUTION:  The maximum product weight, 

including contents, for this unit should be no 
more than 6,750 lbs.

WARNING:  Lock the drawers before moving 
this product. The drawers could come open and 
make the product unstable and tip, which may 
cause personal injury or product damage.

WARNING:  DO NOT stand on this product 
or lean on the drawers or work top.

WARNING:  WEAR SAFETY GLASSES when 
removing or repositioning the slides. The tool 
could slip, which may cause personal injury.

CAUTION:  When moving this product, do 
not pull it. Push the product to prevent personal 
injury.

CAUTION:  USE THE BRAKES when not 
moving this product. This will prevent the 
product from rolling, which may cause personal 
injury or product damage.

CAUTION:  BE CAREFUL when opening more 
than one drawer. The product could become 
unstable and tip, which may cause personal 
injury or product damage.

WARNING:  DO NOT mount this product on 
a truck bed or any other moving object. This may 
cause personal injury or product damage.

CAUTION:  Secure this product properly 
before moving it with a forklift.

WARNING:  DO NOT tow with power 
equipment. The product could tip, which may 
cause personal injury or product damage.

WARNING:  DO NOT alter this product in 
any manner. For example, do not weld external 
lockbars or attach electrical equipment. This 
may cause product damage or personal injury.

CAUTION:  Keep the product on level 
surfaces. The product could become unstable 
and tip if stored or moved on an uneven surface, 
which may cause personal injury or product 
damage.

WARNING:  DO NOT attach or mount this 
product to a vehicle. Mounting this product to 
any vehicle in any manner will void warranty.
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FIVE YEAR LIMITED WARRANTY
The product is warranted to be free from defects  
in materials and workmanship for a period of  
five (5) years from the date of original purchase. 
This warranty does not apply to products that  
have been misused, abused, damaged by 
accident or otherwise, subjected to abnormal 
use, or modified. If this product is defective, email 
service@qualitycraft.com or call 1-800-459-4409 
(Monday–Friday, 8 a.m.–4:30 p.m., CST). If the 
product is defective, in our opinion, we will replace 
the defective part at no cost to you. Please do not 
ship your product back to the store or to us, unless 
we send you written instructions for return. In the 
event it becomes necessary for your product to be 
returned, we will notify you how to proceed. A copy 
of your original purchase receipt MUST accompany 
the returned product. 

Manufactured by: 
Quality Craft Industries 
Surrey, BC, Canada  V3S 5N4 
www.qualitycraft.com 
service@qualitycraft.com 
1-800-459-4409
(Monday–Friday, 8 a.m.–4:30 p.m., CST)

Made in China
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