
SpecificationS are Subject to change without notice

10800082 02/11

LL90HW
HIGH WATTAGE EMERGENCY LIGHTING UNIT

Model Number:
Type:
Job:

Approvals:

The LL90HW combines either 6 or 12 volts with capabilities 
of up to 100 watts into a low-profile, contemporary 
housing design. Built for dependability, this economical 
unit offers solid-state electronics and fully adjustable 
designer heads to compliment any environment.
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WarranTy
any component that fails due to manufacturer’s defect  
is guaranteed for 1 year with a separate 5 year pro-rated  
warranty on the battery. The warranty does not cover 
SK\VLFDO� GDPDJH�� DEXVH� RU� DFWV� RI� *RG� manufacturer 
reserves the right to charge for such repairs if deemed 
necessary.

LL90HW Plastic

Plastic
18-100W

Steel
18-36W

Steel
54W

Steel
72-100W
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CONSTRUCTiON
Plastic: Precision molded housings constructed of UV 
stable UL 924 V-0 flame retardant thermoplastic.  Units 
resist denting, peeling, scratching, and corrosion.  Tool-
less access provided for easy maintenance, universal 
J-box mounting pattern and key hole slots provided for 
simple installation.  Knockouts are provided on the top, 
back, and sides for easy wire entry.  standard finish is 
textured white, also available in black.

steel: die formed 20 gauge steel housing with epoxy 
powder coat finish.  White finish is standard.  universal 
J-box mounting patter and key hole slots provided for 
simple installation.  Knockouts are provided on top, back, 
and sides for easy wire entry.

iLLuminaTion
Two fully adjustable, attractive, square shaped lamp heads 
with rounded corners and vacuum metallized reflectors 
allow for maximum light to be delivered to the path of 
egress.  Units supplied with (2) 9 watt wedge based 
tungsten lamps as standard.

ELECTRONiCS
120/277 VAC dual voltage input with surge protected, 
solid-state regulated charging circuitry.  The system is 
provided with low voltage disconnect, line-latch, brownout 
protection, AC indictator LED lamp and test switch.  Steel 
units also feature a high-charge indicator Led.  regulated 
charge voltage prevents over/under charging that shortens 
battery life and reduces capacity.  The brownout protection 
circuitry will automatically switch the unit into emergency 
mode if the utility voltage sags below 20% of nominal.  
Line-latch circuitry prevents the unit from turning on during 
installation to a non-energized AC circuit, saving time in 
reconnection of battery terminals.

BaTTery
maintenance free, sealed nickel cadmium or lead 
calcium batteries, are available. standard sustained 
emergency operation is for 90 minutes with the 
illumination source providing full light output. The  
suggested operating temperature range for nickel cadmium 
batteries, is 20°F (-7°C) to 95° (35°C). The suggested 
operating temperature range for sealed lead calcium 
batteries is 65°F (19°C) to 85°F (30°C).

SELF-TESTiNG/
SELF-DiAGNOSTiC OPERATiON (Option: G2)
Circuitry continuously monitors the operating condition of 
the AC power, battery supply voltage, emergency lamp 
continuity, transfer circuit, and charging circuit.  Circuit 
also provides a self-testing automatic code compliant 
feature.  The self-test feature will perform a full function 
test of the equipment in emergency mode for five minutes 
every month, and a 90 minute test twice a year.  if a failure 
is detected, visual status will occure through a series of 
blinkds on the Led indicator.  Led will blink until fault has 
been corrected.

OPERATiON

Type AC
Volts

Input
Amp

Max
Volts

Output
Volts

Watts Output (hour)

1! 2 4

LL90HW-6-27
120 .10 5.2

6 27 20 10
277 .04 5.6

LL90HW-6-54
120 .25 7.4

6 54 40.5 20
277 .108 7.4

LL90HW-12-54
120 .25 11

12 54 40.5 20
277 .108 11.1

LL90HW-12-100
120 .3 33

12 100 77 47
277 .108 34

ORDERING INFORMATION

HOUSING TYPE

s = steel
P = Plastic

MAX. WATTAGE

6V Lead Acid
27
36
54

12V Lead Acid
54

1002
6V NiCad

18
27

12V NiCad
54

VOLTAGE

6 = Lead acid Battery
6N = NiCad Battery
12 = Lead acid Battery
12N = NiCad Battery

SERIES

LL90HW

HOUSING
FINISH

B = Black
W = White

1 Not available with NiCad
2 100w unit only available with steel housing
NOTE:  
  LL90HW is shipped standard with (2) 9 watt heads, alternate 

  lamp heads are available, see Remote Lamp Heads spec.

OPTIONS

G21 = self Test/self-diagnostics 
Td = Time delay
LC = 3' Line Cord with Plug
220 = 220V, 50Hz (up to 54W)
XX2 = alternate Lamp Heads
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