
TO liferaft solutions designed for small passenger vessels, fishing vessels, high speed crafts 
and commercial vessels approved by the main Marine Administrations

►  Manufactured with a durable polyurethane coated fabric

►  Assembled using Thermobonding™ (advanced hot 
assembly technique), our liferafts are: 
•  Consistent (computer-controlled technique) 
•  Inert to ageing factors in the marine environments 
•  Extremely strong and safe when loaded 
•  Easy to service and fit in small light glass reinforced 
   plastic container 
•  Can be dropped from up to 36 meters 
•  Equipment packs sealed in strong watertight bags, 
   secured inside the liferaft 
•  Approved EPIRB on requestCylinder
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►  Our TO liferafts are packed either in: 
•  ROUND container 
•  LPC (low profile container) or 
•  XTREM (compact option)

ROUND

Metallic deck 

Tilting cradle

LPC cradle 
horizontal storage

►  Our TO liferafts are stored either on: 
•  metallic deck cradle (galvanized steel or aluminum) 
•  GRP deck cradle (single or double) 
•  LPC cradle (with horizontal or vertical storage) 
•  tilting cradle (single or multiple) or 
•  specially designed deck cradles 

►  Liferaft secured on the cradle with lashing & hydrostatic 
 release unit
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CHARACTERISTICS

STORAGE ONBOARD SHIPPACKING

THROW OVER Liferafts 
4 up to 37 persons

REGULATION
 

Designed and manufactured in conformity with: 
  . SOLAS regulation 
  . HSC code 
  . LSA code 
Approvals: EC(MED) / USCG / TC / RMRS / CCS



SURVITEC SAS reserves the right to change specification without notice. For installation, add minimum +10mm for clearance to dimensions of the container. 
 
SURVITEC SAS - Route de Chatenet - 17210 Chevanceaux - FRANCE / www.surviteczodiac.com / surviteczodiac@survitecgroup.com

LIFERAFT RANGE TECHNICAL DATA

ROUND container

Liferaft
CAPACITY

WEIGHT 
A pack / B pack

DIMENSIONS L x w x h (mm)

A pack B pack

4 56kg / 48kg 1155 x 470 x 435 1155 x 470 x 435

6 76kg / 57kg 1260 x 520 x 485 1155 x 470 x 435

8 80kg / 57kg 1260 x 520 x 485 1155 x 470 x 435

10 99kg / 80kg 1156 x 612 x 584 1260 x 520 x 485

12 108kg / 85kg 1156 x 612 x 584 1260 x 520 x 485

16 139kg / 101kg 1308 x 713 x 685 1156 x 612 x 584

20 160kg / 106kg 1308 x 713 x 685 1156 x 612 x 584

25 180kg / 130kg 1308 x 713 x 685 1308 x 713 x 685

37 250kg / 163kg 1560 x 852 x 835 1450 x 800 x 740

50 434kg / 221kg 1560 x 952 x 960 1560 x 852 x 835

LPC (low profile container) XTREM (compact container)

Liferaft
CAPACITY

WEIGHT 
A pack / B pack

DIMENSIONS L x w x h (mm) WEIGHT 
A pack / B pack

DIMENSIONS L x w x h (mm)

A pack B pack A pack B pack

4 54kg / 46kg 924 x 574 x 359 924 x 574 x 359 - - -

6 76kg / 57kg 985 x 670 x 435 985 x 670 x 435 58kg / 42kg 790 x 555 x 340 790 x 555 x 270

8 86kg / 62kg 985 x 670 x 435 985 x 670 x 435 74kg / 54kg 840 x 570 x 340 840 x 570 x 294

10 101kg / 85kg 1190 x 650 x 315 1190 x 650 x 315 85kg / 60kg 940 x 640 x 364 940 x 640 x 314

12 110kg / 90kg 1190 x 650 x 315 1190 x 650 x 315 96kg / 64kg 940 x 640 x 364 940 x 640 x 314

16 126kg / 87kg 1160 x 752 x 505 1160 x 730 x 408 120kg / 82kg 1100 x 650 x 370 1100 x 650 x 340

20 141kg / 95,5kg 1160 x 752 x 505 1160 x 730 x 408 - - -

ILLUSTRATION OF A THROW OVER LIFERAFT

37 TO


