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AirPony
TM  

Conveyor Oven

Count on ‘em.  These quality designed dryers are big on production and small on space.  They are loaded 
with convenient features and priced to fit any budget.  Air PonyDryers operate with digital controls for 
the heater setting and the belt speed.  These machines feature intake fans and exhaust fans that move 
air safely away from the operator but do not require custom ventilation within a building.

Reliable cal-rod style heaters that easily adjust in height and industrial level construction provide these 
units with the durability found in our larger conveyor ovens.  AirPony dryers give additional value with 
their crowned rollers for perfect tracking on the fiberglass coated belt.

If you are looking for premium level construction and reliability on a smaller scale, then the AirPony is 
the right choice for your shop.
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Heaters designed to last
•	 Easily adjustable heater height.

•	 Calrod heaters for reliability

•	 3 year heater warranty

•	 Dual heaters on most models

Constructed for industrial use
•	 Crowned rollers for perfect belt tracking

•	 Insulated side walls for heat containment

•	 Heavy-duty design for durability

•	 Forced intake air and powered exhaust

Digital controls
•	 Premium fan cooled controls

•	 Digital temperature control

•	 Digital belt speed control

•	 Belt speed control from 5 seconds to 99.99 minutes

Easy to operate
•	 Dual power cords on 6’ models

•	 120V models use standard outlets

•	 Simple to understand control panel

Dryer specifications 2004 2006M 2006 2475 3607 3609

Oven Length 24” 24” 36” 48” 48” 48”

Belt Width 20” 20” 20” 24” 36” 36”

Belt Length 4’ 6’ 6’ 7’6” 7’ 9’

In feed 12” 24” 18” 24” 18” 30”

Out feed 12” 24” 18” 18” 18” 30”

Heaters 1 1 2 2 2 2

Panel location side side side top top top

Voltage 120 120 120 240 240 240

Amperage 15 15 15/30 28 28 28

Phase 1 1 1 1 1 1

Plastisol rate 3-5 dph 3-5 dph 5-8 dph 7-10 dph 12-15 dph 12-15 dph

Frame width 26” 26” 26” 30” 42” 42”

Height 41” 41” 41” 53” 53” 53”

Ship weight 150 200 250 350 400 450


