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Compact cylinder AlrTAC 

NACQ Series 

Product feature 

1. JIS standard is implemented.

2. C clip is adopted to connect the cylinder body and back cover or front cover, and riveted structure is adopted to connect

piston and piston rod to make it compact and reliable. 

3. The internal diameter of the body is treated with rolling followed by the treatment of hard anodizing,

forming an excellent abrasion resistance and durability. 

4. The seal of piston adopts heterogeneous two-way seal structure. It has compact dimension and the function of grease 

reservation.

5. Compact structure can effectively save installation space.

6. There are magnetic switch slots around the cylinder body, which is convenient to install inducting switch.

7. Installing accessories with various specifications are optional.

Criteria for selection: Cylinder thrust 

Unit: Newton(N) 

Bore Rod 
Acting type 

Pressure Operating pressure(psi) 

size(mm) size(mm) area(mm2 ) 15 30 45 60 75 90 105 

Single Push side 113.1 - 13.6 24.9 36.2 47.5 58.9 70.2 

acting Pull side 84.8 - 8.0 16.4 24.9 33.4 41.9 50.4 
12 6 

Push side 113.1 11.3 22.6 33.9 45.2 56.5 67.9 79.2 Double 
acting Pull side 84.8 8.5 17.0 25.4 33.9 42.4 50.9 59.4 

Single Push side 201.1 - 27.0 47.1 67.2 87.3 107.4 127.5 

acting Pull side 150.8 - 17.0 32.0 47.1 62.2 77.3 92.4 
16 8 

Push side 201.1 20.1 40.2 60.3 80.4 100.5 120.6 140.7 Double 
acting Pull side 150.8 15.1 30.2 45.2 60.3 75.4 90.5 105.6 

Single Push side 314.2 - 36.8 68.2 99.7 131.1 162.5 193.9 

acting Pull side 235.6 - 21.1 44.7 68.2 91.8 115.4 138.9 
20 10 

Push side 314.2 31.4 62.8 94.2 125.7 157.1 188.5 219.9 Double 
acting Pull side 235.6 23.6 47.1 70.7 94.2 117.8 141.4 164.9 

Single Push side 490.9 18.1 67.2 116.3 165.3 214.4 263.5 312.6 

25 12 
acting Pull side 377.8 6.8 44.6 82.3 120.1 157.9 195.7 233.4 

Double Push side 490.9 49.1 98.2 147.3 196.3 245.4 294.5 343.6 

acting Pull side 377.8 37.8 75.6 113.3 151.1 188.9 226.7 264.4 

Single Push side 804.2 27.4 107.8 188.3 268.7 349.1 429.5 510.0 

32 16 
acting Pull side 603.2 7.3 67.6 128.0 188.3 248.6 308.9 369.2 

Double Push side 804.2 80.4 160.8 241.3 321.7 402.1 482.5 563.0 

acting Pull side 603.2 60.3 120.6 181.0 241.3 301.6 361.9 422.2 

Single Push side 1256.6 44.7 170.3 296.0 421.7 547.3 673.0 798.6 

40 16 
acting Pull side 1055.6 24.6 130.1 235.7 341.2 446.8 552.3 657.9 

Double Push side 1256.6 125.7 251.3 377.0 502.7 628.3 754.0 879.6 

acting Pull side 1055.6 105.6 211.1 316.7 422.2 527.8 633.3 738.9 

Single Push side 1963.5 96.3 292.7 489.0 685.4 881.7 1078.1 1274.4 

50 20 
acting Pull side 1649.3 64.9 229.9 394.8 559.7 724.7 889.6 1054.5 

Double Push side 1963.5 196.3 392.7 589.0 785.4 981.7 1178.1 1374.4 

acting Pull side 1649.3 164.9 329.9 494.8 659.7 824.7 989.6 1154.5 

Single Push side 3117.2 141.7 453.4 765.2 1076.9 1388.6 1700.3 2012.1 

63 20 
acting Pull side 2803.1 110.3 390.6 670.9 951.2 1231.5 1511.9 1792.2 

Double Push side 3117.2 311.7 623.4 935.2 1246.9 1558.6 1870.3 2182.1 

acting Pull side 2803.1 280.3 560.6 840.9 1121.2 1401.5 1681.9 1962.2 

80 25 
Double Push side 5026.5 502.7 1005.3 1508.0 2010.6 2513.3 3015.9 3518.6 

acting Pull side 4535.7 453.6 907.1 1360.7 1814.3 2267.8 2721.4 3175.0 

100 32 
Double Push side 7854.0 785.4 1570.8 2356.2 3141.6 3927.0 4712.4 5497.8 

acting Pull side 7049.7 705.0 1409.9 2114.9 2819.9 3524.9 4229.8 4934.8 
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