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Mini cylinder(Stainless steel) 

NPB Series 

Specification 

Bore size(in) s116 I 1116 I 9/16 I 3/4 I 7/8 11-1116 I 1-114 I 1-112 I 1-3/4 I 
Acting I NPSB/NPTB Single acting I 
type I NPB/NPBD Double acting 

Fluid Air(to be filtered by 40µm filter element) 

Operating I Double acting 22-145psi(0.15-1.0MPa) 

pressure I Single acting 28-145psi(0.2-1.0MPa) 

Proof pressure 215psi(l.5MPa) 

Temperature -5 °F"' 160 °F (-20"c"' 70°C) 

Speed range inch/s 2-32

Stroke tolerance inch 0-6 +i04 >6 +io6 

Cushion type Bumper 

Port size #10-32UNF I NPTl/8 I 

Product feature 

1. NFPA standard is implemented.

2. It belongs to mini cylinder that has compact structure, small volume and light weight.

3. The guide precision of piston rod is high and no additional lubricant is needed.

4. Piston rod stainless steel barrel make the cylinder adapt general corrosive working environment.

5. There are cylinders and accessories with several specifications for installation for your choice.

6. It has small cylinder diameter and quick reaction, suitable for the working environment with higher frequency.
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