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Standard cylinder 

NSU Series 

Product feature 

1. Standard cylinder manufactured by NFPA Standard.

AlrTAC 

2. The seal of piston adopts heterogeneous two way seal structure. It's dimension is tight and it has the function of oil reservation. 

3. It is no tie rod cylinder. The cylinder barrel is "Mickey Mouse" shape ,and have good corrosion. 

4. The buffer adjustment of cylinder is smooth and steady. 

5. Various specifications of cylinder and cylinder installation accessories are available for customers to choose.
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[Unit: inch] 

Bore size\Item A AB AC AD AE B D DA E EA F FA M MA H K KA 

1-1/2 5-3/8 1-3/4 3-5/8 1.08 1.08 2 5/8 1-1/8 7 /16-20 3/4 11/16 1/4 1-1/8 5/8 1/2 1/4-28 0.59 

2 5-3/8 1-3/4 3-5/8 1.08 1.08 2-1/2 5/8 1-1/8 7 /16-20 3/4 11/16 1/4 1-1/8 5/8 1/2 5/16-24 0.59 

2-1/2 5-1/2 1-3/4 3-3/4 1.08 1.08 3 5/8 1-1/8 7 /16-20 3/4 11/16 1/4 1-1/8 5/8 1/2 5/16-24 0.59 

3-1/4 6-3/4 2-1/2 4-1/4 1.28 1.28 3-3/4 1 1-5/8 3/4-16 1-1/8 1-1/8 27/64 1-1/2 7/8 7/8 3/8-24 0.67 

4 6-3/4 2-1/2 4-1/4 1.28 1.28 4-1/2 1 1-5/8 3/4-16 1-1/8 1-1/8 27/64 1-1/2 7/8 7/8 3/8-24 0.67 

5 7 2-1/2 4-1/2 1.44 1.44 5-1/2 1 1-5/8 3/4-16 1-1/8 1-1/8 27/64 1-1/2 7/8 7/8 1/2-20 0.83 

Bore size\Item KB N NA p PA 

1-1/2 1.43 1-1/8 0.12 NPT3/8 0.59 

2 1.84 1-1/8 0.12 NPT3/8 0.59 

2-1/2 2.19 1-1/8 0.12 NPT3/8 0.59 

3-1/4 2.76 1-1/2 0.20 NPTl/2 0.69 

4 3.32 1-1/2 0.20 NPTl/2 0.69 

5 4.1 1-1/2 0.20 NPTl/2 0.85 

NSUD 

A+Strokex2 
[Unit: inch] 

AB AC+Stroke AB+Stroke 
Bore size\ltem A AB AC DA 

DA DA+Stroke 1-1/2 7-1/8 1-3/4 3-5/8 1-1/8

2 7-1/8 1-3/4 3-5/8 1-1/8

2-1/2 7-1/4 1-3/4 3-3/4 1-1/8

--------------$-
3-1/4 9-1/4 2-1/2 4-1/4 1-5/8

4 9-1/4 2-1/2 4-1/4 1-5/8

5 9-1/2 2-1/2 4-1/2 1-5/8

Remark: The unmarked dimension is the same as NSU standard type. 
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