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OSpecification

¢ TYPE power Voltage Frequency Voltage Electrical Power Consumption(VA/W) Insulation Temp rise('C)
- b Item (V) (Hz) range entry ForNC For NO NC NO
220 50 10.0VA | 15.0VA 35 | 50
- y 60 8.0VA | 11.0VA 30 | 40
50 10.0VA | 15.0VA 35 | 50
L.Back 15% DIN
. 116 AC "o 60 =15% Terminal 8.0VA 11.0VA 30 40
COIL ' Series ” 50 10.0VA | 15.0VA 35 | 50
60 Grommet g ovA | 11.0VA 30 | 40
24
ﬁ bC 5 -] =10% 6.5W ClassB | 30 | 30
: as 220 50 25.0VA | 35.0VA | lassy | 60 | 65
s 60 22.0VA | 30.0VA 55 | 60
50 25.0VA | 35.0VA 60 | 65
+15% | _DIN
170 AC | 110 60 £19% | L rminal | 22.0VA | 30.0VA 55 | 60
Series o 50 25.0VA | 35.0VA 60 | 65
@ Hookup 60 Grommet 55 ovA | 30.0VA 55 | 60
24
Coil’s type Hookup Connector’s type DC 2 - £10% 10.5W 40 | 40
AC
CDA116 PL2925M-P1
116 (Terminal) DC .
Series [ ol a116 AC |1 _ O How to select coil
(Grommet) DC N Coil_ Valve type\ Coil type 116 Series 170 Series
CDA170 AC PL3030M-P1 Class B ClassH Class B ClassH
170 (Terminal) DCc |2 i 2WJ030 2S[7030 ° « o «
Series | oLA170 ac 2KW1030 2KS[1030
(Grommet) [ po - 217030 2KL[J030 x ° x x
2WJ050 2571050
2KWI050 2KS[1050 x x e x
O How to use connector 2L07050 2KLIJ050 % % % Py
2W150~250 25150~250 ° y N B
Screw 2KW150~250 2KS150~250
2L150~250 2KL150~250 x ° x
Terminal shell 25320~500 2KS320~500 X L] X
21.320~500 2KL320~500 x x x °
Terminal core O How to select accessories
Valve type\ Coil type F-2S030LB F-2S050LB F-2S150LB F—2S200LB F-25250LB
2WJ030  [2SC1030 |2L[J030 ° . . y y
_ 2KW[J030  |2KS[J030 |2KLJ030
Terminal washer 2WEI050  |2S1050 |2LC1050 ) N B} B} .
2KW[J050  |2KS[J050 |2KLJ050
2W150 28150  |2L150 °
2KW150 2KS150  |2KL150 x x x x
2W200 28200 [2L200 . y °
2KW200 2KS200  |2KL200 x X
2W250 28250  |2L250 °
2KW250 2KS250  [2KL250 x x X X
28320~500 |2L320~500
2KS320~500 |2KL320~500 X X X X X

@ Ordering code of coil

120

CDA116 A[]
Coil type Temperature resistance class of coil
CD: Terminal Blank: B Class
CL: Grommet H: H Class
Coil's bore Voltage
A116: Coil Specification(Bore size ® 11.6mm) A:AC220V
A170: Coil Specification(Bore size ® 17.0mm) B: DC24V
C:AC110V
E:AC24V
F:DC12V
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