icotek

NORTH AMERICA

. =) ade in
C“US IP54 GL ﬁ;l:;sz ROHS I(\Z.Ae:nany

compliant

FT

Grommets for Flat Cables
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FT-1]o 46201 Blind grommet 5 Prod uct Descri ption
idth: 19 - e
FT-1)A 46210 V_V'dth' 19-23mm 5 [l" FT grommets are used to route flat cables, e.g.
Thickness: 5.5 -6 mm e e in elevator construction. Suitable for cable
entry frames KEL-FL.
FT1[8 462m Width: 28 - 33 mm -

V= A 0 Innovative construction of the grommets

compensates for manufacturing

Width: 24 - 30 mm ; ; fac
FT-lC 6 inconsistencies in flat cables.
1 4212 Thickness: 8.5-9 mm >

Width: 19 - 24 mm

FT11[E 621 .
I 46214 Thickness: 6.5-7 mm 5 Adva nta ges
FT-1|F 46215 Width: 28 - 33 mm 5 e = Routing of flat cables with various dimensions
Thickness: 9 - 9.5 mm ey
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FT-2|o 46202 Blind grommet 5 lr . SpeC|ﬁcat|OnS
Pg— —
el Material Elastomer

i . - S— . . .
FT-2|A 46250 _x",'d:h' 3255-38 mm 5 I 2 N Flame class UL94-Vo, self-extinguishing

ICKness: 5-5.5 mm — .

ol e Temperature - 40°C to + 90°C (static)
- Properties Halogen free, silicone free

idth: 45-50.5 mm

el 46251 Thickness: 6 - 6.5 mm 5
- Fits with
FT-2|C 46252 ‘_N' th: 47-52mm 5
Thickness: 9.5-10 mm
KEL-FL Cable entry frames 44
Width: 38 - 43 mm
FT-2[F 46255 Thickness: 12.5-13 mm 2
Width: 49 - 54 mm

it 46256 Thickness: 5-6 mm 5
FT-3]0 46203 Blind grommet 5

Thickness: 5-5.5 mm

Width: 72-77 mm w
FT-3|A 46300 5 R

FT-4|0 46204 Blind grommet 5

Width: 85-99 mm

Hisls 46330 Thickness: 4.2-5.2mm
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