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Integrated circular Blind plate BPK-SNAP,
sealing (IPs4) see page 156

Product Description .
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The patented KEL-SNAP frame provides a quick
assembly of the KEL system when necessary.
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© KEL-B
D[ KEL-SNAP-B4 42038  KEL-U-B 46%x38 10
KEL-QUICK-B

Control panels can be equipped with the
KEL-SNAP frame at delivery, allowing a simple
push in of the KEL frame when routing the ca-
bles and conduits. Perfect for enclosures that
are maintenance intensive or for an install at
a later date.

of 36 mm. Thus prefabricated multipole
connectors can be used.

KEL 10
KEL-U 10
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KEL-SNAP10 42039

A cut-out of 46 mm also can be chosen instead [ @5
I
0 46 x 65 10

Advantages

= Upon disassembly (e.g. maintenance) screwing
and unscrewing of KEL-frame is not necessary

= Previously assembled KEL frames are quickly 15355
and easily attached ‘

= |ntegrated gasket o D@ @ KEL16

= Drilling template identical to KEL frame M{ ?@ [ e ﬁ:tﬁg&fc.(,s e
(except KEL-SNAP-B4)
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| E ‘ Specifications
KEL 24 @ é
KEL-U 24 < [ 0 . .
KEL-SNAP24 42042 p"c ) 46x1m2 10 33 h E DI Material Polyamide (PA)
KEL-QUICK 24 e 5] Flame class UL94-Vo, self-extinguishing
955 Protection class IP54 (certified according to
DIN EN 60529:2000-09)
Temperature - 40°C to +140°C (static)
Properties Halogen free, silicone free
Drilling template ~ See Page 176 - 177
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5 S Accessories
KEL-SNAP24-E 42044  KEL24-E 71X 12 LI = ?[© KEL Cable entry frames 16 - 21
il T KEL-U Cable entry frames  6-12
Tl KEL-QUICK Cable entries  50-51
MP Module plates 146
BPK-SNAP Blind plates 156
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