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Bracket Version
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KEL-ER-B The EMC bracket combined with the
matching PFS|SKL EMC shield clamp is perfect
in conjunction with the KEL cable entry frame
for alleviating interferences due to shields.
MR The EMC clamp is assembled inside the
KEL-EMC-PF 10 K'éf:}‘:‘l:;x 39160 93 mm 83 mm 1 control panel. For this process the same fixing
KEL-ER 10| screws for the assembly of the KEL frame on
the control panel are used. A female screw
thread Ms is already integrated in the
KEL-EMC-PF bracket.
KEL- Eq Depending on the cable diameter, the corre-
KEL 16| sponding PFS|SKL EMC shield clamp can be
KEL-EMC-PF 16 KEL-U 16]x 39170 gamm gesmm U snapped onto the EMC bracket.
KEL-ER 16]x
KEL-E:
. Advantages
KEL-U 24|x
KEL-EMC-PF 24 KEL-ER 24|x 39180 ol ol ! = Very high flexibility in terms of cable diameter
KEL-DPZ 24|x = large surface contact of the cable shield
KEL-DPZ-E -

Permanent spring pressure on the cable shield
= Simple assembly

Specifications

Material ~ Carbon steel, galvanically zinc plated

Fits with

KEL-U Cable entry frames 6-14
KEL-ER Cable entry frames 7-15
KEL Cable entry frames 16-19
KEL-QUICK Cable entry frames  50-51
KEL-BES Brush frames 57

KEL-DPZ 24 Cable entry plates 62 - 63
KEL-DPZ-B Cable entry plates 64
KEL-DPZ-E Cable entry plates 65
X PFSZ|SKL Shield clamps 92
www.icotek.com [Eil) PFS|SKL Shield clamps 93



https://trimantec.com/product-category/icotek-kel-emc/

