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CRYSTALLINE

Safety Stride

AS 1428.1:2009
COMPLIANT DESIGN

AS 1428.1:2009
COMPLIANT DESIGN

•	 AS 1428.1:2009 compliant design with a yellow 
contrasting	insert	colour*

•	 Self-adhesive	insert	allows	fixings	to	be	fully	
concealed below the insert and is simple to install

•	 Concealed	fixings	improve	aesthetics,	are	highly	vandal	
resistant and prevent screws from becoming loose 
over	time

•	 Architectural design featuring a solid insert colour set 
against	an	anodised	aluminium	profile

•	 Non-slip by way of near diamond hard mineral insert 
wear layer - P5 rated

•	 Gradiented/chamfered	back	edge	brings	profile	down	
to	substrate	level	and	removes	trip	hazard	potential

•	 Suitable	for	internal	&	external	applications
•	 Cut to length & with countersunk holes pre-drilled

•	 Suitable	fixings	&	adhesives	available	for	all	
applications

•	 Manufactured in Australia by Safety Stride Pty. Ltd. 
under a strict internal quality program which 
guarantees dependable output quality 
 

*	This	product	is	compliant	to	AS	1428.1:2009	so	long	as	a	
minimum	of	30%	luminance	contrast	exists	between	it	and	the	
specified	substrate.	Please	contact	Safety	Stride	Pty	Ltd	for	
assistance regarding luminance contrast.

M SERIES
CLEAR ANODISED
YELLOW ABRASIVE INSERT
RETRO FIT
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AS 4586-2013

PRODUCT CODE M-CLR-ABR-YLW

PROFILE SPECIFICATIONS
SERIES M

ALUMINIUM FINISH CLEAR ANODISED

MOUNT SURFACE MOUNT / RETRO FIT

OVERALL DIMENSIONS 75x10mm

OVERALL THICKNESS 4mm

SLIP RESISTANCE P5

PRODUCT OF ORIGIN AUSTRALIA

    INSERT SPECIFICATIONS
    TYPE ABRASIVE

    COLOUR YELLOW

    WIDTH 60mm

    THICKNESS 1mm

SPECIFICATIONS FEATURES

TOP VIEW


