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Victory Cross Country 2010 to Present 
Installation Instructions 

*ALWAYS CHECK BOLT LENGTH FOR TIRE CLEARANCE* 

 

Note: These instructions are written as you are installing the hitch from the back of the bike.  

  

Note: We recommend that you use Loctite (blue) on all bolts so that they do not come loose 

during your ride. It is also easier to have a second person help with installing the hitch. 

 

Tools:   

9/16” Socket 2x 7/16” Wrenches 9/16” Wrench 
 

 

1. Unpack the hitch and verify that all parts and fasteners are present and free of defects.  Use 

the enclosed hitch drawing to help identify the parts included with the hitch. 

 

2. Begin by inserting the hitch into the fender well.  Next, place the hitch up against the existing 

angled exhaust and fender mount.  Finally, use [Item 2] and hardware [Items 14, 15 and 17] 

to sandwich existing exhaust and fender mount between the hitch and [Item 2].  Note:  Holes 

are not centered on [Item 2].  They are closer to the bottom of the Mount Pressure 

Plate.     
 

3. Insert the shaft of the receiver [Item 12] up into the bottom of the painted receiver bracket 

and temporarily insert the receiver pin [Item 7] through the holes of both parts (it doesn’t 

matter which side of the bracket the pin is inserted). To remove excess rattle, tighten the 3/8 

x 3/4” bolt [Item 11] on the front side of the hitch (behind the tire). Keep tightening until, 

when you remove the pin, the receiver stays in place. Now, holding onto the bottom of the 

receiver, slowly loosen the bolt (about a quarter turn or less) until the receiver is able to be 

removed from the hitch. Reinsert the pin and secure it by inserting the chrome receiver clip 

[Item 8] into the hole in the end of the pin by pushing firmly until the middle of the clip is 

over the pin. 

 

Thank you for purchasing a quality hitch made by Hitchdoc, Mfg. 
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