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Turn the knob to the 
right (clockwise) to 
adjust the water spray 
pressure from soft to 
strong. The further 
right you turn the 
knob, the higher the 
pressure will be.

Adjust the spray angle 
from front to back by easily 
with the toggle switch.

Turn the knob to the left 
(counter-clock wise) to clean your 
nozzle from any leftover doo doo. 
Use regularly to keep bidet clean.
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Using your Fanny Bidet is like 1, 2, 3!



Are You Missing Parts?
Every toilet is different. The Fanny Bidet is designed to 

work with most 2 Piece toilets. If you feel that you are 

missing a part or that your toilet looks different from the 

instructions, NO PROBLEM! Contact our support team to 

get the needed parts for your toilet.

Thank you for your purchase!
At Fanny Bidet we pride ourselves in delivering the 

best bathroom experience possible! Your purchase 

will not only make your bum happier, but your 

reduced toilet paper use helps the environment! 

We call that a win-win. 

Get help from a pro, email us at:
support@shopfanny.com

Have some questions?

OR CALL US: 1-888-246-3217
(Monday-Friday 9am-5pm)

4. REMOVE 
    EXISTING HOSE

Find the flexible water line that 
feeds into your toilet tank. Now 
that the water is turned off, you 
can safely remove the line from 
the tank. Unscrew the connection 
so that the line is disconnected 
from the toilet tank. 

6. CONNECT 
    ADAPTER & HOSE 

Attach the included flexible hose 
to the newly installed adapter. 
This will feed water into the 
Fanny Bidet. 

2. EMPTY TANK 
After turning off your water valve, 
remove the toilet tank cover and 
flush the toilet. Watch to be sure 
that most of the water empties 
from the tank.

5. INSTALL 
    ADAPTER 

Place the rubber washer (included) 
in the adapter (Included). Now 
screw the adapter into the toilet 
tank fixture where the water line 
once was. Then connect the water 
line to the other end of the 
adapter. Be careful not to 
over-tighten. 

7. THE LAST STEP 
Connect the flexible line from the adapter to the bottom of your Fanny Bidet. A small port allows connection of 
the hose. Now that all the lines are back in place and the adapter hose is attached to your Fanny Bidet, turn the 
water on and test for leaks. If any leaks exist, use Teflon tape to stop the leak. If the leak persists, contact our 
customer support. Once you’ve checked for leaks, place the Fanny Bidet on top of your toilet and align the 
connection brackets with your toilets seat holes. Check the spray of the nozzle and be sure it’s centered for 
accuracy. Now place your toilet seat on top of the Fanny Bidet and secure it all down by tightening the toilet seats 
screws back into the toilet. 

You’re ready to use your Fanny Bidet! 

1. VALVES OFF 
Find your toilets water line and 
turn the valve to the off position. 
If your line is older it could take 
some work to get it moving. Try 
twisting both directions in small 
movements until it turns to the 
off position. 

3. SEAT REMOVAL 
Locate the screws that hold your 
toilet seat in place. Sometimes 
these are covered by plastic caps 
or covers. Flip these up or remove 
them completely to access the 
screws. Use a screwdriver to 
remove these screws. 


