
c o n c r e t e

FLOAT concrete panels can be installed by any professional tiling contractor
or similar. Here is a quick general guide to ensure the best concrete results .

Check the load bearing capacity and the integrity of the substrate/slab.
Make sure the wall/floor surface is structurally sound and has no loose
or brittle areas. Also check for hollow patches and fill where necessary.

For best results the surface should be as straight as possible and not
bow or concave more than 3mm per tile length, should the bow or
concave be more it can be corrected with the tile cement but this
will increase the usage of the tile cement and the difficulty of the installation.

Install operations should be carried out in ambient temperature
between 10 and 32 degrees celsius.
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Walls: Always begin tiling from the bottom. Always prepare a level
horizontal support on which the initial row of tiles can be placed
during fixing. Once the tile cement has cured the support can
be removed and the final row below can be installed.
Floors: Always start your layout in your most visible area which
will receive the most attention.

General Instructions



Use clean gloves at all times to prevent tiles staining and damaging.
Hands and tools must be kept clean when touching and working
with the tiles. Also make sure rubber mullet hammer is kept clean at all
times. For the best end result take care of the product during installation.

Storage: Upon delivery of the concrete tiles make sure the tiles are stored
under roof or covered adequately if stored exterior.

Cutting of the concrete tiles can be performed with
a handheld angle grinder with a continuous diamond blade.
We recommend a good quality diamond blade for a clean cut. Cheaper
blades tend chip the edges during cutting. A concrete joint cutter can also
be used for cutting the tiles. After cutting the raw concrete area should be
sealed with our sealer supplied. Use a microfibre cloth for the best results.

Avoid leaving dirty spots on the tiles during installation.
Wash immediately and thoroughly with water to remove
any residue of adhesive or sealant before curing.

DO NOT use masking tape or similar on the tile faces.

The importance of proper product handling for the best end result.
Customer satisfaction is highly dependent on the installer taking care
of the concrete during installation. When laying the tiles always protect the
concrete surface from abrasion and scratching. Avoid sharp or hard
objects making contact with the tile surface. Impact can leave a mark
and damage the sealer.

To repair chips and scratches use FLOAT sealer supplied to touch up
and instantly seal the surface of the tile. We recommend using styrene
or foam to protect the tiles and corners from damage. DO NOT mark on
the tile faces with pencil/pen.

Avoid using any harsh chemicals or abrasive products as this could damage
the sealers used on the tiles. For cleaning always use soft fabrics with water.
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For exterior walls the parapit walls should be sealed and waterproof.
A steel/aluminium flatplate/angle can installed to help keep the water out.
This is extremely important as water entering behind the concrete can delaminate
the tiles.
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Planning the tile layout is important for the best visual result.
On large surfaces we recommend starting on the most visible side first, then
continue tiling into the corners so cuts remain hidden. For smaller symmetrical
walls/floors start from the centre and work outwards. Plan the layout according to
where the cuts will be this will ensure less wastage and odd sized pieces.
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Our easy to use anchoring system can be used without glue but we
recommend glue dots at anchors which will also seal anchor area.
Contact us for more information on installing with anchors.
Screw fastening is the most cost effective install method.
Make sure to use thick foam spacers on anchor areas to make
levelling process easier and in case walls are not level.

For exterior applications at height where health and safety
is a concern you can add fischer plugs and screws to fasten
the tiles to the substrate. We recommend using a 5/6 x 60-80mm
plugs with matching screws and grey plastic end caps to hide the
screws. Drill a hole (refrain from using hammer action) in the centre
of the tiles anchor hole and fasten until level.

DO NOT put tile under tension/or bending tile under tension
when fastening with screw, this can crack the tiles.
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Exterior walls should be inspected 3-6 months after installation to make sure
all joints are waterproof and sealer as well as copings. We recommend spraying
exterior walls with a invisible water repellent every 5 years to ensure longevity
and long lasting protection. Floors can be waxed and polished.
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Should you use a different manufacturers glue make sure to follow their instructions and manufacterers
guidelines carefully.

Follow the SIKAFLEX 118 Extreme grab adhesive installation instructions
to ensure a strong and durable bond between the tiles and the substrate.
These instructions provide guidance on how to prepare
the substrate and more product information.

If in doubt or in need of advice please contact your glue supplier for the project.
Contact SIKA: +27 31 792 6500 or headoffice@za.sika.com
International: Contact your local Sika representative.

2 Installation + Fixing
//Polymer glue application.









5. JOINT SEALING

Allow at least 24 hours after completing the tiling before sealing joints,
depending on site and ambient conditions.

For the best long term results we recommend using a polyurethane flexible joint sealer
or silicone to seal all the joints. Use the colour matching closest to your colour panels.
Grey for the lighter greys and black for our gunmetal and graphite colours.

Clean immediately after sealing and do a test area first to make sure method used
is visually pleasing.

FLOAT has no influence or knowledge over specific site conditions, therefore, the user must
always carry out sufficient tests to satisfy themselves that the product is suitable for the
intended purpose and fully understand the correct installation method.
FLOAT shall not be responsible for any installation, application and/or unintended utilization issues.


