
FEATURES:
• J1939 CAN based information display that suits a   

vast array of Road Transportation vehicles

• Monitoring of all engine related instrumentation

• Fault Code Display with complete SPN, FMI and 
related descriptions 

• Data Logging of parameters to a USB thumb drive

• Infi nitely customisable and fi eld confi gurable

• 4.3 inch bonded LCD screen for superior viewability in 
direct sunlight and whilst wearing polarised lenses

• Environmentally Sealed – IP66 & IP67 front and back

• Tactile Buttons

• Equipped with a single video input for integration with  
a rear or dash camera display

ROAD SIGHT: REAL TIME ENGINE MONITORING

ENVIRONMENTALLY
SEALED

DUAL VOLTAGE TOUGH POLYCARBONATE 
CONSTRUCTION

   ENGINE MONITORING CUSTOMISABLE DATA LOGGING

Part No. Description Screen Size Resolution Confi gurable Inputs Video Inputs Outputs

098078450 RS PV450 kit 4.3 inches 480 x 272 1 1 1

Part No. Description Screen Size Resolution Confi gurable Inputs Video Inputs Outputs

098078457 RS J1708/J1587
PV450 kit

4.3 inches 480 x 272 1 1 1
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ACCESSORIES

098078453 098078452 0978PVW750

098078460 098078454

Part No. Description

098078453 Deutsch Connector Kit

098078452 Video Camera Harness

0978PVW750 Data-Logging Harness

098078460 Gimbal Mounting Kit

098078454 Over Speed Siren
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