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This Document is the property of East Coast Filter. Inc. It may not be copied in whole or part. Used for the manufacture
or otherwise disclosed without prior written consent of East Coast Filtera. Inc. This information is subject to change in
part or whole and is only provided to serve as a preliminary concept used for sale purposes only-.

NOTES:

1. DESIGN PRESSURE - 300 PSI

2. DESIGN TEMPERATURE - BELOW OR AT 300 PSI
e CARBON STEEL - 500°F
e STAINLESS STEEL - 250°F

OPTIONS
A. MATERIALS OF CONSTRUCTION
e CARBON STEEL
e 304 STAINLESS STEEL
e 316 STAINLESS STAINLESS

B. COVER GASKET MATERIAL

e BUNAN*

e EPR

e VITON

e TEFLON ENCAPSULATED VITON

C. ADJUSTABLE TRIPOD LEGS
e CARBON STEEL*
e 304 STAINLESS STEEL
e 316 STAINLESS STEEL

D. BASKET TYPE: (STAINLESS STEEL
e FILTER BAG - %+ @ PERFORATIONS - PB*
REFER TO "How to Order a Filter Bag Housing" FOR
DETAILS
4. DIFFERENTIAL PRESSURE PORTS
e Ji"NPT -2 PLACES

5. SIZE #4 FILTER BAGS ARE ORDERED SEPARATELY

*  OPTIONS THAT ARE STANDARD WITH UNIT.

** THIS DIMENSION MAY VARY SLIGHTLY
ACCORDING TO O.D. OF CONNECTION
COUPLINGS.
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