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TECHNICAL DATA
Version Power

absorbed Flow rate Marine 
water

Fresh
water

VOYAGER 7
230 - 240 V

~ 50 Hz
17 W

10500 l/h 350-700 l 700-1200 l

120 V
~ 60 Hz 2800 US gph 92-185 US gal 185-317 US gal

VOYAGER 8
230 - 240 V

~ 50 Hz
18 W

12000 l/h 400-850 l 800-1500 l

120 V
~ 60 Hz 3200 US gph 105-224 US gal 211-396 US gal

VOYAGER 9
230 - 240 V

~ 50 Hz
24 W

13500 l/h 500-900 l 900-1700 l

120 V
~ 60 Hz 3600 US gph 132-238 US gal 238-449 US gal

VOYAGER 10
230 - 240 V

~ 50 Hz
25 W

15000 l/h 800-1000 l 1000-2000 l

120 V
~ 60 Hz 4000 US gph 158-264 US gal 264-528 US gal
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VOYAGER 7 VOYAGER 8 VOYAGER 9 VOYAGER 10

A
SGR0103 (230V) SGR0105 (230V) SGR0107 (230V) SGR0109 (230V)
SGR0104 (120V) SGR0106 (120V) SGR0108 (120V) SGR0110 (120V)

B SPL0062
C SPL0063

• SPARE PARTS • ERSATZTEILE • PIECES DE RECHANGE 
RICAMBI • PIEZAS DE REPUESTOS • ЗАПАСНЫЕ ЧАСТИ

B
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IMPORTANT SAFETY INSTRUCTIONS
WARNING - To guard against injury, basic safety precautions should be observed, including 
the following:

READ AND FOLLOW
ALL SAFETY INSTRUCTIONS

DANGER: To avoid possible electric shock, special care should be taken since water 
is employed in the use of aquarium equipment. For each of the following situations, do 
not attempt repairs by yourself; return the appliance to an authorized service facility for 
service or discard the appliance.
1) CAUTION: If electrical components of the appliance get wet, unplug the appliance 
immediately.
2) If the appliance shows any sign of abnormal water leakage, immediately unplug it from 
the power source.
3) Carefully examine the appliance after installation. It should not be plugged in if there 
is water on parts not intended to be wet.
4) Do not operate any appliance if it has a damaged cord or plug, or if it is malfunctioning 
or has been dropped or damaged in any manner.
5) To avoid the possibility of the appliance plug or receptacle getting wet, position 
aquarium stand and tank or the fountain to one side of a wall-mounted receptacle 
to prevent water from dripping onto the receptacle 
or plug. A “drip-loop” shown in fig. A should be 
arranged by the user for each cord connecting 
an aquarium appliance to a receptacle. The “drip-
loop” is the part of the cord below the level of the 
receptacle or the connector if an extension cord is 
used, to prevent water traveling along the cord and 
coming in contact with the receptacle.  If the plug or 
receptacle does get wet, DON’T unplug the cord. 
Disconnect the fuse or circuit breaker that supplies 
power to appliance. Then unplug and examine for 
presence of water in the receptacle.
6) Close supervision is necessary when any appliance is used by or near children.
7) To avoid injury, do not contact moving parts or hot parts such as heaters, reflectors, 
lamp bulbs and the like.
8) Always unplug an appliance from an outlet when not in use, before putting on or 
taking off parts and before cleaning. Never yank cord to pull plug from outlet. Grasp 
the plug and pull to disconnect.
9) Do not use an appliance for other than intended use. The use of attachments not 
recommended or sold by the appliance manufacturer may cause an unsafe condition.
10) Do not install or store the appliances where it will be exposed to the weather or to 
temperatures below freezing.
11) Make sure an appliance mounted on a tank is securely installed before operating it.
12) Read and observe all the important notices of the appliance.
13) If an extension cord is necessary, a cord with a proper rating should be used. A 
cord rated for less amperes or watts than the appliance rating may overheat. Care 
should be taken to arrange the cord so that it will not be tripped over or pulled.
14) This appliance has a polarized plug (one blade is wider than other). As a safety 
feature, this plug will fit in a polarized outlet only one way. If the plug does not fit fully 
in the outlet, reverse the plug. If it still does not fit, contact a qualified electrician. Never 
use with an extension cord unless plug can be fully inserted. Do no attempt to defeat 
this safety feature.
CAUTION: Pump is to be connected to a circuit that is protected by a Ground Fault Circuit 
Interrupter.
WARNING: To reduce the risk of electric shock, use only on portable self-contained 
fountains no larger than 5 feet in any dimension.

SAVE THESE INSTRUCTIONS

Fig. A



EN Dear Client,
thank you for choosing VOYAGER HP 7-8-9-10, a new generation of 
stream pumps, extremely reliable though requiring minimum maintenance.
With their attractive design, VOYAGER HP pumps guarantee high 

performances, a powerful water flow that can be adjusted using the included diffuser, 
and a rotor made of materials extremely resistant to wear.
VOYAGER HP pumps can be rotated 360° and turned both upwards and downwards.
The special magnetic support guarantees perfect stability, even on thickness  (up to 20 
mm) and dirty glass, making VOYAGER HP the ideal product for water recirculation in 
marine and fresh water aquariums. 
Thanks to an electronic sensor, in case of abnormal conditions or if the rotor 
accidentally blocks, the pump automatically turns the pump off, avoiding the 
pump to overheat. To turn the pump on again, just unplug and than plug the device to 
the power socket. In order to fully appreciate VOYAGER HP uniqueness and qualities, 
please read and carefully follow the instructions hereunder.
GENERAL SAFETY INSTRUCTIONS:
VOYAGER  HP range are made in conformity with the national and international 
security laws.
1) Always isolate the pump from the mains electricity before installing or carrying out 
any maintenance. Power to the pump must be supplied through a Residual Current 
Device (RCD) with a rated residual operating current not exceeding 30mA.
2) This pump is designed to be used indoors and is not suitable for any outdoor 
applications.
3) Before connecting the pump to the electricity supply, check there are any damages 
on cord or plug.
4) The pump has a type Z cable link. The cable and the plug cannot be substituted or 
repaired; in case of damages replace the entire pump. 
5) ATTENTION: do not operate any appliance if it has a damaged cord or plug, if it is 
malfunctioning, or if it has been dropped or damaged in any way.
6) Never operate the pump without water inside the impeller chamber or with liquids at 
a temperature higher than 35° C / 95° F.
7) Do not use the pump with corrosive and abrasive liquids.
8) Do not use the pump for uses different (i.e. in bathroom or other applications) to 
those for which it has been designed.
9) The pump cannot be used by people with handicaps or by children if they are not 
supervised by a person responsible for their safety.
10) Avoid closeness with blades, sharp objects or other magnets to prevent accidental injuries 
as the magnets of the support attract metal objects and other magnets with high force.
11) The magnets can provoke permanent damages to electronic devices and to other 
objects that are sensitive to magnetic field such as pacemakers, credit cards and keys: 
always keep them at least 30 cm (12 inches) distance.
12) The magnets could loose partially or completely their attracting power if exposed 
to temperature higher than 50° C / 122° F. 
13) Always leave a drip-loop in the pump cable to prevent water running down the 
cable and reaching the power source (Pic. A).
14) Avoid taking the pump by the cord during the installation or maintenance. 
15) Do not try to attach directly the two magnets holder because the magnetic 
attraction is very high. Hold them only on the external sides paying attention not to put 
your hands or fingers in between. 
16) When using the flow diffuser, always make sure it is correctly inserted in the front 
cover. If not, it could hit the rotor and break it .
17) In case you want to control the pump with an electronic controller , we advise you 
to use cycle regulators. In time, the continuous use of simple on-off switches with very 
brief cycling times could harm the rotor.
PUMP INSTALLATION: USE AND REGULATION
To install VOYAGER HP, proceed as described below:
ATTENTION: before using the product, make sure that all parts are undamaged.
1) To connect the magnetic support to the pump, insert the pump into the staple 
overlapping the holes (Pic. 2/A). Insert the handles in the staple in the holes (Pic. 
2/B), screwing them in so to keep the pump in place. 
2) To increase water flow, use the diffuser that comes with the pump (Pic. B). To insert 
the diffuser, before placing the pump in the tank, take off the front cover (Pic. 3/A) and 
place the diffuser inside, where the grill is. Make sure that the joints are well inserted 
(Pic. 3/B - 3/C), so that, once reassembled the front cover, the diffuser does not touch 



ONLINE HELP

SICCE TUTORIAL VIDEO

the impeller. 
Warning: make sure that the diffuser is correctly inserted on the front cover. If not, it 
could hit the impeller, causing  damages.
3) Place the product inside the tank. Then, fixing the external support at 10 cm / 3.93 
inches from the centre of the internal support, carefully drag it until you start to feel the 
opposite magnetic force. 
Attention: the magnetic support has an elevated magnetic power, so attaching the 
external magnet directly to the internal one may cause the glass to break or injure 
your fingers. 
4) Turn the pump so that the flow is directed where desired, then secure the lateral 
handles tightly, so to keep the product in position. 
5) To avoid vibrations and resonances or in case the product is connected and 
controlled through external electronic meters, do not  place the pump in contact with 
lateral surfaces, near or on the bottom of the tank
6) Position the pump as advised (Pic. 4).
It is advisable to place the pump at an adequate distance from the bottom of the tank, 
in order to avoid the suction of sand or other deposits that could block the rotor. 
7) Insert the plug in the power socket.
MAINTENANCE
To carry out periodical maintenance operations, first of all unplug the pump from the 
power socket and then take the device completely out of the water. 
In case of particularly calcareous water, we advise you to clean the pump more frequently.
Proceed as follows:
Take off the front cover (Pic. 5/A) and the diffuser (when used), applying light pressure 
on the upper joints, from outside the front cover towards the inside (Pic. 5/B). Unscrew 
the whole of the rotor (Pic. 5/C) and take it out of the motor body. 
Thoroughly clean all pump parts under fresh water, using particular care for the front cover, 
the whole of the rotor and its chamber and for the bush placed inside the motor body. 
To remove tough deposits, use only a soft brush and vinegar, never hard objects.
Place the whole of the rotor in its original position, screwing it clockwise and making 
sure it’s fastened tightly.
Make sure that the rotor spins freely, with a slightly axial movement. If the shaft is 
completely blocked (Pic. 5/D), apply a light pressure on the centre (not on the rotor’s 
blades) of the axis. Once again, check it the rotor spins. Reassemble all following the 
instructions backwards.

ONLINE HELP
Watch our tutorial videos on THE SICCE YOU TUBE official channel www.
youtube.com/SICCEspa.

INSTRUCTIONS FOR THE CORRECT DISCHARGE OF THE PRODUCT 
ACCORDING TO EU DIRECTIVE 2002/96/EC
When used or broken, the product does not have to be discharged with 
the other waste. It can be delivered to the specific electric waste collection 
centers or to dealers who give this service. Discharge separately an electric 

tool avoid negative consequences for the environment and for the Health and allows to 
regenerate the materials so to have a great saving of energy and resources.
WARRANTY
This product is guaranteed against defects of materials and workmanship for a period 
of 3 years from the date of purchase, except the rotor A. The warranty certificate must 
be filled in by the dealer and must accompany the pump if it is returned for repair, 
along with the cash register receipt or similar document. The warranty covers the 
replacement of the defective parts. In case of improper use, tampering or negligence 
by the buyer or user, the guarantee is void and expires immediately. The guarantee is 
also void in absence of the cash register receipt or similar document. The shipping cost 
to and from the factory, or the repair station, have to be paid by the buyer.
ATTENTION!
The limestone deposits and the natural wear-out of the components might cause a 
raise of the pump’s noise. However, they do not affect the good functioning of the 
pump. In this case, we recommend you to replace the rotor. 


