
 

 

FS Performance Engineering 
 

Ford Focus ST Skid Plate Installation Instructions - With or without FSPE Splitter 
 

Tools Needed: 
- 10mm wrench 
- 10mm socket 
- Ratchet wrench 
- Needle nose pliers 
- T30 Torx driver 
- Helper/friend 
 
Included in Kit: 
(1) Skid Plate 
 
Cars with FSPE Splitter 
(1) Blue threadlocker 
(1) M6 hex flange wiznut 
(2) M6 nyloc nuts 
(2) ¼” small washes 
(3) ¼” ID lock washers 
(6) M6-1.0 x 20mm bolts 
(9) M6 (¼” ID, 1” OD) fender washers 
 
Cars without FSPE Splitter 
(1) M6-1.0 x 20mm bolt 
(1) M6 hex flange wiznut 
(1) Small blue loctite 
(5) M6 nyloc nuts 
(5) ¼” small washes 
(5) M6-1.0 x 50mm bolts 
(5) 30mm aluminum spacers silver 
(9) M6 (¼” ID, 1” OD) fender washers 
 
 



 

 

Steps: 
1.) Raise front of car and secure with jack stands. 
 
2.) IF YOU DID PURCHASE OUR SPLITTER move to the next step. If you DID NOT 
purchase our splitter then move to step nine (9.). 
 
3.) Since you purchased our splitter you will be attaching your skid plate to it. The splitter will 
have rivnuts mounted to it. But first you’ll want to remove the OEM undertray if you haven’t 
already using your T30 driver. Keep the bolts as you will be reusing three of them. 
 
4.) Attach your skid plate to the splitter rivnuts using three M6-1.0 x 20mm bolts. Use 1” OD 
fender washers and lock washers under the head of the bolts. Hand tighten for now. (2 PICS) 
RIVNUTS: 

 
 
 
 
 
 
 



 

 

SKID PLATE ATTACHED TO SPLITTER: 

 
5.) Attach the back end of the skid plate to three OEM spots with your OEM T30 bolts. Securely 
tighten. Then go back and securely tighten down the bolts from step 4 so the lock washers are 
fully compressed. (2 PICS) 

 



 

 

 
6.) At the rear end of the skid plate there will be an additional slot. Slip a M6-1.0 x 20mm bolt 
down from the top. MOVE SLOWLY and be careful not to lose the bolt in the framing or you 
will have a hard time getting it back out. Hold the bolt on the top with your finger and place blue 
threadlocker on the bolt threads. Then place a 1” OD fender washer + wiznut on the bottom. 
Wiznut should be self tightening. Securely tighten. (1 PIC) 

 



 

 

7.) Go back to the front of the skid plate and insert M6-1.0 x 20mm bolts with 1” OD fender 
washers through the remaining two holes in the skid plate and splitter. Use a  ¼” small washer 
and nyloc nut on top and securely tighten. (1 PIC) 

 
 
8.) You are done!!! Enjoy your new FS Performance Engineering skid plate! Be sure to use 
#FSPerformanceEngineering in the online world. 

 
For questions email costas@fspeinc.com or jim@fspeinc.com 
Or call/text us at (661) 809-0954  

mailto:costas@fspeinc.com
mailto:jim@fspeinc.com


 

 

9.) FOR NO SPLITTER PEOPLE: You will want to first remove the OEM undertray, and 
optionally the “flap” that is held under the engine. Leave the reinforcing tray on - it is removed 
in the ongoing pics but ignore that. Screws can be removed with a T30 driver. (1 PIC) 

 
10.) The skid plate comes with five 30mm spacers that are used to mount the skid plate to the 
chassis at the front. Feel free to use only 3, or all five when mounting the skid plate. It is up to 
you. If you choose to three, then space them out evenly. With your needle nose pliers find and 
remove the red clips that correspond to the holes you will be using for the front of the skid plate. 
LOCATION OF RED CLIPS - YOU WILL HAVE NINE TOTAL 

 



 

 

11.) Mount the front of the skid plate to the chassis in the 3 to 5 spots you chose using the 50mm 
bolts + 1” OD washer on the bottom, a 30mm spacer between the skid plate and chassis, and ¼” 
small washer + nyloc nut on top. Yours will not have the splitter installed. Loosely tighten for 
now. (3 PICS) 
EXAMPLE OF SKID PLATE INSTALLED - YOURS WILL NOT HAVE SPLITTER: 

 
SPACER EXAMPLE: 

 
 
 
 
 
 
 
 
 



 

 

12.) Attach the back end of the skid plate to three OEM spots with your OEM T30 bolts. 
Securely tighten. Then go back and securely tighten down the bolts from step 11. (2 PICS) 

 

 
 



 

 

13.) At the rear end of the skid plate there will be an additional slot. Slip a M6-1.0 x 20mm bolt 
down from the top. MOVE SLOWLY and be careful not to lose the bolt in the framing or you 
will have a hard time getting it back out. Hold the bolt on the top with your finger and place blue 
threadlocker on the bolt threads. Then place a 1” OD fender washer + wiznut on the bottom. 
Wiznut should be self tightening. Securely tighten. (1 PIC) 

 
 
14.) You are done!!! Enjoy your new FS Performance Engineering skid plate! Be sure to use 
#FSPerformanceEngineering in the online world. 

 
For questions email costas@fspeinc.com or jim@fspeinc.com 
Or call/text us at (661) 809-0954 
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